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Accupro Fertilizer Spreaders 125
Ace Pumps 48, 57
Aerators – Pond / Lake 131
Agitator (spray tank) 35, 47 
Ag Runner 90
Air Induction Spray Tips 1, 6, 7, 10, 13, 16, 44 
Antelco Micro Irrigation 102, 103, 106, 143
Arbor-Jet / Ima-Jet Tree Injection supplies 156
ATV Sprayer 83, 86, 87
Backpack Sprayers 85
Ball Valves 26, 27, 63 – 66, 76, 95, 96 107, 142
Banding Tips 12, 15
Banjo 26, 27, 31 – 33, 57, 63, 65, 66, 69 – 76, 89, 94, 95
Banjo Pumps 57
Barrel Clamps 76
Bayco Golf Course Accessories 132, 133
Biological Pest Control 130, 144 – 147 
Boom Clamp 20,22
Boom Flush Valves 41
Boom Control Kit 24, 25, 29
Boom Pipe 47
Calibrator – Spray Tip 134
Cam – Lock Fittings 65 – 70
Caps – Nozzle 19, 20, 38, 41, 44
Chapin Fertilizer Spreaders 126
Check Valve 20, 22, 63, 71
Chemical List 159
Chemical Transfer 90, 91
Chemtraveller  90
Clamps – Barrel 76
Clamps – Gear 94, 107
Clamps – Ratchet 94
Clamps – Super 94
Combo Jet Spray Tips & Components 36 – 42
Combo-Rate II 39, 40
Cone Jet Spray Tips 15
Cox Hose Reels 61
Cup Auger 133
Cup Cutter 132
Diaphragm Pumps 52, 53, 58, 59
Dandy-Lion No-Drift Applicators 88
Disc and Core 20
Dosatron Fertilizer Injectors 141
DR Spray Tips 36
Dramm Watering Equipment 96,142, 143
Drip Irrigation 102 – 106, 143
Dust Masks 129
Eco-Tea  115
ER Spray Tips 36
Everflo Pumps 58
Eyewash Station 129
Felco Pruners / Loppers 157
Fertilizer – Spreaders 123 – 126
Fertilizer – Tips 8, 9, 37
Fertilizers – Golf Course / Landscape 109 – 114
Fertilizers – Liquid 109 – 111
Fertilizers – Nursery 137 – 140
Fertilizer – Straights / Micronutrients 137
Fertilizers – Water Soluble 139
Fiesta Bio-Herbicide 121
Filters – Suction 30 – 33, 47, 50, 57, 60, 98
Fire Nozzles 96
Fittings – Polyethylene 73 – 78
Fittings – Tube 21, 80
Flow Indicator 42

Flow Meters 89, 90
Foggers – ULV / Thermal 92, 93
Fogg-It Misting Nozzles 96,142
Foot Valves 55, 57, 98
Fungicides (Turf) 117 – 119
Fungicides (Greenhouse) 151 – 153,158
Galvanized Fittings 79, 80
Gandy Turf Products 123
Garden Hose / Nozzles / Fittings 94 – 96
Gas Engines 97
Gate Valves 63, 107
Guardian Spray Tips 44
Gauges (Pressure) 21
Gear Clamps 94, 107
Gloves 129
Goggles 129
Golf Course Products 109 – 137
Grass Seed 116 
Greenhouse / Nursery Products 134 – 155, 157, 158
Greens Covers 123
Grigg / Brandt Fertilizers 109 – 112
Guns – Spray 34, 35, 133
Herbicides – Turf 120, 121
Honda Gas Engines 97
Hose Accessories 77, 95, 96,142
Hose Clamps 94, 107
Hose Cutter 94
Hose Reels 61, 62
Hose 21, 55, 94
Hozon® Fertilizer Injector 96
Hypro Boom Parts 46, 47
Hypro Pumps 49 – 53, 56 – 57
Hypro Spray Tips 43 – 45
Ima-Jet / Arbor-Jet Tree Injection supplies 156
Injectors – Greenhouse Fertilizer 141
Insecticides 122,148 – 150, 156
IPM Tools 133 – 136
Irrigation – Micro 102, 103, 106, 143
Irrigation Pumps 98
Irrigation Timers 100, 103
Kelly’s Gypsum & Lime Products 114
Light Meter 135
Manifold Fittings – Banjo 66, 70 – 72
Marking Paint (Turf) 132
Matrix 430 GPS Guidance 25
Measuring Jugs 135
Micro Irrigation 102, 103, 106, 143
Miltona Turf Products 133
Min / Max Thermometer 135
Misty Mist Nozzles 143
Mix and Fill Tanks 81
Mosquito Foggers 92, 93
MR Spray Tips 36
Mulch – Poly/Biodegradable 108
Nozzle Body – Combo-Jet 38 – 41 
Nozzle Body – Hypro 46, 47 
Nozzle Body – TeeJet 20, 22, 23
Off Centre Spray Tips 17, 18, 43
Orifice Disc 11, 20
Parts – Repair 160 – 166
pH/EC Meter 134
Poly Fittings 73 – 78
Poly Pipe / Tubing 103, 106
Pond Aerators & Fountains 131
Pond Management Products 130

Index To order call 1 800 665 3836 or (204) 237 9095 or fax (204) 231 0710
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 Index – Cont’d

PowerPro Gas Engines 97
Pressure Gauge Isolator 28 
Pressure Gauge Tubing 1/8" 21
Pressure Gauges 21
Pressure Regulators 26 – 28
Pruning Tools 157
Plant Growth Regulator (Primo Maxx) 115
Pumps – 1" 54, 57
Pumps – 12 Volt 50, 58, 59
Pumps – Ace 48, 57
Pumps – Chemical Transfer 90
Pumps – Diaphragm 52, 53, 58, 59
Pumps – Gas Engine 54 – 57, 98
Pumps – Hydraulic Driven 48, 49, 60
Pumps – Hypro 49 – 53, 56 – 57 
Pumps – Irrigation 98
Pumps – Roller 50
Pumps – Stainless Steel 48, 49
Pumps – PTO-driven 60
PVC Fittings 107
Quick Couplers PTO 163
Quick Couplers  67 – 70, 95, 96, 99
Rain Gauge 135
Relief Valves  26
Respirators – Half Face / Full face 129
Row Cover (floating) 108
Roller Base 99
Row Drip Irrigation 104 – 106
Safety Equipment 129
Sand – Topdressing 128
Sanitation – Greenhouse 154
Seed – Grass 116
Selector Valve – Manual 25 
Shrub Nozzles 143
SHURflo Pumps 59, 90
Sod Stripper 133
Soil Amendments - Liquid / Granular 128, 137
Soil Moisture Meter (TDR 350) 136
Soil Surfactants / Wetting Agents 127
Solenoid Valves 26 – 28, 100
Sotera Products 90
Spot Seeder 133
Spray Gun 34, 35, 133
Spray Tips 1 – 18, 34, 36, 37, 43 – 45
Spray Tip Calibrator 134
Sprayer Hose 94
Sprayer – 3 Point 83, 87
Sprayer – ATV 83, 86, 87
Sprayer – Boomless 83, 86, 87
Sprayer – Backpack 85

Sprayer – Control 24, 25, 29
Sprayer – Electric Backpack 85
Sprayer – Hand Held 84
Sprayer – Roller 88
Sprayer – Truck Mount (Space Saver) 88
Spreaders – Fertilizer 123 – 126
Sprinklers 99, 101, 102, 143
SR Spray Tips 36
Stainless Steel Fittings 67, 72, 75, 79, 80
StraightShot Chem Station 91
Strainers – Spray Tip 20, 36, 37, 39, 41
Strainers – Suction 30 – 33, 47, 57, 60, 98
Strainers – Tank 81
StreamJet Variable Rate Spray Tips (TeeJet) 8
Suction Hose 55, 94
Super Reels 62
Sweep Master 123
Swing Joints 107
Swivels 61, 68, 99
Syngenta Professional Turf Products 115, 117 – 119
Tank Accessories 81
Tanks 81, 82, 141
Texas Industrial Remcor Products 28, 29
Thermal Fogger 93
Thermometers 134, 135
Timers – Irrigation 100, 103
Tru-Blu Thread Sealant 78
TrunkPump High Volume Pumps 60, 98
Turf Covers – Evergreen 123
Twin Caps (Hypro) 44
ULV Applicators 92, 93
UR Series Combo Jet Spray Tips 36
Valve Box – Irrigation 101
Valves – 12 Volt 26 – 28, 161
Valves – 3 Way 26 – 28, 64
Valves – Ball  26, 27, 63 – 66, 76, 95, 96, 107, 142
Valves – Foot 55, 57, 98
Valves – Garden Hose 63, 95, 96, 142
Valves – Gate 63, 107
Valves – Mini 12 Volt (Banjo) 27
Valves – Poly 63 – 66
Valves – Solenoid 26 – 28, 100
Valves – Stainless Steel 63
Water Breaker 96, 142
Wetting Agents / Soil Surfactants 127
Wick No-Drift Applicator 88
Wind Meters 135
Workhorse Sprayers 86 – 88
XP BoomJet Spray Tips 17
XT Boom Extender Tips 43

Dosatron DI40 Fertilizer Injector
Page 141

Super High-Flow Combo-Rate II
Page 40

Zipline ST Soil Surfactant
Page 127

Suction / Discharge Hose Assemblies 
Page 55

Some of the NEW Products in our 2021 catalogue...
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Terms & Conditions

Terms: 
• Net 30 Days on approved accounts.   2% interest per month charged on overdue accounts.

Credit Cards: 
• Gladly accepted at time of shipping or pick-up, however credit cards will not be accepted as payment on account. Non-swiped credit 

card transactions may be subject to a handling fee.

Minimum Invoice Charge $20.00 NET.

Prices:
• Subject to change without notice.  
• All items subject to GST, PST, and HST, where applicable.
• All prices are Freight On Board (F.O.B.) our warehouse.

Return Policy:
• ALL Chemical sales are final – NO returns will be accepted.
• A RETURN GOODS AUTHORIZATION (RGA) number must accompany all other merchandise returns.
• Contact order desk (Ph. 204.237.9095, Fax 204.231.0710) to obtain RGA number.
• Information such as original invoice or sales order number will help expedite the return process.
• RGA items must be shipped freight PREPAID to Even-Spray and may be subject to a re-stocking fee.
• Goods should be in original packaging and in resalable condition.
• SPECIAL ORDER ITEMS CANNOT BE RETURNED FOR CREDIT.     

Warranty:
• Even-Spray & Chemicals will honour the original manufacturer’s warranty.
• All products being shipped to Even-Spray & Chemicals for warranty assessment MUST be sent PREPAID to our Winnipeg warehouse.   

Products shipped collect to Even-Spray without prior approval will be refused.

Shipping:
• Orders received by 1:00 PM Manitoba time will be shipped same day providing stock and freight carrier is available. Even-Spray will 

ship via the appropriate carrier prepaid and charge on invoices, unless specified otherwise by customer at time of order. 

Even-Spray & Chemicals Limited
Bay 2 – 851 Lagimodiere Boulevard
Winnipeg, Manitoba, Canada
R2J 3K4
T: (204) 237-9095 or 1-800-665-3836  
   
F: (204) 231-0710
E: info@evenspray.com
W: www.evenspray.com

SHIPMENTS AND TRANSPORTATION OF COMMERCIAL, AGRICULTURAL, AND RESTRICTED CHEMICALS
NOTE: Based on Federal regulations, all Commercial, Agricultural, and Restricted chemicals must only be shipped into another AWSA 
Certified site or DIRECTLY to an end user location.  Such classified chemicals can only be sold to holders of valid Pesticide Applicator 

permits, businesses maintaining AWSA certified warehouses, or end-users authorized to purchase and apply such products.
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PSI

DROP
SIZE

CAPACITY 
ONE

NOZZLE
IN GPM

CAPACITY 
ONE

NOZZLE
IN  

OZ./MIN.

20

GPA GALLONS PER 1000 SQ. FT.

4 MPH 5 MPH 6 MPH 8 MPH 10 MPH 12 MPH 15 MPH 20 MPH 2 MPH 3 MPH 4 MPH 5 MPH

(100)

15 XC 0.092 12 6.8 5.5 4.6 3.4 2.7 2.3 1.8 1.4 0.31 0.21 0.16 0.13
20 XC 0.11 14 8.2 6.5 5.4 4.1 3.3 2.7 2.2 1.6 0.37 0.25 0.19 0.15
30 C 0.13 17 9.7 7.7 6.4 4.8 3.9 3.2 2.6 1.9 0.44 0.29 0.22 0.18
40 C 0.15 19 11.1 8.9 7.4 5.6 4.5 3.7 3.0 2.2 0.51 0.34 0.26 0.20
50 C 0.17 22 12.6 10.1 8.4 6.3 5.0 4.2 3.4 2.5 0.58 0.39 0.29 0.23
60 M 0.18 23 13.4 10.7 8.9 6.7 5.3 4.5 3.6 2.7 0.61 0.41 0.31 0.24
75 M 0.21 27 15.6 12.5 10.4 7.8 6.2 5.2 4.2 3.1 0.71 0.48 0.36 0.29
90 M 0.23 29 17.1 13.7 11.4 8.5 6.8 5.7 4.6 3.4 0.78 0.52 0.39 0.31

 
(50)

15 XC 0.12 15 8.9 7.1 5.9 4.5 3.6 3.0 2.4 1.8 0.41 0.27 0.20 0.16
20 XC 0.14 18 10.4 8.3 6.9 5.2 4.2 3.5 2.8 2.1 0.48 0.32 0.24 0.19
30 VC 0.17 22 12.6 10.1 8.4 6.3 5.0 4.2 3.4 2.5 0.58 0.39 0.29 0.23
40 C 0.20 26 14.9 11.9 9.9 7.4 5.9 5.0 4.0 3.0 0.68 0.45 0.34 0.27
50 C 0.22 28 16.3 13.1 10.9 8.2 6.5 5.4 4.4 3.3 0.75 0.50 0.37 0.30
60 C 0.24 31 17.8 14.3 11.9 8.9 7.1 5.9 4.8 3.6 0.82 0.54 0.41 0.33
75  M 0.27 35 20 16.0 13.4 10.0 8.0 6.7 5.3 4.0 0.92 0.61 0.46 0.37
90 M 0.30 38 22 17.8 14.9 11.1 8.9 7.4 5.9 4.5 1.0 0.68 0.51 0.41

 
(50)

15 XC 0.15 19 11.1 8.9 7.4 5.6 4.5 3.7 3.0 2.2 0.51 0.34 0.26 0.20
20 XC 0.18 23 13.4 10.7 8.9 6.7 5.3 4.5 3.6 2.7 0.61 0.41 0.31 0.24
30 XC 0.22 28 16.3 13.1 10.9 8.2 6.5 5.4 4.4 3.3 0.75 0.50 0.37 0.30
40 VC 0.25 32 18.6 14.9 12.4 9.3 7.4 6.2 5.0 3.7 0.85 0.57 0.43 0.34
50 C 0.28 36 21 16.6 13.9 10.4 8.3 6.9 5.5 4.2 0.95 0.63 0.48 0.38
60 C 0.31 40 23 18.4 15.3 11.5 9.2 7.7 6.1 4.6 1.1 0.70 0.53 0.42
75  C 0.34 44 25 20 16.8 12.6 10.1 8.4 6.7 5.0 1.2 0.77 0.58 0.46
90 C 0.38 49 28 23 18.8 14.1 11.3 9.4 7.5 5.6 1.3 0.86 0.65 0.52

 
(50)

15 XC 0.18 23 13.4 10.7 8.9 6.7 5.3 4.5 3.6 2.7 0.61 0.41 0.31 0.24
20 XC 0.21 27 15.6 12.5 10.4 7.8 6.2 5.2 4.2 3.1 0.71 0.48 0.36 0.29
30 XC 0.26 33 19.3 15.4 12.9 9.7 7.7 6.4 5.1 3.9 0.88 0.59 0.44 0.35
40 VC 0.30 38 22 17.8 14.9 11.1 8.9 7.4 5.9 4.5 1.0 0.68 0.51 0.41
50 C 0.34 44 25 20 16.8 12.6 10.1 8.4 6.7 5.0 1.2 0.77 0.58 0.46
60 C 0.37 47 27 22 18.3 13.7 11.0 9.2 7.3 5.5 1.3 0.84 0.63 0.50
75  C 0.41 52 30 24 20 15.2 12.2 10.1 8.1 6.1 1.4 0.93 0.70 0.56
90 C 0.45 58 33 27 22 16.7 13.4 11.1 8.9 6.7 1.5 1.0 0.77 0.61

 
(50)

15 UC 0.24 31 17.8 14.3 11.9 8.9 7.1 5.9 4.8 3.6 0.82 0.54 0.41 0.33
20 XC 0.28 36 21 16.6 13.9 10.4 8.3 6.9 5.5 4.2 0.95 0.63 0.48 0.38
30 XC 0.35 45 26 21 17.3 13.0 10.4 8.7 6.9 5.2 1.2 0.79 0.60 0.48
40 XC 0.40 51 30 24 19.8 14.9 11.9 9.9 7.9 5.9 1.4 0.91 0.68 0.54
50 VC 0.45 58 33 27 22 16.7 13.4 11.1 8.9 6.7 1.5 1.0 0.77 0.61
60 VC 0.49 63 36 29 24 18.2 14.6 12.1 9.7 7.3 1.7 1.1 0.83 0.67
75  C 0.55 70 41 33 27 20 16.3 13.6 10.9 8.2 1.9 1.2 0.94 0.75
90 C 0.60 77 45 36 30 22 17.8 14.9 11.9 8.9 2.0 1.4 1.0 0.82

 
(50)

15 UC 0.31 40 23 18.4 15.3 11.5 9.2 7.7 6.1 4.6 1.1 0.70 0.53 0.42
20 XC 0.35 45 26 21 17.3 13.0 10.4 8.7 6.9 5.2 1.2 0.79 0.60 0.48
30 XC 0.43 55 32 26 21 16.0 12.8 10.6 8.5 6.4 1.5 0.97 0.73 0.58
40 XC 0.50 64 37 30 25 18.6 14.9 12.4 9.9 7.4 1.7 1.1 0.85 0.68
50 VC 0.56 72 42 33 28 21 16.6 13.9 11.1 8.3 1.9 1.3 0.95 0.76
60 VC 0.61 78 45 36 30 23 18.1 15.1 12.1 9.1 2.1 1.4 1.0 0.83
75  C 0.68 87 50 40 34 25 20 16.8 13.5 10.1 2.3 1.5 1.2 0.92
90 C 0.75 96 56 45 37 28 22 18.6 14.9 11.1 2.6 1.7 1.3 1.0

 
(50)

15 UC 0.37 47 27 22 18.3 13.7 11.0 9.2 7.3 5.5 1.3 0.84 0.63 0.50
20 XC 0.42 54 31 25 21 15.6 12.5 10.4 8.3 6.2 1.4 0.95 0.71 0.57
30 XC 0.52 67 39 31 26 19.3 15.4 12.9 10.3 7.7 1.8 1.2 0.88 0.71
40 XC 0.60 77 45 36 30 22 17.8 14.9 11.9 8.9 2.0 1.4 1.0 0.82
50 VC 0.67 86 50 40 33 25 19.9 16.6 13.3 9.9 2.3 1.5 1.1 0.91
60 VC 0.73 93 54 43 36 27 22 18.1 14.5 10.8 2.5 1.7 1.2 0.99
75 C 0.82 105 61 49 41 30 24 20 16.2 12.2 2.8 1.9 1.4 1.1
90 C 0.90 115 67 53 45 33 27 22 17.8 13.4 3.1 2.0 1.5 1.2

 
(50)

15 — 0.49 63 36 29 24 18.2 14.6 12.1 9.7 7.3 1.7 1.1 0.83 0.67
20 — 0.57 73 42 34 28 21 16.9 14.1 11.3 8.5 1.9 1.3 0.97 0.78
30 0.69 88 51 41 34 26 20 17.1 13.7 10.2 2.3 1.6 1.2 0.94
40 0.80 102 59 48 40 30 24 19.8 15.8 11.9 2.7 1.8 1.4 1.1
50 — 0.89 114 66 53  44 33 26 22 17.6 13.2  3.0 2.0 1.5 1.2
60 — 0.98 125 72 58 49 36 29 24 19.4 14.6 3.3 2.2 1.7 1.3
75 —  1.10 141 82 65 54 41 33 27 22 16.3 3.7 2.5 1.9 1.5
90 — 1.20 154 89 71 59 45 36 30 24 17.8 4.1 2.7 2.0 1.6
15 — 0.61 78 45 36 30 23 18.1 15.1 12.1 9.1 2.1 1.4 1.0 0.83
20 — 0.71 91 53 42 35 26 21 17.6 14.1 10.5 2.4 1.6 1.2 0.97
30 — 0.87 111 65 52 43 32 26 22 17.2 12.9  3.0  2.0 1.5 1.2
40  1.00 128 74 59 50 37 30 25 19.8 14.9 3.4 2.3 1.7 1.4
50 1.12 143 83 67 55 42 33 28 22 16.6 3.8 2.5 1.9 1.5
60 — 1.22 156 91 72 60 45 36 30 24 18.1 4.2 2.8 2.1 1.7
75 — 1.37 175 102 81 68 51 41 34 27 20 4.7 3.1 2.3 1.9
90 — 1.50 192 111 89 74 56 45 37 30 22 5.1 3.4 2.6  2.0 

Note: Always double check your application rates. Tabulations are based on spraying water at 70°F (21°C). 
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UC
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VC
VC
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C

XC
XC

VC
VC
VC

XC
XC

PART DESCRIPTION PRICE (B)

TP110-**AIXR AIXR TeeJet Tip - sizes 015 to 06 10.55
TP110-**AIXR AIXR TeeJet Tip - sizes 08 and 10 12.35

Features:
• 110º wide, tapered flat spray angle with air induction   
   technology offers better dirft management. 

• Made of a two-piece UHMWPE polymer construction 
   with VisiFlo® color-coding. UHMPE provides 
   excellent chemical resistance, inclucing acids, 
   as well as exceptional wear life.

• Compact size to prevent tip damage.

• Depending on the chemical, produces large air-filled  
   drops through a Venturi air aspirator.

USENGLISH

    

Air Induction XR Flat Spray Tips

• Removable pre-orifice.

• Available in nine tip capacities with a wide operating 
pressure range: 15-90 PSI (1-6 bar).

• Automatic alignment with CP114440-*-CE cap. 
(Spray tip sizes 015 to 06).

• Automatic alignment with CP114442-*-CE cap. 
(Spray tip sizes 08 to 10).

EXAMPLE: TP110-03AIXR

110°

US

20�

20�

ENGLISH

    

Spacing

Spray 
Height

Optimum Spray Height

AIXR110___-VP Spray Tip 
(Cross Section View)

Removable  
Pre-Orifice

Exit  
Orifice

Air Inlet

O-Ring

Chamfer

Air Inlet

CONTACT
PRODUCT

SYSTEMIC
PRODUCT

DRIFT
MANAGEMENT

GOOD EXCELLENT EXCELLENT

TP110015AIXR

TP11002AIXR

TP110025AIXR

TP11003AIXR

TP11004AIXR

TP11005AIXR

TP11006AIXR

TP11008AIXR

TP11010AIXR
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XC VC
VC C
C C
C M
C M
C M

XC VC
XC VC
VC VC
VC C
C C
C C

Spacing

Spray 
Height

• Excellent spray distribution over a  
wide range of pressures—15–60 PSI.

• Ideal for rigs equipped with  
sprayer controllers.

• Reduces drift at lower pressures,  
better coverage at higher pressures.

• Automatic spray alignment with  
CP114440-*-CE Quick TeeJet® cap. 

• Automatic spray alignment for sizes  
10 and 15 with QJ25609* Quick 
TeeJet cap. At 15 PSI  

Pressure 
At 60 PSI  
Pressure

Features:
PART DESCRIPTION PRICE (B)

TP80-01XR XR Tip SS 80° 10.10
TP80-02XR XR Tip SS 80° 10.10
TP80-025XR XR Tip SS 80° 10.10
TP80-03XR XR Tip SS 80° 10.10
TP80-035XR XR Tip SS 80° 10.10
TP80-04XR XR Tip SS 80° 10.10
TP80-05XR XR Tip SS 80° 10.10
TP80-06XR XR Tip SS 80° 10.10
TP80-08XR XR Tip SS 80° 10.10
TP80-10XRSS XR Tip All SS 80° 12.00
TP80-15XRSS XR Tip All SS 80° 12.00

XR Visiflo 80° XR Visiflo 110°
PART DESCRIPTION PRICE (B)

TP110-025VK XR Ceramic 110° 7.80
TP110-01XR XR Tip SS 110° 10.10
TP110-015XR XR Tip SS 110° 10.10
TP110-02XR XR Tip SS 110° 10.10
TP110-03XR XR Tip SS 110° 10.10
TP110-04XR XR Tip SS 110° 10.10
TP110-05XR XR Tip SS 110° 10.10
TP110-06XR XR Tip SS 110° 10.10
TP110-08XR XR Tip SS 110° 10.10
TP110-10XRSS XR Tip All SS 110° 12.00
TP110-15XRSS XR Tip All SS 110° 12.00

Optimum Spray Height

 80°                                    30”

 110°                                  20”

20”

PLEASE NOTE: NEW SIZED XR SPRAY TIPS “TP80-025XR” AND “TP80-035XR” NOT SHOWN IN SPRAY TIP PERFORMANCE 
CHART BELOW. PLEASE CONTACT OUR OFFICE FOR ADDITIONAL INFORMATION.
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VC
VC
VC

VC

PART DESCRIPTION PRICE (B)

TP80**VS Visiflo Tip 80° 9.05
TP110**VS Visiflo Tip 110° 9.05
TP**-0050 Brass Tip Size 0050 6.35
TP**-0050SS Stainless Size 

0050/0067
36.05

TP**** Brass Tip Size 
067 to 20

6.35

TP****SS Stainless Tip Size 
01 to 20

16.15

Spacing

VisiFlo® Flat Spray Tips

Spray 
Height

 65° 35”

 80° 30”

 110° 20”

20”

Features
• Tapered edge flat spray pattern for 
   uniform coverage in broadcast spraying.
• Visiflo color-coded version available in 
   stainless steel, ceramic and polymer in 80°     
   or 110° spray angles in selected sizes.
• Available in ceramic 80° capacities 01-03  
   and 110° capacities 01-02.
• Automatic spray alignment with 
   CP114440-*-CE* cap.
• Automatic spray alignment for sizes 
   10 thru 20 with QJ25609* cap.
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C

PSI

DROP
SIZE

CAPACITY 
ONE

NOZZLE
IN GPM

CAPACITY 
ONE

NOZZLE
IN  

OZ./MIN.

20

GPA GALLONS PER 1000 SQ. FT.

4 MPH 5 MPH 6 MPH 8 MPH 10 MPH 12 MPH 15 MPH 20 MPH 2 MPH 3 MPH 4 MPH 5 MPH

20 C 0.14 18 10.4 8.3 6.9 5.2 4.2 3.5 2.8 2.1 0.48 0.32 0.24 0.19
30 C 0.17 22 12.6 10.1 8.4 6.3 5.0 4.2 3.4 2.5 0.58 0.39 0.29 0.23
40 0.20 26 14.9 11.9 9.9 7.4 5.9 5.0 4.0 3.0 0.68 0.45 0.34 0.27
50 M

M
 0.22 28 16.3 13.1 10.9 8.2 6.5 5.4 4.4 3.3 0.75 0.50 0.37 0.30

60 M 0.24 31 17.8 14.3 11.9 8.9 7.1 5.9 4.8 3.6 0.82 0.54 0.41 0.33
70 M 0.26 33 19.3 15.4 12.9 9.7 7.7 6.4 5.1 3.9 0.88 0.59 0.44 0.35
80 M 0.28 36 21 16.6 13.9 10.4 8.3 6.9 5.5 4.2 0.95 0.63 0.48 0.38
90 M 0.30 38 22 17.8 14.9 11.1 8.9 7.4 5.9 4.5 1.0 0.68 0.51 0.41

 

20 VC 0.18 23 13.4 10.7 8.9 6.7 5.3 4.5 3.6 2.7 0.61 0.41 0.31 0.24
30 C 0.22 28 16.3 13.1 10.9 8.2 6.5 5.4 4.4 3.3 0.75 0.50 0.37 0.30
40 C

C
C

0.25 32 18.6 14.9 12.4 9.3 7.4 6.2 5.0 3.7 0.85 0.57 0.43 0.34
50 0.28 36 21 16.6 13.9 10.4 8.3 6.9 5.5 4.2 0.95 0.63 0.48 0.38
60 0.31 40 23 18.4 15.3 11.5 9.2 7.7 6.1 4.6 1.1 0.70 0.53 0.42
70 M

M
M

0.33 42 25 19.6 16.3 12.3 9.8 8.2 6.5 4.9 1.1 0.75 0.56 0.45
80 M 0.35 45 26 21 17.3 13.0 10.4 8.7 6.9 5.2 1.2 0.79 0.60 0.48
90 M 0.38 49 28 23 18.8 14.1 11.3 9.4 7.5 5.6 1.3 0.86 0.65 0.52

    03 
 BLUE 
(100)

20 VC 0.21 27 15.6 12.5 10.4 7.8 6.2 5.2 4.2 3.1 0.71 0.48 0.36 0.29
30 0.26 33 19.3 15.4 12.9 9.7 7.7 6.4 5.1 3.9 0.88 0.59 0.44 0.35
40 0.30 38 22 17.8 14.9 11.1 8.9 7.4 5.9 4.5 1.0 0.68 0.51 0.41
50 0.34 44 25 20 16.8 12.6 10.1 8.4 6.7 5.0 1.2 0.77 0.58 0.46
60 0.37 47 27 22 18.3 13.7 11.0 9.2 7.3 5.5 1.3 0.84 0.63 0.50
70 0.40 51 30 24 19.8 14.9 11.9 9.9 7.9 5.9 1.4 0.91 0.68 0.54
80 M

M

M
M
M

0.42 54 31 25 21 15.6 12.5 10.4 8.3 6.2 1.4 0.95 0.71 0.57
90 M

M

0.45 58 33 27 22 16.7 13.4 11.1 8.9 6.7 1.5 1.0 0.77 0.61

    04 
  RED 

(50)

20 VC 0.28 36 21 16.6 13.9 10.4 8.3 6.9 5.5 4.2 0.95 0.63 0.48 0.38
30 C 0.35 45 26 21 17.3 13.0 10.4 8.7 6.9 5.2 1.2 0.79 0.60 0.48
40 C 0.40 51 30 24 19.8 14.9 11.9 9.9 7.9 5.9 1.4 0.91 0.68 0.54
50 0.45 58 33 27 22 16.7 13.4 11.1 8.9 6.7 1.5 1.0 0.77 0.61
60 0.49 63 36 29 24 18.2 14.6 12.1 9.7 7.3 1.7 1.1 0.83 0.67
70 0.53 68 39 31 26 19.7 15.7 13.1 10.5 7.9 1.8 1.2 0.90 0.72
80 0.57 73 42 34 28 21 16.9 14.1 11.3 8.5 1.9 1.3 0.97 0.78
90 M

M
M

M

M
M
M
M

M
M
M

0.60 77 45 36 30 22 17.8 14.9 11.9 8.9 2.0 1.4 1.0 0.82

 
 

20 VC 0.35 45 26 21 17.3 13.0 10.4 8.7 6.9 5.2 1.2 0.79 0.60 0.48
30 C 0.43 55 32 26 21 16.0 12.8 10.6 8.5 6.4 1.5 0.97 0.73 0.58
40 C 0.50 64 37 30 25 18.6 14.9 12.4 9.9 7.4 1.7 1.1 0.85 0.68
50 0.56 72 42 33 28 21 16.6 13.9 11.1 8.3 1.9 1.3 0.95 0.76
60 0.61 78 45 36 30 23 18.1 15.1 12.1 9.1 2.1 1.4 1.0 0.83
70 0.66 84 49 39 33 25 19.6 16.3 13.1 9.8 2.2 1.5 1.1 0.90
80 0.71 91 53 42 35 26 21 17.6 14.1 10.5 2.4 1.6 1.2 0.97
90 0.75 96 56 45 37 28 22 18.6 14.9 11.1 2.6 1.7 1.3 1.0

    06 
GRAY 
  (50)

20 0.42 54 31 25 21 15.6 12.5 10.4 8.3 6.2 1.4 0.95 0.71 0.57
30

VC
0.52 67 39 31 26 19.3 15.4 12.9 10.3 7.7 1.8 1.2 0.88 0.71

40 C
C

0.60 77 45 36 30 22 17.8 14.9 11.9 8.9 2.0 1.4 1.0 0.82
50 C 0.67 86 50 40 33 25 19.9 16.6 13.3 9.9 2.3 1.5 1.1 0.91
60 0.73 93 54 43 36 27 22 18.1 14.5 10.8 2.5 1.7 1.2 0.99
70 0.79 101 59 47 39 29 23 19.6 15.6 11.7 2.7 1.8 1.3 1.1
80 0.85 109 63 50 42 32 25 21 16.8 12.6 2.9 1.9 1.4 1.2
90 0.90 115 67 53 45 33 27 22 17.8 13.4 3.1 2.0 1.5 1.2

Twin Flat Spray Tips

Spacing

Spray
Height

110°

20

20

Optimum Spray Height

 
 

60°

TTJ60-110___VP Spray Tip 
(Cross Section View)

CONTACT
PRODUCT

SYSTEMIC
PRODUCT

DRIFT
MANAGEMENT

EXCELLENT EXCELLENT VERY GOOD

VERY GOOD* EXCELLENT* EXCELLENT*

*At pressures below 30 PSI (2.0 bar)

 

      02 
YELLOW
  (100)

    025
VIOLET
 (100)

      05 
BROWN

 (50)

 
 

    10 
LIGHT 
  BLUE

 

      08 
WHITE

 (50)

20 VC 0.57 73 42 34 28 21 16.9 14.1 11.3 8.5 1.9 1.3 0.9 7 0.78
30 VC 0.69 88 51 41 34 26 20 17.1 13.7 10.2 2.3 1.6 1.2 0.94
40 C 0.80 102 59 48 40 30 24 19.8 15.8 11.9 2.7 1.8 1.4 1.09
50 C 0.89 114 66 53 44 33 26 22 17.6 13.2 3.0 2.0 1.5 1.2
60 C 0.98 125 73 58 49 36 29 24 19.4 14.6 3.3 2.2 1.7 1.3
70 C 1.06 136 79 63 52 39 31 26 21 15.7 3.6 2.4 1.8 1.4
80 M 1.13 145 84 67 56 42 34 28 24 16.8 3.8 2.6 1.9 1.5
90 M 1.20 154 89 71 59 45 36 30 24 17.8 4.1 2.7 2.0 1.6
20 XC 0.71 91 53 42 35 26 21 17.6 14.1 10.5 2.4 1.6 1.2 0.97
30 VC 0.87 111 65 52 43 32 26 22 17.2 12.9 3.0 2.0 1.5 1.2
40 VC 1.00 128 74 59 50 37 30 25 19.8 14.9 3.4 2.3 1.7 1.4
50 VC 1.12 143 83 67 55 42 33 28 22 16.6 3.8 2.5 1.9 1.5
60 C 1.22 156 91 72 60 45 36 30 24 18.1 4.1 2.8 2.1 1.7
70 C 1.32 169 98 78 65 49 39 33 26 19.6 4.5 3.0 2.2 1.8
80 C 1.41 180 105 84 70 52 42 35 28 21 4.8 3.2 2.4 1.9
90 C 1.50 192 111 89 74 56 45 37 30 22 5.1 3.4 2.6 2.0

110°

60°

US

20�

20�

PSI

DROP
SIZE

CAPACITY 
ONE

NOZZLE
IN GPM

CAPACITY 
ONE

NOZZLE
IN  

OZ./MIN.

20�

GPA GALLONS PER 1000 SQ. FT.

4 MPH 5 MPH 6 MPH 8 MPH 10 MPH 12 MPH 15 MPH 20 MPH 2 MPH 3 MPH 4 MPH 5 MPH

20 C 0.14 18 10.4 8.3 6.9 5.2 4.2 3.5 2.8 2.1 0.48 0.32 0.24 0.19
30 C 0.17 22 12.6 10.1 8.4 6.3 5.0 4.2 3.4 2.5 0.58 0.39 0.29 0.23
40 C 0.20 26 14.9 11.9 9.9 7.4 5.9 5.0 4.0 3.0 0.68 0.45 0.34 0.27
50 M 0.22 28 16.3 13.1 10.9 8.2 6.5 5.4 4.4 3.3 0.75 0.50 0.37 0.30
60 M 0.24 31 17.8 14.3 11.9 8.9 7.1 5.9 4.8 3.6 0.82 0.54 0.41 0.33
70 M 0.26 33 19.3 15.4 12.9 9.7 7.7 6.4 5.1 3.9 0.88 0.59 0.44 0.35
80 M 0.28 36 21 16.6 13.9 10.4 8.3 6.9 5.5 4.2 0.95 0.63 0.48 0.38
90 M 0.30 38 22 17.8 14.9 11.1 8.9 7.4 5.9 4.5 1.0 0.68 0.51 0.41

 

20 VC 0.18 23 13.4 10.7 8.9 6.7 5.3 4.5 3.6 2.7 0.61 0.41 0.31 0.24
30 C 0.22 28 16.3 13.1 10.9 8.2 6.5 5.4 4.4 3.3 0.75 0.50 0.37 0.30
40 C 0.25 32 18.6 14.9 12.4 9.3 7.4 6.2 5.0 3.7 0.85 0.57 0.43 0.34
50 C 0.28 36 21 16.6 13.9 10.4 8.3 6.9 5.5 4.2 0.95 0.63 0.48 0.38
60 C 0.31 40 23 18.4 15.3 11.5 9.2 7.7 6.1 4.6 1.1 0.70 0.53 0.42
70 M 0.33 42 25 19.6 16.3 12.3 9.8 8.2 6.5 4.9 1.1 0.75 0.56 0.45
80 M 0.35 45 26 21 17.3 13.0 10.4 8.7 6.9 5.2 1.2 0.79 0.60 0.48
90 M 0.38 49 28 23 18.8 14.1 11.3 9.4 7.5 5.6 1.3 0.86 0.65 0.52

    03 
 BLUE 
(100)

20 VC 0.21 27 15.6 12.5 10.4 7.8 6.2 5.2 4.2 3.1 0.71 0.48 0.36 0.29
30 C 0.26 33 19.3 15.4 12.9 9.7 7.7 6.4 5.1 3.9 0.88 0.59 0.44 0.35
40 C 0.30 38 22 17.8 14.9 11.1 8.9 7.4 5.9 4.5 1.0 0.68 0.51 0.41
50 C 0.34 44 25 20 16.8 12.6 10.1 8.4 6.7 5.0 1.2 0.77 0.58 0.46
60 C 0.37 47 27 22 18.3 13.7 11.0 9.2 7.3 5.5 1.3 0.84 0.63 0.50
70 C 0.40 51 30 24 19.8 14.9 11.9 9.9 7.9 5.9 1.4 0.91 0.68 0.54
80 M 0.42 54 31 25 21 15.6 12.5 10.4 8.3 6.2 1.4 0.95 0.71 0.57
90 M 0.45 58 33 27 22 16.7 13.4 11.1 8.9 6.7 1.5 1.0 0.77 0.61

    04 
  RED 

(50)

20 VC 0.28 36 21 16.6 13.9 10.4 8.3 6.9 5.5 4.2 0.95 0.63 0.48 0.38
30 C 0.35 45 26 21 17.3 13.0 10.4 8.7 6.9 5.2 1.2 0.79 0.60 0.48
40 C 0.40 51 30 24 19.8 14.9 11.9 9.9 7.9 5.9 1.4 0.91 0.68 0.54
50 C 0.45 58 33 27 22 16.7 13.4 11.1 8.9 6.7 1.5 1.0 0.77 0.61
60 C 0.49 63 36 29 24 18.2 14.6 12.1 9.7 7.3 1.7 1.1 0.83 0.67
70 C 0.53 68 39 31 26 19.7 15.7 13.1 10.5 7.9 1.8 1.2 0.90 0.72
80 C 0.57 73 42 34 28 21 16.9 14.1 11.3 8.5 1.9 1.3 0.97 0.78
90 M 0.60 77 45 36 30 22 17.8 14.9 11.9 8.9 2.0 1.4 1.0 0.82

 
 

20 VC 0.35 45 26 21 17.3 13.0 10.4 8.7 6.9 5.2 1.2 0.79 0.60 0.48
30 C 0.43 55 32 26 21 16.0 12.8 10.6 8.5 6.4 1.5 0.97 0.73 0.58
40 C 0.50 64 37 30 25 18.6 14.9 12.4 9.9 7.4 1.7 1.1 0.85 0.68
50 C 0.56 72 42 33 28 21 16.6 13.9 11.1 8.3 1.9 1.3 0.95 0.76
60 C 0.61 78 45 36 30 23 18.1 15.1 12.1 9.1 2.1 1.4 1.0 0.83
70 C 0.66 84 49 39 33 25 19.6 16.3 13.1 9.8 2.2 1.5 1.1 0.90
80 C 0.71 91 53 42 35 26 21 17.6 14.1 10.5 2.4 1.6 1.2 0.97
90 C 0.75 96 56 45 37 28 22 18.6 14.9 11.1 2.6 1.7 1.3 1.0

    06 
GRAY 
  (50)

20 XC 0.42 54 31 25 21 15.6 12.5 10.4 8.3 6.2 1.4 0.95 0.71 0.57
30 VC 0.52 67 39 31 26 19.3 15.4 12.9 10.3 7.7 1.8 1.2 0.88 0.71
40 C 0.60 77 45 36 30 22 17.8 14.9 11.9 8.9 2.0 1.4 1.0 0.82
50 C 0.67 86 50 40 33 25 19.9 16.6 13.3 9.9 2.3 1.5 1.1 0.91
60 C 0.73 93 54 43 36 27 22 18.1 14.5 10.8 2.5 1.7 1.2 0.99
70 C 0.79 101 59 47 39 29 23 19.6 15.6 11.7 2.7 1.8 1.3 1.1
80 C 0.85 109 63 50 42 32 25 21 16.8 12.6 2.9 1.9 1.4 1.2
90 C 0.90 115 67 53 45 33 27 22 17.8 13.4 3.1 2.0 1.5 1.2

ENGLISH

Twin Flat Spray Tips

Spacing

Spray
Height

Optimum Spray Height

 

 

TTJ60-110___VP Spray Tip 
(Cross Section View)

CONTACT
PRODUCT

SYSTEMIC
PRODUCT

DRIFT
MANAGEMENT

EXCELLENT EXCELLENT VERY GOOD

VERY GOOD* EXCELLENT* EXCELLENT*

*At pressures below 30 PSI (2.0 bar)

 

      02 
YELLOW
  (100)

    025
VIOLET
 (100)

      05 
BROWN

 (50)

Twin style flat spray tips are best suited for broadcast spraying where superior leaf coverage and canopy penetration 
is important.   Whether applying fungicides, insecticides, or contact herbicides, twin flat spray tips are an excellent 
choice.  

Features
• Dual outlet design produces two 110º flat fan spray 

patterns using the patented technology from the 
Turbo TeeJet nozzle.  The angle between each spray 
pattern is 60º forward and backward.

• Best suited for broadcast spraying where superior 
leaf coverage and canopy penetration is important.

• Droplet size range is slightly larger than for the 
same capacity of Turbo TeeJet nozzle providing 
drift-reducing properties with increased coverage 
and penetration.   

• Molded polymer for excellent chemical and wear 
resistance.

• Available in eight VisiFlo® colour-coded capacities 
with pressure ranges between 20 – 90 PSI.

• Ideal for use with automatic sprayer controllers.
• Automatic spray alignment with CP114440-*-CE.

PART DESCRIPTION PRICE (B)

TP110-**TTJ60 Turbo TwinJet Spray Tip 11.40



E V E N S P R A Y  2 0 2 1  C A T A L O G U E

1  8 0 0  6 6 5  3 8 3 61  8 0 0  6 6 5  3 8 3 6 5

PSI

DROP
SIZE

CAPACITY 
ONE

NOZZLE
IN GPM

CAPACITY 
ONE

NOZZLE
IN  

OZ./MIN.

20

GPA GALLONS PER 1000 SQ. FT.
4 MPH 5 MPH 6 MPH 8 MPH 10 MPH 12 MPH 15 MPH 20 MPH 2 MPH 3 MPH 4 MPH 5 MPH

 

15 C 0.061 7.8 4.5 3.6 3.0 2.3 1.8 1.5 1.2 0.91 0.21 0.14 0.10 0.08
20 C 0.071 9.1 5.3 4.2 3.5 2.6 2.1 1.8 1.4 1.1 0.24 0.16 0.12 0.10
30 M 0.087 11 6.5 5.2 4.3 3.2 2.6 2.2 1.7 1.3 0.30 0.20 0.15 0.12
40 M 0.10 13 7.4 5.9 5.0 3.7 3.0 2.5 2.0 1.5 0.34 0.23 0.17 0.14
50 M 0.11 14 8.2 6.5 5.4 4.1 3.3 2.7 2.2 1.6 0.37 0.25 0.19 0.15
60 F 0.12 15 8.9 7.1 5.9 4.5 3.6 3.0 2.4 1.8 0.41 0.27 0.20 0.16
75 F 0.14 18 10.4 8.3 6.9 5.2 4.2 3.5 2.8 2.1 0.48 0.32 0.24 0.19
90 F 0.15 19 11.1 8.9 7.4 5.6 4.5 3.7 3.0 2.2 0.51 0.34 0.26 0.20

 

15 VC 0.092 12 6.8 5.5 4.6 3.4 2.7 2.3 1.8 1.4 0.31 0.21 0.16 0.13
20 C 0.11 14 8.2 6.5 5.4 4.1 3.3 2.7 2.2 1.6 0.37 0.25 0.19 0.15
30 M 0.13 17 9.7 7.7 6.4 4.8 3.9 3.2 2.6 1.9 0.44 0.29 0.22 0.18
40 M 0.15 19 11.1 8.9 7.4 5.6 4.5 3.7 3.0 2.2 0.51 0.34 0.26 0.20
50 M 0.17 22 12.6 10.1 8.4 6.3 5.0 4.2 3.4 2.5 0.58 0.39 0.29 0.23
60 F 0.18 23 13.4 10.7 8.9 6.7 5.3 4.5 3.6 2.7 0.61 0.41 0.31 0.24
75 F 0.21 27 15.6 12.5 10.4 7.8 6.2 5.2 4.2 3.1 0.71 0.48 0.36 0.29
90 F 0.23 29 17.1 13.7 11.4 8.5 6.8 5.7 4.6 3.4 0.78 0.52 0.39 0.31

 

15 VC 0.12 15 8.9 7.1 5.9 4.5 3.6 3.0 2.4 1.8 0.41 0.27 0.20 0.16
20 VC 0.14 18 10.4 8.3 6.9 5.2 4.2 3.5 2.8 2.1 0.48 0.32 0.24 0.19
30 C 0.17 22 12.6 10.1 8.4 6.3 5.0 4.2 3.4 2.5 0.58 0.39 0.29 0.23
40 M 0.20 26 14.9 11.9 9.9 7.4 5.9 5.0 4.0 3.0 0.68 0.45 0.34 0.27
50 M 0.22 28 16.3 13.1 10.9 8.2 6.5 5.4 4.4 3.3 0.75 0.50 0.37 0.30
60 M 0.24 31 17.8 14.3 11.9 8.9 7.1 5.9 4.8 3.6 0.82 0.54 0.41 0.33
75 F 0.27 35 20 16.0 13.4 10.0 8.0 6.7 5.3 4.0 0.92 0.61 0.46 0.37
90 F 0.30 38 22 17.8 14.9 11.1 8.9 7.4 5.9 4.5 1.0 0.68 0.51 0.41

 

15 VC 0.15 19 11.1 8.9 7.4 5.6 4.5 3.7 3.0 2.2 0.51 0.34 0.26 0.20
20 VC 0.18 23 13.4 10.7 8.9 6.7 5.3 4.5 3.6 2.7 0.61 0.41 0.31 0.24
30 C 0.22 28 16.3 13.1 10.9 8.2 6.5 5.4 4.4 3.3 0.75 0.50 0.37 0.30
40 M 0.25 32 18.6 14.9 12.4 9.3 7.4 6.2 5.0 3.7 0.85 0.57 0.43 0.34
50 M 0.28 36 21 16.6 13.9 10.4 8.3 6.9 5.5 4.2 0.95 0.63 0.48 0.38
60 M 0.31 40 23 18.4 15.3 11.5 9.2 7.7 6.1 4.6 1.1 0.70 0.53 0.42
75 F 0.34 44 25 20 16.8 12.6 10.1 8.4 6.7 5.0 1.2 0.77 0.58 0.46
90 F 0.38 49 28 23 18.8 14.1 11.3 9.4 7.5 5.6 1.3 0.86 0.65 0.52

 

15 VC 0.18 23 13.4 10.7 8.9 6.7 5.3 4.5 3.6 2.7 0.61 0.41 0.31 0.24
20 VC 0.21 27 15.6 12.5 10.4 7.8 6.2 5.2 4.2 3.1 0.71 0.48 0.36 0.29
30 C 0.26 33 19.3 15.4 12.9 9.7 7.7 6.4 5.1 3.9 0.88 0.59 0.44 0.35
40 C 0.30 38 22 17.8 14.9 11.1 8.9 7.4 5.9 4.5 1.0 0.68 0.51 0.41
50 M 0.34 44 25 20 16.8 12.6 10.1 8.4 6.7 5.0 1.2 0.77 0.58 0.46
60 M 0.37 47 27 22 18.3 13.7 11.0 9.2 7.3 5.5 1.3 0.84 0.63 0.50
75 M 0.41 52 30 24 20 15.2 12.2 10.1 8.1 6.1 1.4 0.93 0.70 0.56
90 F 0.45 58 33 27 22 16.7 13.4 11.1 8.9 6.7 1.5 1.0 0.77 0.61

 

15 XC 0.24 31 17.8 14.3 11.9 8.9 7.1 5.9 4.8 3.6 0.82 0.54 0.41 0.33
20 VC 0.28 36 21 16.6 13.9 10.4 8.3 6.9 5.5 4.2 0.95 0.63 0.48 0.38
30 C 0.35 45 26 21 17.3 13.0 10.4 8.7 6.9 5.2 1.2 0.79 0.60 0.48
40 C 0.40 51 30 24 19.8 14.9 11.9 9.9 7.9 5.9 1.4 0.91 0.68 0.54
50 M 0.45 58 33 27 22 16.7 13.4 11.1 8.9 6.7 1.5 1.0 0.77 0.61
60 M 0.49 63 36 29 24 18.2 14.6 12.1 9.7 7.3 1.7 1.1 0.83 0.67
75 M 0.55 70 41 33 27 20 16.3 13.6 10.9 8.2 1.9 1.2 0.94 0.75
90 M 0.60 77 45 36 30 22 17.8 14.9 11.9 8.9 2.0 1.4 1.0 0.82

 

15 XC 0.31 40 23 18.4 15.3 11.5 9.2 7.7 6.1 4.6 1.1 0.70 0.53 0.42
20 VC 0.35 45 26 21 17.3 13.0 10.4 8.7 6.9 5.2 1.2 0.79 0.60 0.48
30 VC 0.43 55 32 26 21 16.0 12.8 10.6 8.5 6.4 1.5 0.97 0.73 0.58
40 C 0.50 64 37 30 25 18.6 14.9 12.4 9.9 7.4 1.7 1.1 0.85 0.68
50 C 0.56 72 42 33 28 21 16.6 13.9 11.1 8.3 1.9 1.3 0.95 0.76
60 M 0.61 78 45 36 30 23 18.1 15.1 12.1 9.1 2.1 1.4 1.0 0.83
75 M 0.68 87 50 40 34 25 20 16.8 13.5 10.1 2.3 1.5 1.2 0.92
90 M 0.75 96 56 45 37 28 22 18.6 14.9 11.1 2.6 1.7 1.3 1.0

 

15 XC 0.37 47 27 22 18.3 13.7 11.0 9.2 7.3 5.5 1.3 0.84 0.63 0.50
20 VC 0.42 54 31 25 21 15.6 12.5 10.4 8.3 6.2 1.4 0.95 0.71 0.57
30 VC 0.52 67 39 31 26 19.3 15.4 12.9 10.3 7.7 1.8 1.2 0.88 0.71
40 VC 0.60 77 45 36 30 22 17.8 14.9 11.9 8.9 2.0 1.4 1.0 0.82
50 C 0.67 86 50 40 33 25 19.9 16.6 13.3 9.9 2.3 1.5 1.1 0.91
60 C 0.73 93 54 43 36 27 22 18.1 14.5 10.8 2.5 1.7 1.2 0.99
75 C 0.82 105 61 49 41 30 24 20 16.2 12.2 2.8 1.9 1.4 1.1
90 M 0.90 115 67 53 45 33 27 22 17.8 13.4 3.1 2.0 1.5 1.2

 

15 XC 0.49 63 36 29 24 18.2 14.6 12.1 9.7 7.3 1.7 1.1 0.83 0.67
20 VC 0.57 73 42 34 28 21 16.9 14.1 11.3 8.5 1.9 1.3 0.97 0.78
30 VC 0.69 88 51 41 34 26 20 17.1 13.7 10.2 2.3 1.6 1.2 0.94
40 C 0.80 102 59 48 40 30 24 19.8 15.8 11.9 2.7 1.8 1.4 1.1
50 C 0.89 114 66 53 44 33 26 22 17.6 13.2 3.0 2.0 1.5 1.2
60 C 0.98 125 73 58 49 36 29 24 19.4 14.6 3.3 2.2 1.7 1.3
75 M 1.10 141 82 65 54 41 33 27 22 16.3 3.7 2.5 1.9 1.5
90 M 1.20 154 89 71 59 45 36 30 24 17.8 4.1 2.7 2.0 1.6
15 0.61 78 45 36 30 23 18.1 15.1 12.1 9.1 2.1 1.4 1.0 0.83
20 0.71 91 53 42 35 26 21 17.6 14.1 10.5 2.4 1.6 1.2 0.97
30 0.87 111 65 52 43 32 26 22 17.2 12.9  3.0  2.0 1.5 1.2
40  1.00 128 74 59 50 37 30 25 19.8 14.9 3.4 2.3 1.7 1.4
50 1.12 143 83 67 55 42 33 28 22 16.6 3.8 2.5 1.9 1.5
60 1.22 156 91 72 60 45 36 30 24 18.1 4.2 2.8 2.1 1.7
75 1.37 175 102 81 68 51 41 34 27 20 4.6 3.1 2.3 1.87
90 1.50 192 111 89 74 56 45 37 30 22 5.1 3.4 2.6  2.0 
15 0.73 93 54 43 36 27 22 18.1 14.5 10.8 2.5 1.7 1.2 0.99
20 0.85 109 63 50 42 32 25 21 16.8 12.6 2.9 1.9 1.5 1.2
30 1.04 133 77 62 51 39 31 26 21 15.4 3.5 2.4 1.8 1.4
40  1.20 154 89 71 59 45 36 30 24 17.8 4.1 2.7  2.0 1.6
50 1.34 172 99 80 66 50 40 33 27 19.9 4.6  3.0 2.3 1.8
60 1.47 188 109 87 73 55 44 36 29 22  5.0 3.3 2.5  2.0 
75 1.64 210 122 97 81 61 49 41 32 24 5.6 3.7 2.8 2.2
90  1.80 230 134 107 89 67 53 45 36 27 6.1 4.1 3.1 2.5

Note: Always double check your application rates. Tabulations are based on spraying water at 70°F (21°C). 

VC
XC

XC

VC

VC
VC

VC

M

M
M

C

C
C

C

C
C

Wider pressure range  
15–90 PSI (1–6 bar) means 
greater application flexibility
Practical design  
means compati bility 
with standard flat 
spray caps

Blockage-free 
passage means 
less clogging

High-tech design 
means maximum drift 
management

Unique internal 
configuration means 
substantially longer  
wear life

Unparalleled distribution 
means optimum 
chemical performance

TeeJet Turbo TipsTurbo TeeJet Wide Angle Flat Spray Tips
• Tapered edge wide angle flat spray pattern for 

uniform coverage in broadcast spraying.
• Large, rounded internal passage to minimize 

clogging.
• Excellent resistance to corrosive solutions
• Superior wear characteristics.
• Larger droplets for less drift – 15-90 PSI.
• Automatic spray alignment for tip sizes 01 

to 08, use CP114440-*-CE cap. For spray tip 
sizes 10 and 12, use CP114501-*-CE.

PART DESCRIPTION PRICE (B)

TP110-01TTVP Turbo Tip – Orange 9.50
TP110-015TTVP Turbo Tip – Green 9.50
TP110-02TTVP Turbo Tip – Yellow 9.50
TP110-025TTVP Turbo Tip – Violet 9.50
TP110-03TTVP Turbo Tip – Blue 9.50
TP110-04TTVP Turbo Tip – Red 9.50
TP110-05TTVP Turbo Tip – Brown 9.50
TP110-06TTVP Turbo Tip – Grey 9.50
TP110-08TTVP Turbo Tip – White 9.50
TP110-10TTVP Turbo Tip – Light Blue 11.40
TP110-12TTVP Turbo Tip – Telemagenta 11.40

TP11001TTVP
100 M

TP110015TTVP
100 M

TP11002TTVP
50 M

TP110025TTVP
50 M

TP11003TTVP
50 M

TP11004TTVP
50 M

TP11005TTVP
50 M

TP11006TTVP
50 M

TP11008TTVP
50 M

TP11010TTVP
50 M

TP11012TTVP
50 M

110°

20�

20�

ENGLISH

Spacing

Spray
Height

Optimum Spray Height

CONTACT
PRODUCT

SYSTEMIC
PRODUCT

DRIFT
MANAGEMENT

VERY GOOD VERY GOOD VERY GOOD

GOOD* EXCELLENT* VERY GOOD*

*At pressures below 30 PSI (2.0 bar)
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110°

US

20�

20�

PSI

DROP
SIZE

CAPACITY 
ONE

NOZZLE
IN GPM

CAPACITY 
ONE

NOZZLE
IN  

OZ./MIN.

20�

GPA GALLONS PER 1000 SQ. FT.

4 MPH 5 MPH 6 MPH 8 MPH 10 MPH 12 MPH 15 MPH 20 MPH 2 MPH 3 MPH 4 MPH 5 MPH

      02
YELLOW 

(100)

20 XC 0.14 18 10.4 8.3 6.9 5.2 4.2 3.5 2.8 2.1 0.48 0.32 0.24 0.19
30 VC 0.17 22 12.6 10.1 8.4 6.3 5.0 4.2 3.4 2.5 0.58 0.39 0.29 0.23
40 VC 0.20 26 14.9 11.9 9.9 7.4 5.9 5.0 4.0 3.0 0.68 0.45 0.34 0.27
50 C 0.22 28 16.3 13.1 10.9 8.2 6.5 5.4 4.4 3.3 0.75 0.50 0.37 0.30
60 C 0.24 31 17.8 14.3 11.9 8.9 7.1 5.9 4.8 3.6 0.82 0.54 0.41 0.33
70 C 0.26 33 19.3 15.4 12.9 9.7 7.7 6.4 5.1 3.9 0.88 0.59 0.44 0.35
80 C 0.28 36 21 16.6 13.9 10.4 8.3 6.9 5.5 4.2 0.95 0.63 0.48 0.38
90 C 0.30 38 22 17.8 14.9 11.1 8.9 7.4 5.9 4.5 1.0 0.68 0.51 0.41

     025
    VIOLET 

(100)

20 XC 0.18 23 13.4 10.7 8.9 6.7 5.3 4.5 3.6 2.7 0.61 0.41 0.31 0.24
30 VC 0.22 28 16.3 13.1 10.9 8.2 6.5 5.4 4.4 3.3 0.75 0.50 0.37 0.30
40 VC 0.25 32 18.6 14.9 12.4 9.3 7.4 6.2 5.0 3.7 0.85 0.57 0.43 0.34
50 C 0.28 36 21 16.6 13.9 10.4 8.3 6.9 5.5 4.2 0.95 0.63 0.48 0.38
60 C 0.31 40 23 18.4 15.3 11.5 9.2 7.7 6.1 4.6 1.1 0.70 0.53 0.42
70 C 0.33 42 25 19.6 16.3 12.3 9.8 8.2 6.5 4.9 1.1 0.75 0.56 0.45
80 C 0.35 45 26 21 17.3 13.0 10.4 8.7 6.9 5.2 1.2 0.79 0.60 0.48
90 C 0.38 49 28 23 18.8 14.1 11.3 9.4 7.5 5.6 1.3 0.86 0.65 0.52

      03  
   BLUE 
   (100)

20 UC 0.21 27 15.6 12.5 10.4 7.8 6.2 5.2 4.2 3.1 0.71 0.48 0.36 0.29
30 XC 0.26 33 19.3 15.4 12.9 9.7 7.7 6.4 5.1 3.9 0.88 0.59 0.44 0.35
40 VC 0.30 38 22 17.8 14.9 11.1 8.9 7.4 5.9 4.5 1.0 0.68 0.51 0.41
50 VC 0.34 44 25 20 16.8 12.6 10.1 8.4 6.7 5.0 1.2 0.77 0.58 0.46
60 C 0.37 47 27 22 18.3 13.7 11.0 9.2 7.3 5.5 1.3 0.84 0.63 0.50
70 C 0.40 51 30 24 19.8 14.9 11.9 9.9 7.9 5.9 1.4 0.91 0.68 0.54
80 C 0.42 54 31 25 21 15.6 12.5 10.4 8.3 6.2 1.4 0.95 0.71 0.57
90 C 0.45 58 33 27 22 16.7 13.4 11.1 8.9 6.7 1.5 1.0 0.77 0.61

      04    
     RED 

(50)

20 UC 0.28 36 21 16.6 13.9 10.4 8.3 6.9 5.5 4.2 0.95 0.63 0.48 0.38
30 XC 0.35 45 26 21 17.3 13.0 10.4 8.7 6.9 5.2 1.2 0.79 0.60 0.48
40 VC 0.40 51 30 24 19.8 14.9 11.9 9.9 7.9 5.9 1.4 0.91 0.68 0.54
50 VC 0.45 58 33 27 22 16.7 13.4 11.1 8.9 6.7 1.5 1.0 0.77 0.61
60 C 0.49 63 36 29 24 18.2 14.6 12.1 9.7 7.3 1.7 1.1 0.83 0.67
70 C 0.53 68 39 31 26 19.7 15.7 13.1 10.5 7.9 1.8 1.2 0.90 0.72
80 C 0.57 73 42 34 28 21 16.9 14.1 11.3 8.5 1.9 1.3 0.97 0.78
90 C 0.60 77 45 36 30 22 17.8 14.9 11.9 8.9 2.0 1.4 1.0 0.82

        05  
 BROWN 

(50)

20 UC 0.35 45 26 21 17.3 13.0 10.4 8.7 6.9 5.2 1.2 0.79 0.60 0.48
30 XC 0.43 55 32 26 21 16.0 12.8 10.6 8.5 6.4 1.5 0.97 0.73 0.58
40 XC 0.50 64 37 30 25 18.6 14.9 12.4 9.9 7.4 1.7 1.1 0.85 0.68
50 VC 0.56 72 42 33 28 21 16.6 13.9 11.1 8.3 1.9 1.3 0.95 0.76
60 VC 0.61 78 45 36 30 23 18.1 15.1 12.1 9.1 2.1 1.4 1.0 0.83
70 C 0.66 84 49 39 33 25 19.6 16.3 13.1 9.8 2.2 1.5 1.1 0.90
80 C 0.71 91 53 42 35 26 21 17.6 14.1 10.5 2.4 1.6 1.2 0.97
90 C 0.75 96 56 45 37 28 22 18.6 14.9 11.1 2.6 1.7 1.3 1.0

       06  
    GRAY 

(50)

20 UC 0.42 54 31 25 21 15.6 12.5 10.4 8.3 6.2 1.4 0.95 0.71 0.57
30 XC 0.52 67 39 31 26 19.3 15.4 12.9 10.3 7.7 1.8 1.2 0.88 0.71
40 XC 0.60 77 45 36 30 22 17.8 14.9 11.9 8.9 2.0 1.4 1.0 0.82
50 VC 0.67 86 50 40 33 25 19.9 16.6 13.3 9.9 2.3 1.5 1.1 0.91
60 VC 0.73 93 54 43 36 27 22 18.1 14.5 10.8 2.5 1.7 1.2 0.99
70 C 0.79 101 59 47 39 29 23 19.6 15.6 11.7 2.7 1.8 1.3 1.1
80 C 0.85 109 63 50 42 32 25 21 16.8 12.6 2.9 1.9 1.4 1.2
90 C 0.90 115 67 53 45 33 27 22 17.8 13.4 3.1 2.0 1.5 1.2

       08  
   WHITE 

(50)

20 UC 0.57 73 42 34 28 21 16.9 14.1 11.3 8.5 1.9 1.3 0.97 0.78
30 UC 0.69 88 51 41 34 26 20 17.1 13.7 10.2 2.3 1.6 1.2 0.94
40 XC 0.80 102 59 48 40 30 24 19.8 15.8 11.9 2.7 1.8 1.4 1.09
50 XC 0.89 114 66 53 44 33 26 22 17.6 13.2 3.0 2.0 1.5 1.2
60 VC 0.98 125 73 58 49 36 29 24 19.4 14.6 3.3 2.2 1.7 1.3
70 VC 1.06 136 79 63 52 39 31 26 21 15.7 3.6 2.4 1.8 1.4
80 VC 1.13 145 84 67 56 42 34 28 22 16.8 3.8 2.6 1.9 1.5
90 C 1.20 154 89 71 59 45 36 30 24 17.8 4.1 2.7 2.0 1.6

         10
LIGHT BLUE  

  (50)

20 UC 0.71 91 53 42 35 26 21 17.6 14.1 10.5 2.4 1.6 1.2 0.97
30 UC 0.87 111 65 52 43 32 26 22 17.2 12.9 3.0 2.0 1.5 1.2
40 UC 1.00 128 74 59 50 37 30 25 19.8 14.9 3.4 2.3 1.7 1.4
50 XC 1.12 143 83 67 55 42 33 28 22 16.6 3.8 2.5 1.9 1.5
60 XC 1.22 156 91 72 60 45 36 30 24 18.1 4.1 2.8 2.1 1.7
70 XC 1.32 169 98 78 65 49 39 33 26 19.6 4.5 3.0 2.2 1.8
80 XC 1.41 180 105 84 70 52 42 35 28 21 4.8 3.2 2.4 1.9
90 VC 1.50 192 111 89 74 56 45 37 30 22 5.1 3.4 2.6 2.0

       15  
   GREEN  

(50)

20 UC 1.06 136 79 63 52 39 31 26 21 15.7 3.6 2.4 1.8 1.4
30 UC 1.30 166 97 77 64 48 39 32 26 19.3 4.4 2.9 2.2 1.8
40 UC 1.50 192 111 89 74 56 45 37 30 22 5.1 3.4 2.6 2.0
50 XC 1.68 215 125 100 83 62 50 42 33 25 5.7 3.8 2.9 2.3
60 XC 1.84 236 137 109 91 68 55 46 36 27 6.3 4.2 3.1 2.5
70 XC 1.98 253 147 118 98 74 59 49 39 29 6.7 4.5 3.4 2.7
80 VC 2.12 271 157 126 105 79 63 52 42 31 7.2 4.8 3.6 2.9
90 VC 2.25 288 167 134 111 84 67 56 45 33 7.7 5.1 3.8 3.1

Twin Flat Spray Tips

ENGLISH

 

 

Spacing

Spray 
Height

Optimum Spray Height

CONTACT
PRODUCT

SYSTEMIC
PRODUCT

DRIFT
MANAGEMENT

GOOD EXCELLENT EXCELLENT

AITTJ60-__VP Spray Tip 
(Cross Section View)

Removable  
Pre-Orifice

Tip Body

Exit  
Orifice

Air Inlet

Mixing 
Chamber

Air Inlet

 

Air Induction Twin style flat spray tips are suited for broadcast spraying when leaf coverage and canopy penetration are desired, but drift management is 
important. Excellent for applying systemic fungicides and insecticides, or post-emergent herbicides, Air Induction twin flat spray tips are the right choice. 
TeeJet Air Induction Turbo TwinJet flat spray tips features include:

• Air induction with dual 110º flat fan spray pattern.   
• 60º angle between leading and trailing spray 

pattern.
• Good leaf coverage and canopy penetration and 

best drift control.
• Excellent drift control with coarse to very coarse 

droplets.
• Available in nine VisiFlo® colour-coded capacities 

with pressure ranges from 20 – 90 PSI.

• Automatic spray alignment with CP114442-*-CE* 
cap for 02 to 06 tip sizes only.  For spray tip sizes 08, 
10, and 15, use CP114501-*-CE cap.

PART DESCRIPTION PRICE (B)

TP110**AITTJ60 AITTJ Spray Tip –  
sizes 02 to 08 11.85

TP110**AITTJ60 AITTJ Spray Tip –  
sizes 10 & 15 13.65
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110°

Mixing 
Chamber

Removable
Insert

Pre-orfice

Gasket

Tip/Cap 
Body

Exit Orifice
60º

20

20

PSI

DROP
SIZE

CAPACITY 
ONE

NOZZLE
IN GPM

CAPACITY 
ONE

NOZZLE
IN  

OZ./MIN.

20

GPA GALLONS PER 1000 SQ. FT.

4 MPH 5 MPH 6 MPH 8 MPH 10 MPH 12 MPH 15 MPH 20 MPH 2 MPH 3 MPH 4 MPH 5 MPH

 

20 — 0.14 18 10.4 8.3 6.9 5.2 4.2 3.5 2.8 2.1 0.48 0.32 0.24 0.19
30 — 0.17 22 12.6 10.1 8.4 6.3 5.0 4.2 3.4 2.5 0.58 0.39 0.29 0.23
40 — 0.20 26 14.9 11.9 9.9 7.4 5.9 5.0 4.0 3.0 0.68 0.45 0.34 0.27
50 — 0.22 28 16.3 13.1 10.9 8.2 6.5 5.4 4.4 3.3 0.75 0.50 0.37 0.30
60 — 0.24 31 17.8 14.3 11.9 8.9 7.1 5.9 4.8 3.6 0.82 0.54 0.41 0.33
70 — 0.26 33 19.3 15.4 12.9 9.7 7.7 6.4 5.1 3.9 0.88 0.59 0.44 0.35
80 — 0.28 36 21 16.6 13.9 10.4 8.3 6.9 5.5 4.2 0.95 0.63 0.48 0.38
90 — 0.30 38 22 17.8 14.9 11.1 8.9 7.4 5.9 4.5 1.0 0.68 0.51 0.41

 

20 — 0.18 23 13.4 10.7 8.9 6.7 5.3 4.5 3.6 2.7 0.61 0.41 0.31 0.24
30 — 0.22 28 16.3 13.1 10.9 8.2 6.5 5.4 4.4 3.3 0.75 0.50 0.37 0.30
40 — 0.25 32 18.6 14.9 12.4 9.3 7.4 6.2 5.0 3.7 0.85 0.57 0.43 0.34
50 — 0.28 36 21 16.6 13.9 10.4 8.3 6.9 5.5 4.2 0.95 0.63 0.48 0.38
60 — 0.31 40 23 18.4 15.3 11.5 9.2 7.7 6.1 4.6 1.1 0.70 0.53 0.42
70 — 0.33 42 25 19.6 16.3 12.3 9.8 8.2 6.5 4.9 1.1 0.75 0.56 0.45
80 — 0.35 45 26 21 17.3 13.0 10.4 8.7 6.9 5.2 1.2 0.79 0.60 0.48
90 — 0.38 49 28 23 18.8 14.1 11.3 9.4 7.5 5.6 1.3 0.86 0.65 0.52

 

20 — 0.21 27 15.6 12.5 10.4 7.8 6.2 5.2 4.2 3.1 0.71 0.48 0.36 0.29
30 — 0.26 33 19.3 15.4 12.9 9.7 7.7 6.4 5.1 3.9 0.88 0.59 0.44 0.35
40 — 0.30 38 22 17.8 14.9 11.1 8.9 7.4 5.9 4.5 1.0 0.68 0.51 0.41
50 — 0.34 44 25 20 16.8 12.6 10.1 8.4 6.7 5.0 1.2 0.77 0.58 0.46
60 — 0.37 47 27 22 18.3 13.7 11.0 9.2 7.3 5.5 1.3 0.84 0.63 0.50
70 — 0.40 51 30 24 19.8 14.9 11.9 9.9 7.9 5.9 1.4 0.91 0.68 0.54
80 — 0.42 54 31 25 21 15.6 12.5 10.4 8.3 6.2 1.4 0.95 0.71 0.57
90 — 0.45 58 33 27 22 16.7 13.4 11.1 8.9 6.7 1.5 1.0 0.77 0.61

 

20 — 0.28 36 21 16.6 13.9 10.4 8.3 6.9 5.5 4.2 0.95 0.63 0.48 0.38
30 — 0.35 45 26 21 17.3 13.0 10.4 8.7 6.9 5.2 1.2 0.79 0.60 0.48
40 — 0.40 51 30 24 19.8 14.9 11.9 9.9 7.9 5.9 1.4 0.91 0.68 0.54
50 — 0.45 58 33 27 22 16.7 13.4 11.1 8.9 6.7 1.5 1.0 0.77 0.61
60 — 0.49 63 36 29 24 18.2 14.6 12.1 9.7 7.3 1.7 1.1 0.83 0.67
70 — 0.53 68 39 31 26 19.7 15.7 13.1 10.5 7.9 1.8 1.2 0.90 0.72
80 — 0.57 73 42 34 28 21 16.9 14.1 11.3 8.5 1.9 1.3 0.97 0.78
90 — 0.60 77 45 36 30 22 17.8 14.9 11.9 8.9 2.0 1.4 1.0 0.82

 

20 — 0.35 45 26 21 17.3 13.0 10.4 8.7 6.9 5.2 1.2 0.79 0.60 0.48
30 — 0.43 55 32 26 21 16.0 12.8 10.6 8.5 6.4 1.5 0.97 0.73 0.58
40 — 0.50 64 37 30 25 18.6 14.9 12.4 9.9 7.4 1.7 1.1 0.85 0.68
50 — 0.56 72 42 33 28 21 16.6 13.9 11.1 8.3 1.9 1.3 0.95 0.76
60 — 0.61 78 45 36 30 23 18.1 15.1 12.1 9.1 2.1 1.4 1.0 0.83
70 — 0.66 84 49 39 33 25 19.6 16.3 13.1 9.8 2.2 1.5 1.1 0.90
80 — 0.71 91 53 42 35 26 21 17.6 14.1 10.5 2.4 1.6 1.2 0.97
90 — 0.75 96 56 45 37 28 22 18.6 14.9 11.1 2.6 1.7 1.3 1.0

 

20 — 0.42 54 31 25 21 15.6 12.5 10.4 8.3 6.2 1.4 0.95 0.71 0.57
30 — 0.52 67 39 31 26 19.3 15.4 12.9 10.3 7.7 1.8 1.2 0.88 0.71
40 — 0.60 77 45 36 30 22 17.8 14.9 11.9 8.9 2.0 1.4 1.0 0.82
50 — 0.67 86 50 40 33 25 19.9 16.6 13.3 9.9 2.3 1.5 1.1 0.91
60 — 0.73 93 54 43 36 27 22 18.1 14.5 10.8 2.5 1.7 1.2 0.99
70 — 0.79 101 59 47 39 29 23 19.6 15.6 11.7 2.7 1.8 1.3 1.1
80 — 0.85 109 63 50 42 32 25 21 16.8 12.6 2.9 1.9 1.4 1.2
90 — 0.90 115 67 53 45 33 27 22 17.8 13.4 3.1 2.0 1.5 1.2

 

20 — 0.57 73 42 34 28 21 16.9 14.1 11.3 8.5 1.9 1.3 0.97 0.78
30 — 0.69 88 51 41 34 26 20 17.1 13.7 10.2 2.3 1.6 1.2 0.94
40 — 0.80 102 59 48 40 30 24 19.8 15.8 11.9 2.7 1.8 1.4 1.09
50 — 0.89 114 66 53 44 33 26 22 17.6 13.2 3.0 2.0 1.5 1.2
60 — 0.98 125 73 58 49 36 29 24 19.4 14.6 3.3 2.2 1.7 1.3
70 — 1.06 136 79 63 52 39 31 26 21 15.7 3.6 2.4 1.8 1.4
80 — 1.13 145 84 67 56 42 34 28 22 16.8 3.8 2.6 1.9 1.5
90 — 1.20 154 89 71 59 45 36 30 24 17.8 4.1 2.7 2.0 1.6

Spacing

Spray
Height

TTI60-110__VP Spray Tip 
(Cross Section View)

Optimum Spray Height

CONTACT
PRODUCT

SYSTEMIC
PRODUCT

DRIFT
MANAGEMENT

 EXCELLENT EXCELLENT

Note: Always double check your application rates. Tabulations are based on spraying water at 70°F (21°C). 

UC
UC
XC
XC
VC
VC
VC
VC
UC
UC
XC
XC
VC
VC
VC
VC
UC
UC
UC
UC
XC
XC
VC
VC
UC
UC
UC
UC
XC
XC
VC
VC
UC
UC
UC
UC
XC
XC
VC
VC
UC
UC
UC
UC
XC
XC
XC
XC
UC
UC
UC
UC
UC
UC
UC
XC

Twin Flat Spray Tips

The extremely coarse droplet size of the TeeJet 
TTI TwinJet spray nozzles provides the best drift 
control possible, with minimal driftable fines and 
a twin spray pattern for improved coverage. Ideal 
for post-emergent systemic products.

Features:   
• 110º wide angle, air induction, twin tapered flat spray 

tip patter based on the patented outlet orifice design 
of the original Turbo TeeJet® nozzle.

• 60º angle between leading and trailing patterns for 
increased canopy coverage and penetration.

• Depending on the chemical, produces large air-filled 
drops through a venturi air aspirator resulting in less 
drift.

• All polymer construction for excellent chemical and 
wear resistance.

• All in one molded nozzle and Quick TeeJet® cap 
design allows for quick installation and automatic 
alignment.

• Removable pre-orifice for fast and easy cleaning.
• Wide operating pressure: 20 – 100 PSI.

PART DESCRIPTION PRICE (B)

TP110*VPTTI60 TTI TwinJet Tip – 02 to 08 20.90

* Indicate spray tip size when ordering.

TP110- 
02VPTTI60

TP110- 
025VPTTI60

TP110- 
03VPTTI60

TP110- 
04VPTTI60

TP110- 
05VPTTI60

TP110- 
06VPTTI60

TP110- 
08VPTTI60
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PART DESCRIPTION PRICE (B)

TPSJ3-VRX2.0 Variable Rate StreamJet – 3 orifice 33.80
TPSJ7-VRX2.0 Variable Rate StreamJet – 7 orifice 37.45

PART DESCRIPTION PRICE (B)

QJVR1/4SSX1.0 Variable Rate Hose Barb Assembly – ¼” S.S. 55.60
QJVR3/8NYBX1.0 Variable Rate Hose Barb Assembly – 3/8” Nylon 41.20
QJVR3/8SSX1.0 Variable Rate Hose Barb Assembly – 3/8” S.S. 55.60

PART DESCRIPTION PRICE (B)

TPPTCVR1/4X1.0 Variable Rate Push-to-Connect Assembly – ¼” 39.90
TPPTCVR3/8X1.0 Variable Rate Push-to-Connect Assembly – 3/8” 39.90

The SJ3-VR and SJ7-VR line of variable rate fertilizer spray tips feature a variable diameter orifice that produces a wide range of flow rates across standard operating pressures.   
This allows for a wider range of ground speeds and/or application rates from a single tip for improved productivity.   The elastomer orifice design provides consistent flow rate 
performance while utilizing a simple, reliable design with no springs or moving parts.

The QJ-VR and PTC-VR line of variable rate fertilizer assemblies feature a variable diameter orifice that produces a wide range of flow rates across standard operating pressures.   
This allows for a wider range of ground speeds and/or application rates from a single size for improved productivity.  The elastomer orifice design provides consistent flow rate 
performance while utilizing a simple, reliable design with no springs or moving parts.

Features:
• Designed for use in flow meter-based application systems.
• Creates either three (SJ3-VR) or seven (SJ7-VR) identical fluid 

streams of equal velocity and capacity.
• Sold stream pattern minimizes leaf burn and virtually eliminates 

drift.
• Excellent spray distribution quality.
• Removable variable rate orifice (EPDM) for easy cleaning.
• Variable rate for a wide range of application speeds and rates.
• Nylon, Acetal, and EPDM construction for excellent chemical 

resistance.
• Recommended operating pressure 20 to 100 PSI (SJ3-VR) and 30 to 

80 PSI (SJ7-VR) for optimum stream performance.

QJ-VR Variable Rate Hose Barb Fertilizer Assembly

Features:
• Designed for use in flow meter-based application 

systems.
• Available in ¼” and 3/8” I.D. Hose.
• ¼” version hose barb available in stainless steel; 3/8” 

version hose barb available in stainless steel and 
nylon.

• Removable variable rate EPDM orifice for easy 
cleaning.

• Variable rate for a wide range of application speeds 
and rates.

• Nylon, Acetal, and EPDM construction for excellent 
chemical resistance.

• Recommended operating pressure: 10 – 100 PSI.

Features:
• Designed for use in flow meter-based application 

systems.
• Available for ¼” and 3/8” O.D. tubing.
• Fittings feature push-to-connect couplers for fast, 

easy, and leak-free assembly.
• Removable variable rate EPDM orifice for easy 

cleaning.
• Variable rate for a wide range of application 

speeds and rates.
• Nylon, Acetal, and EPDM construction for 

excellent chemical resistance.
• Recommended operating pressure: 10 – 100 PSI.

SJ-VR STREAMJET Variable Rate Fertilizer Tips

QJ-VR & PTC-VR Variable Rate Fertilizer Assemblies

SJ-VR EXPLODED VIEWSJ7-VR STREAMJET TIPSJ3-VR STREAMJET TIP

NOTE: Please contact us for QJ-VR and PTC-VR Application Rate Charts.

PTC-VR Variable Rate Push-To-Connect Fertilizer Assembly

SJ3-VRX2.0 VARIABLE RATE STREAMJET

TIP NO.
STRAINER  
MESH SIZE

LIQUID  
PRESSURE  

IN PSI

CAPACITY
1 NOZZLE
IN GPM

20” SPACING

GALLONS PER ACRE

5 MPH 6 MPH 7 MPH 8 MPH 10 MPH 12 MPH 14 MPH 16 MPH 18 MPH 20 MPH

SJ3-VRX2.0
(50)

20 0.55 44 36 31 27 22 18.2 15.6 13.6 12.1 10.9
30 0.70 55 46 40 35 28 23 19.8 17.3 15.4 13.9
40 0.84 67 55 48 42 33 28 24 21 18.5 16.6
50 0.97 77 64 55 48 38 32 27 24 21 19.2
60 1.11 88 73 63 55 44 37 31 27 24 22
70 1.25 99 83 71 62 50 41 35 31 28 25
80 1.38 109 91 78 68 55 46 39 34 30 27
90 1.51 120 100 85 75 60 50 43 37 33 30

100 1.64 130 108 93 81 65 54 46 41 36 32

SJ7-VR VARIABLE RATE STREAMJET

TIP NO.
STRAINER  
MESH SIZE

LIQUID  
PRESSURE 

IN PSI

CAPACITY
1 NOZZLE
IN GPM

20” SPACING

GALLONS PER ACRE

5 MPH 6 MPH 7 MPH 8 MPH 10 MPH 12 MPH 14 MPH 16 MPH 18 MPH 20 MPH

SJ7-VRX2.0
(50)

30 0.70 42 35 30 26 21 17.3 14.9 13 11.6 10.4
40 0.85 50 42 36 32 25 21 18 15.8 14 12.6
50 1.00 59 50 42 37 30 25 21 18.6 16.5 14.9
60 1.17 69 58 50 43 35 29 25 22 19.3 17.4
70 1.35 80 67 57 50 40 33 29 25 22 20
80 1.55 92 77 66 58 46 38 33 29 26 23
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Features: Streamjet Tips

PART DESCRIPTION PRICE (B)

TPSJ3-015 Fertilizer Tip Green 12.95
TPSJ3-02 Fertilizer Tip Yellow 12.95
TPSJ3-03 Fertilizer Tip Blue 12.95
TPSJ3-04 Fertilizer Tip Red 12.95
TPSJ3-05 Fertilizer Tip Brown 12.95
TPSJ3-06 Fertilizer Tip Grey 12.95
TPSJ3-08 Fertilizer Tip White 12.95
TPSJ3-10 Fertilizer Tip Light Blue 12.95
TPSJ3-15 Fertilizer Tip Light Green 12.95
TPSJ3-20 Fertilizer Tip Black 12.95

48

US US

PSI

CAPACITY 
ONE NOZZLE 

IN GPM

GPA 209

3  
MPH

4  
MPH

5  
MPH

6  
MPH

8 
MPH

10 
MPH

12 
MPH

14 
MPH

16 
MPH

18 
MPH

20  
MPH

SJ3-015-VP 
(100)

20 0.11 10.9 8.2 6.5 5.4 4.1 3.3 2.7 2.3 2.0 1.8 1.6
30 0.13 12.9 9.7 7.7 6.4 4.8 3.9 3.2 2.8 2.4 2.1 1.9
40 0.15 14.9 11.1 8.9 7.4 5.6 4.5 3.7 3.2 2.8 2.5 2.2
50 0.16 15.8 11.9 9.5 7.9 5.9 4.8 4.0 3.4 3.0 2.6 2.4
60 0.17 16.8 12.6 10.1 8.4 6.3 5.0 4.2 3.6 3.2 2.8 2.5

SJ3-02-VP 
(50)

20 0.14 13.9 10.4 8.3 6.9 5.2 4.2 3.5 3.0 2.6 2.3 2.1
30 0.17 16.8 12.6 10.1 8.4 6.3 5.0 4.2 3.6 3.2 2.8 2.5
40 0.20 19.8 14.9 11.9 9.9 7.4 5.9 5.0 4.2 3.7 3.3 3.0
50 0.21 21 15.6 12.5 10.4 7.8 6.2 5.2 4.5 3.9 3.5 3.1
60 0.22 22 16.3 13.1 10.9 8.2 6.5 5.4 4.7 4.1 3.6 3.3

SJ3-03-VP 
(50)

20 0.24 24 17.8 14.3 11.9 8.9 7.1 5.9 5.1 4.5 4.0 3.6
30 0.27 27 20 16.0 13.4 10.0 8.0 6.7 5.7 5.0 4.5 4.0
40 0.30 30 22 17.8 14.9 11.1 8.9 7.4 6.4 5.6 5.0 4.5
50 0.33 33 25 19.6 16.3 12.3 9.8 8.2 7.0 6.1 5.4 4.9
60 0.35 35 26 21 17.3 13.0 10.4 8.7 7.4 6.5 5.8 5.2

SJ3-04-VP 
(50)

20 0.30 30 22 17.8 14.9 11.1 8.9 7.4 6.4 5.6 5.0 4.5
30 0.36 36 27 21 17.8 13.4 10.7 8.9 7.6 6.7 5.9 5.3
40 0.40 40 30 24 19.8 14.9 11.9 9.9 8.5 7.4 6.6 5.9
50 0.43 43 32 26 21 16.0 12.8 10.6 9.1 8.0 7.1 6.4
60 0.47 47 35 28 23 17.4 14.0 11.6 10.0 8.7 7.8 7.0

SJ3-05-VP 
(50)

20 0.36 36 27 21 17.8 13.4 10.7 8.9 7.6 6.7 5.9 5.3
30 0.45 45 33 27 22 16.7 13.4 11.1 9.5 8.4 7.4 6.7
40 0.50 50 37 30 25 18.6 14.9 12.4 10.6 9.3 8.3 7.4
50 0.55 54 41 33 27 20 16.3 13.6 11.7 10.2 9.1 8.2
60 0.59 58 44 35 29 22 17.5 14.6 12.5 11.0 9.7 8.8

SJ3-06-VP 
(50)

20 0.42 42 31 25 21 15.6 12.5 10.4 8.9 7.8 6.9 6.2
30 0.54 53 40 32 27 20 16.0 13.4 11.5 10.0 8.9 8.0
40 0.60 59 45 36 30 22 17.8 14.9 12.7 11.1 9.9 8.9
50 0.66 65 49 39 33 25 19.6 16.3 14.0 12.3 10.9 9.8
60 0.70 69 52 42 35 26 21 17.3 14.9 13.0 11.6 10.4

SJ3-08-VP

20 0.56 55 42 33 28 21 16.6 13.9 11.9 10.4 9.2 8.3
30 0.72 71 53 43 36 27 21 17.8 15.3 13.4 11.9 10.7
40 0.80 79 59 48 40 30 24 19.8 17.0 14.9 13.2 11.9
50 0.88 87 65 52 44 33 26 22 18.7 16.3 14.5 13.1
60 0.94 93 70 56 47 35 28 23 19.9 17.4 15.5 14.0

SJ3-10-VP

20 0.65 64 48 39 32 24 19.3 16.1 13.8 12.1 10.7 9.7
30 0.90 89 67 53 45 33 27 22 19.1 16.7 14.9 13.4
40 1.00 99 74 59 50 37 30 25 21 18.6 16.5 14.9
50 1.11 110 82 66 55 41 33 27 24 21 18.3 16.5
60 1.19 118 88 71 59 44 35 29 25 22 19.6 17.7

SJ3-15-VP

20 0.99 98 74 59 49 37 29 25 21 18.4 16.3 14.7
30 1.24 123 92 74 61 46 37 31 26 23 20 18.4
40 1.50 149 111 89 74 56 45 37 32 28 25 22
50 1.68 166 125 100 83 62 50 42 36 31 28 25
60 1.83 181 136 109 91 68 54 45 39 34 30 27

SJ3-20-VP

20 1.41 140 105 84 70 52 42 35 30 26 23 21
30 1.75 173 130 104 87 65 52 43 37 32 29 26
40 2.00 198 149 119 99 74 59 50 42 37 33 30
50 2.28 226 169 135 113 85 68 56 48 42 38 34
60 2.49 247 185 148 123 92 74 62 53 46 41 37

209 209

309 309

409 409

Note: Always double check your application rates. Tabulations are based on spraying water at 70°F (21°C). 

Features:
n VisiFlo® color-coding system.

n Three solid streams of equal  
velocity and capacity.

n Removable metering orifice  
for easy cleaning.

n Ten sizes for a wide range  
of application rates.

n Equally spaced distribution  
at 209 (50 cm) height.

n Use with Quick TeeJet® cap 
25598-*-NYR.

n All acetal construction for  
excellent chemical resistance.

n See page 174 for liquid density  
conversion factors.

n Recommended operating  
pressure: 20–60 PSI (1.5–4 bar).

How to order:
Specify tip number. 

Example:  
SJ3-03-VP –  Polymer with VisiFlo  

color-coding

FERTILIZER NOZZLES

SJ-3 Fertilizer Nozzles 

ENGLISH

Optimum Spray Height

See pages 173–187 for useful formulas and 
information.
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• VisiFlo® color-coding system.

• 3 solid streams of equal velocity and capacity.

• Removable metering orifice for easy cleaning.

• Ten sizes for a wide range of application rates.

• Equally spaced distribution at 20” height.

• Use with Quick TeeJet® cap CP114442-*-CE.

• All acetal construction for excellent chemical 
resistance.

• Recommended operating pressure:  
20–60 PSI (1.5–4 bar).
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ENGLISH

PSI

DROP
SIZE

CAPACITY 
ONE

NOZZLE
IN GPM

CAPACITY 
ONE

NOZZLE
IN  

OZ./MIN.

20

GPA GALLONS PER 1000 SQ. FT.

4 MPH 5 MPH 6 MPH 8 MPH 10 MPH 12 MPH 15 MPH 20 MPH 2 MPH 3 MPH 4 MPH 5 MPH

 
(100)

15 UC 0.092 12 6.8 5.5 4.6 3.4 2.7 2.3 1.8 1.4 0.31 0.21 0.16 0.13
20 UC 0.11 14 8.2 6.5 5.4 4.1 3.3 2.7 2.2 1.6 0.37 0.25 0.19 0.15
30 UC 0.13 17 9.7 7.7 6.4 4.8 3.9 3.2 2.6 1.9 0.44 0.29 0.22 0.18
40 UC 0.15 19 11.1 8.9 7.4 5.6 4.5 3.7 3.0 2.2 0.51 0.34 0.26 0.20
50 UC 0.17 22 12.6 10.1 8.4 6.3 5.0 4.2 3.4 2.5 0.58 0.39 0.29 0.23
60 XC 0.18 23 13.4 10.7 8.9 6.7 5.3 4.5 3.6 2.7 0.61 0.41 0.31 0.24
70 XC 0.20 26 14.9 11.9 9.9 7.4 5.9 5.0 4.0 3.0 0.68 0.45 0.34 0.27
80 XC 0.21 27 15.6 12.5 10.4 7.8 6.2 5.2 4.2 3.1 0.71 0.48 0.36 0.29
90 XC 0.23 29 17.1 13.7 11.4 8.5 6.8 5.7 4.6 3.4 0.78 0.52 0.39 0.31

100 XC 0.24 31 17.8 14.3 11.9 8.9 7.1 5.9 4.8 3.6 0.82 0.54 0.41 0.33

 
(50)

15 UC 0.12 15 8.9 7.1 5.9 4.5 3.6 3.0 2.4 1.8 0.41 0.27 0.20 0.16
20 UC 0.14 18 10.4 8.3 6.9 5.2 4.2 3.5 2.8 2.1 0.48 0.32 0.24 0.19
30 UC 0.17 22 12.6 10.1 8.4 6.3 5.0 4.2 3.4 2.5 0.58 0.39 0.29 0.23
40 UC 0.20 26 14.9 11.9 9.9 7.4 5.9 5.0 4.0 3.0 0.68 0.45 0.34 0.27
50 UC 0.22 28 16.3 13.1 10.9 8.2 6.5 5.4 4.4 3.3 0.75 0.50 0.37 0.30
60 UC 0.24 31 17.8 14.3 11.9 8.9 7.1 5.9 4.8 3.6 0.82 0.54 0.41 0.33
70 XC 0.26 33 19.3 15.4 12.9 9.7 7.7 6.4 5.1 3.9 0.88 0.59 0.44 0.35
80 XC 0.28 36 21 16.6 13.9 10.4 8.3 6.9 5.5 4.2 0.95 0.63 0.48 0.38
90 XC 0.30 38 22 17.8 14.9 11.1 8.9 7.4 5.9 4.5 1.0 0.68 0.51 0.41

100 XC 0.32 41 24 19.0 15.8 11.9 9.5 7.9 6.3 4.8 1.1 0.73 0.54 0.44

 
(50)

15 UC 0.15 19 11.1 8.9 7.4 5.6 4.5 3.7 3.0 2.2 0.51 0.34 0.26 0.20
20 UC 0.18 23 13.4 10.7 8.9 6.7 5.3 4.5 3.6 2.7 0.61 0.41 0.31 0.24
30 UC 0.22 28 16.3 13.1 10.9 8.2 6.5 5.4 4.4 3.3 0.75 0.50 0.37 0.30
40 UC 0.25 32 18.6 14.9 12.4 9.3 7.4 6.2 5.0 3.7 0.85 0.57 0.43 0.34
50 UC 0.28 36 21 16.6 13.9 10.4 8.3 6.9 5.5 4.2 0.95 0.63 0.48 0.38
60 UC 0.31 40 23 18.4 15.3 11.5 9.2 7.7 6.1 4.6 1.1 0.70 0.53 0.42
70 XC 0.33 42 25 19.6 16.3 12.3 9.8 8.2 6.5 4.9 1.1 0.75 0.56 0.45
80 XC 0.35 45 26 21 17.3 13.0 10.4 8.7 6.9 5.2 1.2 0.79 0.60 0.48
90 XC 0.38 49 28 23 18.8 14.1 11.3 9.4 7.5 5.6 1.3 0.86 0.65 0.52

100 XC 0.40 51 30 24 19.8 14.9 11.9 9.9 7.9 5.9 1.4 0.91 0.68 0.54

 
(50)

15 UC 0.18 23 13.4 10.7 8.9 6.7 5.3 4.5 3.6 2.7 0.61 0.41 0.31 0.24
20 UC 0.21 27 15.6 12.5 10.4 7.8 6.2 5.2 4.2 3.1 0.71 0.48 0.36 0.29
30 UC 0.26 33 19.3 15.4 12.9 9.7 7.7 6.4 5.1 3.9 0.88 0.59 0.44 0.35
40 UC 0.30 38 22 17.8 14.9 11.1 8.9 7.4 5.9 4.5 1.0 0.68 0.51 0.41
50 UC 0.34 44 25 20 16.8 12.6 10.1 8.4 6.7 5.0 1.2 0.77 0.58 0.46
60 UC 0.37 47 27 22 18.3 13.7 11.0 9.2 7.3 5.5 1.3 0.84 0.63 0.50
70 XC 0.40 51 30 24 19.8 14.9 11.9 9.9 7.9 5.9 1.4 0.91 0.68 0.54
80 XC 0.42 54 31 25 21 15.6 12.5 10.4 8.3 6.2 1.4 0.95 0.71 0.57
90 XC 0.45 58 33 27 22 16.7 13.4 11.1 8.9 6.7 1.5 1.0 0.77 0.61

100 XC 0.47 60 35 28 23 17.4 14.0 11.6 9.3 7.0 1.6 1.1 0.80 0.64

 
(50)

15 UC 0.24 31 17.8 14.3 11.9 8.9 7.1 5.9 4.8 3.6 0.82 0.54 0.41 0.33
20 UC 0.28 36 21 16.6 13.9 10.4 8.3 6.9 5.5 4.2 0.95 0.63 0.48 0.38
30 UC 0.35 45 26 21 17.3 13.0 10.4 8.7 6.9 5.2 1.2 0.79 0.60 0.48
40 UC 0.40 51 30 24 19.8 14.9 11.9 9.9 7.9 5.9 1.4 0.91 0.68 0.54
50 UC 0.45 58 33 27 22 16.7 13.4 11.1 8.9 6.7 1.5 1.0 0.77 0.61
60 UC 0.49 63 36 29 24 18.2 14.6 12.1 9.7 7.3 1.7 1.1 0.83 0.67
70 XC 0.53 68 39 31 26 19.7 15.7 13.1 10.5 7.9 1.8 1.2 0.90 0.72
80 XC 0.57 73 42 34 28 21 16.9 14.1 11.3 8.5 1.9 1.3 0.97 0.78
90 XC 0.60 77 45 36 30 22 17.8 14.9 11.9 8.9 2.0 1.4 1.0 0.82

100 XC 0.63 81 47 37 31 23 18.7 15.6 12.5 9.4 2.1 1.4 1.1 0.86

 
(50)

15 UC 0.31 40 23 18.4 15.3 11.5 9.2 7.7 6.1 4.6 1.1 0.70 0.53 0.42
20 UC 0.35 45 26 21 17.3 13.0 10.4 8.7 6.9 5.2 1.2 0.79 0.60 0.48
30 UC 0.43 55 32 26 21 16.0 12.8 10.6 8.5 6.4 1.5 0.97 0.73 0.58
40 UC 0.50 64 37 30 25 18.6 14.9 12.4 9.9 7.4 1.7 1.1 0.85 0.68
50 UC 0.56 72 42 33 28 21 16.6 13.9 11.1 8.3 1.9 1.3 0.95 0.76
60 UC 0.61 78 45 36 30 23 18.1 15.1 12.1 9.1 2.1 1.4 1.0 0.83
70 XC 0.66 84 49 39 33 25 19.6 16.3 13.1 9.8 2.2 1.5 1.1 0.90
80 XC 0.71 91 53 42 35 26 21 17.6 14.1 10.5 2.4 1.6 1.2 0.97
90 XC 0.75 96 56 45 37 28 22 18.6 14.9 11.1 2.6 1.7 1.3 1.0

100 XC 0.79 101 59 47 39 29 23 19.6 15.6 11.7 2.7 1.8 1.3 1.1

 
(50)

15 UC 0.37 47 27 22 18.3 13.7 11.0 9.2 7.3 5.5 1.3 0.84 0.63 0.50
20 UC 0.42 54 31 25 21 15.6 12.5 10.4 8.3 6.2 1.4 0.95 0.71 0.57
30 UC 0.52 67 39 31 26 19.3 15.4 12.9 10.3 7.7 1.8 1.2 0.88 0.71
40 UC 0.60 77 45 36 30 22 17.8 14.9 11.9 8.9 2.0 1.4 1.0 0.82
50 UC 0.67 86 50 40 33 25 19.9 16.6 13.3 9.9 2.3 1.5 1.1 0.91
60 UC 0.73 93 54 43 36 27 22 18.1 14.5 10.8 2.5 1.7 1.2 0.99
70 XC 0.79 101 59 47 39 29 23 19.6 15.6 11.7 2.7 1.8 1.3 1.1
80 XC 0.85 109 63 50 42 32 25 21 16.8 12.6 2.9 1.9 1.4 1.2
90 XC 0.90 115 67 53 45 33 27 22 17.8 13.4 3.1 2.0 1.5 1.2

100 XC 0.95 122 71 56 47 35 28 24 18.8 14.1 3.2 2.2 1.6 1.3

 
(50)

15 0.49 63 36 29 24 18.2 14.6 12.1 9.7 7.3 1.7 1.1 0.83 0.67
20 0.57 73 42 34 28 21 16.9 14.1 11.3 8.5 1.9 1.3 0.97 0.78
30 0.69 88 51 41 34 26 20 17.1 13.7 10.2 2.3 1.6 1.2 0.94
40 0.80 102 59 48 40 30 24 19.8 15.8 11.9 2.7 1.8 1.4 1.1
50 0.89 114 66 53 44 33 26 22 17.6 13.2 3.0 2.0 1.5 1.2
60 0.98 125 73 58 49 36 29 24 19.4 14.6 3.3 2.2 1.7 1.3
70 1.06 136 79 63 52 39 31 26 21 15.7 3.6 2.4 1.8 1.4
80 1.13 145 84 67 56 42 34 28 22 16.8 3.8 2.6 1.9 1.5
90 1.20 154 89 71 59 45 36 30 24 17.8 4.1 2.7 2.0 1.6

100 1.26 161 94 75 62 47 37 31 25 18.7 4.3 2.9 2.1 1.7
15 0.61 78 45 36 30 23 18.1 15.1 12.1 9.1 2.1 1.4 1.0 0.83
20 0.71 91 53 42 35 26 21 17.6 14.1 10.5 2.4 1.6 1.2 0.97
30 0.87 111 65 52 43 32 26 22 17.2 12.9 3.0 2.0 1.5 1.2
40 1.00 128 74 59 50 37 30 25 19.8 14.9 3.4 2.3 1.7 1.4
50 1.12 143 83 67 55 42 33 28 22 16.6 3.8 2.5 1.9 1.5
60 1.22 156 91 72 60 45 36 30 24 18.1 4.2 2.8 2.1 1.7
70 1.32 169 98 78 65 49 39 33 26 19.6 4.5 3.0 2.2 1.8
80 1.41 180 105 84 70 52 42 35 28 21 4.8 3.2 2.4 1.9
90 1.50 192 111 89 74 56 45 37 30 22 5.1 3.4 2.6 2.0

100 1.58 202 117 94 78 59 47 39 31 23 5.4 3.6 2.7 2.2

 

 

Note: Always double check your application rates. Tabulations are based on spraying water at 70°F (21°C). 

UC
UC
UC
UC
UC

UC
UC
UC
UC
UC

XC

XC

XC
XC

XC

XC

XC
XC

Features
• 110º Wide angle, air induction, tapered flat spray tip pattern based on the 

patented outlet orifice design of the original TeeJet® nozzle.
• Patented orifice design provides large, round passages to minimize plugging.
• Depending on chemical, produces large air-filled drops through a Venturi air 

aspirator resulting in less drift.
• All polymer construction for excellent chemical and wear resistance.
• Compact size to prevent tip damage.
• Removable pre-orifice – easy to clean, if required.
• Ideal for use with automatic sprayer controllers.
• Wide operating pressure range: 15 – 100 PSI.
• Use CP114442-*-CE Quick TeeJet® cap for spray tip sizes 015 to 06.
• Use CP114502-*-CE Quick TeeJet® cap for spray tip sizes 08 and 10.

Turbo TeeJet Induction Spray Tips

Available in sizes:  015, 02, 025, 03, 04, 05, 06, 08, 10

PART DESCRIPTION PRICE (B)

TP110-**TTIVP Turbo TeeJet Induction Spray Tip – Sizes 015 to 06 16.30
TP110-**TTIVP Turbo TeeJet Induction Spray Tip – Sizes 08 & 10 19.05

ENGLISH

ENGLISH

Note: Due to pre-orifice design, this tip is not 
compatible with the 4193A check valve tip strainer.

TTI110___-VP Spray Tip 
(Cross Section View)

Exit Orifice with 
15° offset from 
vertical position

One external 
air inlet

Two internal 
air inlets

Removable  
Insert

Mixing 
Chamber

Pre-Orifice

110°

20�

20�

ENGLISH

Spacing

Spray
Height

Optimum Spray Height

CONTACT
PRODUCT

SYSTEMIC
PRODUCT

DRIFT
MANAGEMENT

 EXCELLENT EXCELLENT

TP110015TTIVP

TP11002TTIVP

TP110025TTIVP

TP11003TTIVP

TP11004TTIVP

TP11005TTIVP

TP11006TTIVP

TP11008TTIVP

TP110010TTIVP
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Flow Regulators

PART DESCRIPTION PRICE (B)

4916-** Stainless Steel Orifice 4.55

Flow Regulators are usually mounted behind cultivator 
shanks for the subsurface application of liquid 
fertilizers and soil fumigants. They are also used for 
above-ground streaming applications.

W = Nozzle spacing (in inches) 
  for broadcast spraying.

 = Spray width (in inches) for single nozzle, 
  band spraying or boomless spraying.

 = Row spacing (in inches) divided by the 
  number of nozzles per row for 
  directed spraying.

Tabulated flow rates are for spraying water into air 
atmospheric pressure. If your application creates 
backpressure, or if spraying into a liquid, measure  
and calibrate to ensure proper application rates.

To determine the orifice plates you need, use the 
following equations:

Typical Assembly

1322
1/4TT Body

5053
Strainer

4916
Orifice
Plate

4928
Adapter

1/8" NPT (F)
Outlet

1325
Cap

Note: Always insert Orifice Plate 
with side marked with number 
facing the outlet

MATERIAL: Stainless Steel

Note: Always double check your application rates. Tabulations are based on spraying water at 70ºF (21ºC).
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Row Spacing

Spray 
Band

GPA 
CONVERSION  

FACTORS*

8” 11” 6” 5” 4” 3” 2.50 3.75

10” 14” 8” 6” 5” 4” 2.00 3.00

12” 16” 9” 7” 5” 4” 1.67 2.50

15” 21” 12” 9” 7” 5” 1.33 2.00

40° 65° 80° 95° 110° 20” 30”

Features:
•  Ideal for banding over the  

row or in row middles.

•  Provides uniform distribution  
throughout the flat spray pattern.

•  Easily mounted on spray boom  
or planter.

•  Available in Visiflo, stainless steel, or
   brass.

• Automatic spray alignment with CP114440-*-CE cap.

TP40015E 
TP40015ESS

TP80015EVS

TP4002E 
TP4002ESS

TP8002EVS

TP4003E 
TP4003ESS

TP8003EVS

TP4004E 
TP4004ESS

TP8004EVS

TP4005ESS

TP8005EVS 

TP4006E 
TP4006EVS

TP8006EVS 

TP8008EVS 

TP4001E 
TP4001ESS

TP8001EVS

TP4010E 
TP4010ESS 
TP8010E 

TP8010ESS

TP4015E 
TP4015ESS 
TP8015E 

TP8015ESS

PSI

CAPACITY 
ONE

NOZZLE
IN GPM 3  

MPH
3.5  
MPH

4  
MPH

4.5  
MPH

5 
MPH

5.5 
MPH

6  
MPH

6.5  
MPH

7  
MPH

7.5  
MPH

8  
MPH

8.5  
MPH

 20 0.071 4.7 4.0 3.5 3.1 2.8 2.6 2.3 2.2 2.0 1.9 1.8 1.7 
 30 0.087 5.7 4.9 4.3 3.8 3.4 3.1 2.9 2.7 2.5 2.3 2.2 2.0 
 40 0.10 6.6 5.7 5.0 4.4 4.0 3.6 3.3 3.0 2.8 2.6 2.5 2.3 
 50 0.11 7.3 6.2 5.4 4.8 4.4 4.0 3.6 3.4 3.1 2.9 2.7 2.6 
 60 0.12 7.9 6.8 5.9 5.3 4.8 4.3 4.0 3.7 3.4 3.2 3.0 2.8

 20 0.11 7.3 6.2 5.4 4.8 4.4 4.0 3.6 3.4 3.1 2.9 2.7 2.6 
 30 0.13 8.6 7.4 6.4 5.7 5.1 4.7 4.3 4.0 3.7 3.4 3.2 3.0 
 40 0.15 9.9 8.5 7.4 6.6 5.9 5.4 5.0 4.6 4.2 4.0 3.7 3.5 
 50 0.17 11.2 9.6 8.4 7.5 6.7 6.1 5.6 5.2 4.8 4.5 4.2 4.0 
 60 0.18 11.9 10.2 8.9 7.9 7.1 6.5 5.9 5.5 5.1 4.8 4.5 4.2

 20 0.14 9.2 7.9 6.9 6.2 5.5 5.0 4.6 4.3 4.0 3.7 3.5 3.3 
 30 0.17 11.2 9.6 8.4 7.5 6.7 6.1 5.6 5.2 4.8 4.5 4.2 4.0 
 40 0.20 13.2 11.3 9.9 8.8 7.9 7.2 6.6 6.1 5.7 5.3 5.0 4.7 
 50 0.22 14.5 12.4 10.9 9.7 8.7 7.9 7.3 6.7 6.2 5.8 5.4 5.1 
 60 0.24 15.8 13.6 11.9 10.6 9.5 8.6 7.9 7.3 6.8 6.3 5.9 5.6

 20 0.21 13.9 11.9 10.4 9.2 8.3 7.6 6.9 6.4 5.9 5.5 5.2 4.9 
 30 0.26 17.2 14.7 12.9 11.4 10.3 9.4 8.6 7.9 7.4 6.9 6.4 6.1 
 40 0.30 19.8 17.0 14.9 13.2 11.9 10.8 9.9 9.1 8.5 7.9 7.4 7.0 
 50 0.34 22 19.2 16.8 15.0 13.5 12.2 11.2 10.4 9.6 9.0 8.4 7.9 
 60 0.37 24 21 18.3 16.3 14.7 13.3 12.2 11.3 10.5 9.8 9.2 8.6

 20 0.28 18.5 15.8 13.9 12.3 11.1 10.1 9.2 8.5 7.9 7.4 6.9 6.5 
 30 0.35 23 19.8 17.3 15.4 13.9 12.6 11.6 10.7 9.9 9.2 8.7 8.2 
 40 0.40 26 23 19.8 17.6 15.8 14.4 13.2 12.2 11.3 10.6 9.9 9.3 
 50 0.45 30 25 22 19.8 17.8 16.2 14.9 13.7 12.7 11.9 11.1 10.5 
 60 0.49 32 28 24 22 19.4 17.6 16.2 14.9 13.9 12.9 12.1 11.4

 20 0.35 23 19.8 17.3 15.4 13.9 12.6 11.6 10.7 9.9 9.2 8.7 8.2 
 30 0.43 28 24 21 18.9 17.0 15.5 14.2 13.1 12.2 11.4 10.6 10.0 
 40 0.50 33 28 25 22 19.8 18.0 16.5 15.2 14.1 13.2 12.4 11.6 
 50 0.56 37 32 28 25 22 20 18.5 17.1 15.8 14.8 13.9 13.0 
 60 0.61 40 35 30 27 24 22 20 18.6 17.3 16.1 15.1 14.2

 20 0.42 28 24 21 18.5 16.6 15.1 13.9 12.8 11.9 11.1 10.4 9.8 
 30 0.52 34 29 26 23 21 18.7 17.2 15.8 14.7 13.7 12.9 12.1 
 40 0.60 40 34 30 26 24 22 19.8 18.3 17.0 15.8 14.9 14.0 
 50 0.67 44 38 33 29 27 24 22 20 19.0 17.7 16.6 15.6 
 60 0.73 48 41 36 32 29 26 24 22 21 19.3 18.1 17.0

 20 0.57 38 32 28 25 23 21 18.8 17.4 16.1 15.0 14.1 13.3 
 30 0.69 46 39 34 30 27 25 23 21 19.5 18.2 17.1 16.1 
 40 0.80 53 45 40 35 32 29 26 24 23 21 19.8 18.6 
 50 0.89 59 50 44 39 35 32 29 27 25 23 22 21 
 60 0.98 65 55 49 43 39 35 32 30 28 26 24 23

 20 0.71 47 40 35 31 28 26 23 22 20 18.7 17.6 16.5 
 30 0.87 57 49 43 38 34 31 29 27 25 23 22 20 
 40 1.00 66 57 50 44 40 36 33 30 28 26 25 23 
 50 1.12 74 63 55 49 44 40 37 34 32 30 28 26 
 60 1.22 81 69 60 54 48 44 40 37 35 32 30 28

 20 1.06 70 60 52 47 42 38 35 32 30 28 26 25 
 30 1.30 86 74 64 57 51 47 43 40 37 34 32 30 
 40 1.50 99 85 74 66 59 54 50 46 42 40 37 35 
 50 1.68 111 95 83 74 67 60 55 51 48 44 42 39 
 60 1.84 121 104 91 81 73 66 61 56 52 49 46 43

30” U.S.GPA

Even Flat Spray Tips

PART DESCRIPTION PRICE (B)

TP40**E Brass Tip 6.50
TP40**ESS Stainless Steel Tip 16.65
TP80**EVS Visiflo Tip 9.40
TP80**ESS Stainless Steel Tip 16.45
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PART DESCRIPTION PRICE (B)

TP80-01TJ60VS Twin Jet VS Tip 80° 18.05
TP65-0134TJ60VS Twin Jet VS Tip 65° 18.05
TP80-02TJ60VS Twin Jet VS Tip 80° 18.05
TP80-03TJ60VS Twin Jet VS Tip 80° 18.05
TP80-04TJ60VS Twin Jet VS Tip 80° 18.05
TP80-06TJ60VS Twin Jet VS Tip 80° 18.05
TP80-08TJ60VS Twin Jet VS Tip 80° 18.05
TP80-10TJ60VS Twin Jet VS Tip 80° 18.05

Features:
• Penetrates crop residue or dense foliage.

• Smaller droplets for thorough coverage.

•  Better spray distribution along boom  
than with hollow cone nozzles.

• Available stainless steel with VisiFlo® color-coding in 
80° and 110° spray angles.

• Automatic spray alignment with  
CP114442-*-CE Quick TeeJet® cap. 

Spacing

Spray 
Height

Optimum Spray Height

65°                              35”

80°                              30”

110°                              20”

20”

TwinJet

PART DESCRIPTION PRICE (B)

TP110-02TJ60VS Twin Jet VS Tip 110° 17.55
TP110-03TJ60VS Twin Jet VS Tip 110° 17.55
TP110-04TJ60VS Twin Jet VS Tip 110° 17.55
TP110-06TJ60VS Twin Jet VS Tip 110° 17.55
TP110-08TJ60VS Twin Jet VS Tip 110° 17.55
TP110-10TJ60VS Twin Jet VS Tip 110° 17.55

110°
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• VisiFlo color-coded version consists
   of stainless steel in polypropylene 
   body. Maximum operating pressure
   300 PSI. Spray angle is 80° at 100
   PSI.
• Ideal for banding with two or three
   nozzles over the row.
• Finely atomized spray pattern 
   provides thorough coverage.
• Automatic spray alignment with 
   CP114444-*-CE cap.

Features: ConeJet Tips
PART DESCRIPTION PRICE (B)

TPTX-1VS Hollow ConeJet 80° 9.80
TPTX-2VS Hollow ConeJet 80° 9.80
TPTX-3VS Hollow ConeJet 80° 9.80
TPTX-4VS Hollow ConeJet 80° 9.80
TPTX-6VS Hollow ConeJet 80° 9.80
TPTX-8VS Hollow ConeJet 80° 9.80
TPTX-10VS Hollow ConeJet 80° 9.80
TPTX-12VS Hollow ConeJet 80° 9.80
TPTX-18VS Hollow ConeJet 80° 9.80
TPTX-26VS Hollow ConeJet 80° 9.80

 8”  3.75

 10”  3.00

 12”  2.50

 15”  2.00

GPA CONVERSION  
FACTORS*

30”

2 Nozzles Per Row

Row Spacing Row Spacing

3 Nozzles Per Row

Spray 
Band

Spray 
Band

* To find GPA rate on  
band widths, multiply  
the tabu la ted GPA for 
ROW SPACING by the 
conversion factors.

TX-1

TPTX1VS 
(100)

TX-2

TPTX2VS 
(100)

TX-3

TPTX3VS 
(100)

TX-4

TPTX4VS 
(50)

TX-6

TPTX6VS 
(50)

TX-8

TPTX8VS 
(50)

TX-10

TPTX10VS 
(50)

TX-12

TPTX12VS 
(50)

TX-18

TPTX18VS 
(50)

TX-26

TPTX26VS 
(50)

 40  0.033 4.2 2.2 1.6 1.3 1.1 0.93 40  0.050 6.4 3.3 2.5 2.0 1.7 1.4 
 60  0.039 5.0 2.6 1.9 1.5 1.3 1.1 60  0.059 7.6 3.9 2.9 2.3 1.9 1.7 
 75  0.043 5.5 2.8 2.1 1.7 1.4 1.2 75  0.065 8.3 4.3 3.2 2.6 2.1 1.8 
 90  0.047 6.0 3.1 2.3 1.9 1.6 1.3 90  0.070 9.0 4.6 3.5 2.8 2.3 2.0 
 120  0.053 6.8 3.5 2.6 2.1 1.7 1.5 120  0.079 10 5.2 3.9 3.1 2.6 2.2
 40  0.067 8.6 4.4 3.3 2.7 2.2 1.9 40  0.100 13 6.6 5.0 4.0 3.3 2.8 
 60  0.080 10 5.3 4.0 3.2 2.6 2.3 60  0.12 15 7.9 5.9 4.8 4.0 3.4 
 75  0.088 11 5.8 4.4 3.5 2.9 2.5 75  0.13 17 8.6 6.4 5.1 4.3 3.7 
 90  0.095 12 6.3 4.7 3.8 3.1 2.7 90  0.14 18 9.2 6.9 5.5 4.6 4.0 
 120  0.11 14 7.3 5.4 4.4 3.6 3.1 120  0.16 20 10.6 7.9 6.3 5.3 4.5
 40  0.10 13 6.6 5.0 4.0 3.3 2.8 40  0.15 19 9.9 7.4 5.9 5.0 4.2 
 60  0.12 15 7.9 5.9 4.8 4.0 3.4 60  0.18 23 11.9 8.9 7.1 5.9 5.1 
 75  0.13 17 8.6 6.4 5.1 4.3 3.7 75  0.20 26 13.2 9.9 7.9 6.6 5.7 
 90  0.14 18 9.2 6.9 5.5 4.6 4.0 90  0.21 27 13.9 10.4 8.3 6.9 5.9 
 120  0.16 20 10.6 7.9 6.3 5.3 4.5 120  0.24 31 15.8 11.9 9.5 7.9 6.8
 40  0.13 17 8.6 6.4 5.1 4.3 3.7 40  0.20 26 13.2 9.9 7.9 6.6 5.7 
 60  0.16 20 10.6 7.9 6.3 5.3 4.5 60  0.24 31 15.8 11.9 9.5 7.9 6.8 
 75  0.18 23 11.9 8.9 7.1 5.9 5.1 75  0.27 35 17.8 13.4 10.7 8.9 7.6 
 90  0.19 24 12.5 9.4 7.5 6.3 5.4 90  0.29 37 19.1 14.4 11.5 9.6 8.2 
 120  0.22 28 14.5 10.9 8.7 7.3 6.2 120  0.33 42 22 16.3 13.1 10.9 9.3
 40  0.20 26 13.2 9.9 7.9 6.6 5.7 40  0.30 38 19.8 14.9 11.9 9.9 8.5 
 60  0.24 31 15.8 11.9 9.5 7.9 6.8 60  0.36 46 24 17.8 14.3 11.9 10.2 
 75  0.27 35 17.8 13.4 10.7 8.9 7.6 75  0.40 51 26 19.8 15.8 13.2 11.3 
 90  0.29 37 19.1 14.4 11.5 9.6 8.2 90  0.43 55 28 21 17.0 14.2 12.2 
 120  0.33 42 22 16.3 13.1 10.9 9.3 120  0.50 64 33 25 19.8 16.5 14.1
 40  0.27 35 17.8 13.4 10.7 8.9 7.6 40  0.40 51 26 19.8 15.8 13.2 11.3 
 60  0.32 41 21 15.8 12.7 10.6 9.1 60  0.49 63 32 24 19.4 16.2 13.9 
 75  0.36 46 24 17.8 14.3 11.9 10.2 75  0.54 69 36 27 21 17.8 15.3 
 90  0.39 50 26 19.3 15.4 12.9 11.0 90  0.59 76 39 29 23 19.5 16.7 
 120  0.45 58 30 22 17.8 14.9 12.7 120  0.68 87 45 34 27 22 19.2
 40  0.33 42 22 16.3 13.1 10.9 9.3 40  0.50 64 33 25 19.8 16.5 14.1 
 60  0.40 51 26 19.8 15.8 13.2 11.3 60  0.61 78 40 30 24 20 17.3 
 75  0.45 58 30 22 17.8 14.9 12.7 75  0.68 87 45 34 27 22 19.2 
 90  0.49 63 32 24 19.4 16.2 13.9 90  0.74 95 49 37 29 24 21 
 120  0.56 72 37 28 22 18.5 15.8 120  0.85 109 56 42 34 28 24
 40  0.40 51 26 19.8 15.8 13.2 11.3 40  0.60 77 40 30 24 19.8 17.0 
 60  0.49 63 32 24 19.4 16.2 13.9 60  0.73 93 48 36 29 24 21 
 75  0.54 69 36 27 21 17.8 15.3 75  0.81 104 53 40 32 27 23 
 90  0.59 76 39 29 23 19.5 16.7 90  0.88 113 58 44 35 29 25 
 120  0.68 87 45 34 27 22 19.2 120  1.01 129 67 50 40 33 29
 40  0.60 77 40 30 24 19.8 17.0 40  0.90 115 59 45 36 30 25 
 60  0.73 93 48 36 29 24 21 60  1.10 141 73 54 44 36 31 
 75  0.82 105 54 41 32 27 23 75  1.23 157 81 61 49 41 35 
 90  0.90 115 59 45 36 30 25 90  1.35 173 89 67 53 45 38 
 120  1.03 132 68 51 41 34 29 120  1.55 198 102 77 61 51 44
 40  0.87 111 57 43 34 29 25 40  1.30 166 86 64 51 43 37 
 60  1.06 136 70 52 42 35 30 60  1.59 204 105 79 63 52 45 
 75  1.18 151 78 58 47 39 33 75  1.78 228 117 88 70 59 50 
 90  1.30 166 86 64 51 43 37 90  1.94 248 128 96 77 64 55 
 120  1.49 191 98 74 59 49 42 120  2.24 287 148 111 89 74 63

PSI

CAPACITY 
TWO

NOZZLES
IN GPM

CAPACITY
TWO  

NOZZLES
IN  

OZ./MIN.
PSI

CAPACITY 
THREE

NOZZLES
IN GPM

CAPACITY
THREE  

NOZZLES
IN  

OZ./MIN.
3  

MPH
4  

MPH
5  

MPH
6  

MPH
7 

MPH
3  

MPH
4  

MPH
5  

MPH
6  

MPH
7 

MPH

30”U.S. GPA 30”U.S. GPA
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 110°                                        20”

PART DESCRIPTION PRICE (B)

TP110-04AIVS Air Induction Tip 110° 19.30
TP110-05AIVS Air Induction Tip 110° 19.30
TP110-06AIVS Air Induction Tip 110° 19.30
TP110-08AIVS Air Induction Tip 110° 19.30

• Stainless steel insert produces tapered edge 
flat spray pattern for uniform coverage in 
broadcast spraying.

• Polymer insert holder and pre-orifice with 
VisiFlo® color-coding. 

• Larger droplets for less drift.

• Depending on the chemical, produces large 
air-filled drops through the use of Venturi 
air aspirator.

• Automatic spray alignment with  
CP114442-*-CE Quick TeeJet® cap.

Features:

Spacing

Spray 
Height

Optimum Spray Height

20”

Air Induction Tips

Note: Due to the pre-orifice design, 
this tip is not compatible with the 
4193A check valve tip strainer.

PART DESCRIPTION PRICE (B)

TP110-015AIVS Air Induction Tip 110° 19.30
TP110-02AIVS Air Induction Tip 110° 19.30
TP110-025AIVS Air Induction Tip 110° 19.30
TP110-03AIVS Air Induction Tip 110° 19.30

 
 

30 UC UC 0.13 17 9.7 7.7 6.4 4.8 3.9 3.2 2.6 1.9 0.44 0.29 0.22 0.18
40 XC XC 0.15 19 11.1 8.9 7.4 5.6 4.5 3.7 3.0 2.2 0.51 0.34 0.26 0.20
50 XC XC 0.17 22 12.6 10.1 8.4 6.3 5.0 4.2 3.4 2.5 0.58 0.39 0.29 0.23
60 XC VC 0.18 23 13.4 10.7 8.9 6.7 5.3 4.5 3.6 2.7 0.61 0.41 0.31 0.24
70 VC VC 0.20 26 14.9 11.9 9.9 7.4 5.9 5.0 4.0 3.0 0.68 0.45 0.34 0.27
80 VC VC 0.21 27 15.6 12.5 10.4 7.8 6.2 5.2 4.2 3.1 0.71 0.48 0.36 0.29
90 VC C 0.23 29 17.1 13.7 11.4 8.5 6.8 5.7 4.6 3.4 0.78 0.52 0.39 0.31

100 C C 0.24 31 17.8 14.3 11.9 8.9 7.1 5.9 4.8 3.6 0.82 0.54 0.41 0.33

 
 

30 UC UC 0.17 22 12.6 10.1 8.4 6.3 5.0 4.2 3.4 2.5 0.58 0.39 0.29 0.23
40 XC XC 0.20 26 14.9 11.9 9.9 7.4 5.9 5.0 4.0 3.0 0.68 0.45 0.34 0.27
50 XC XC 0.22 28 16.3 13.1 10.9 8.2 6.5 5.4 4.4 3.3 0.75 0.50 0.37 0.30
60 XC VC 0.24 31 17.8 14.3 11.9 8.9 7.1 5.9 4.8 3.6 0.82 0.54 0.41 0.33
70 VC VC 0.26 33 19.3 15.4 12.9 9.7 7.7 6.4 5.1 3.9 0.88 0.59 0.44 0.35
80 VC VC 0.28 36 21 16.6 13.9 10.4 8.3 6.9 5.5 4.2 0.95 0.63 0.48 0.38
90 VC VC 0.30 38 22 17.8 14.9 11.1 8.9 7.4 5.9 4.5 1.0 0.68 0.51 0.41

100 C C 0.32 41 24 19.0 15.8 11.9 9.5 7.9 6.3 4.8 1.1 0.73 0.54 0.44

 
 

30 UC UC 0.22 28 16.3 13.1 10.9 8.2 6.5 5.4 4.4 3.3 0.75 0.50 0.37 0.30
40 XC XC 0.25 32 18.6 14.9 12.4 9.3 7.4 6.2 5.0 3.7 0.85 0.57 0.43 0.34
50 XC XC 0.28 36 21 16.6 13.9 10.4 8.3 6.9 5.5 4.2 0.95 0.63 0.48 0.38
60 XC XC 0.31 40 23 18.4 15.3 11.5 9.2 7.7 6.1 4.6 1.1 0.70 0.53 0.42
70 VC VC 0.33 42 25 19.6 16.3 12.3 9.8 8.2 6.5 4.9 1.1 0.75 0.56 0.45
80 VC VC 0.35 45 26 21 17.3 13.0 10.4 8.7 6.9 5.2 1.2 0.79 0.60 0.48
90 VC VC 0.38 49 28 23 18.8 14.1 11.3 9.4 7.5 5.6 1.3 0.86 0.65 0.52

100 VC C 0.40 51 30 24 19.8 14.9 11.9 9.9 7.9 5.9 1.4 0.91 0.68 0.54

 
 

30 UC UC 0.26 33 19.3 15.4 12.9 9.7 7.7 6.4 5.1 3.9 0.88 0.59 0.44 0.35
40 XC XC 0.30 38 22 17.8 14.9 11.1 8.9 7.4 5.9 4.5 1.0 0.68 0.51 0.41
50 XC XC 0.34 44 25 20 16.8 12.6 10.1 8.4 6.7 5.0 1.2 0.77 0.58 0.46
60 XC XC 0.37 47 27 22 18.3 13.7 11.0 9.2 7.3 5.5 1.3 0.84 0.63 0.50
70 VC VC 0.40 51 30 24 19.8 14.9 11.9 9.9 7.9 5.9 1.4 0.91 0.68 0.54
80 VC VC 0.42 54 31 25 21 15.6 12.5 10.4 8.3 6.2 1.4 0.95 0.71 0.57
90 VC VC 0.45 58 33 27 22 16.7 13.4 11.1 8.9 6.7 1.5 1.0 0.77 0.61

100 VC C 0.47 60 35 28 23 17.4 14.0 11.6 9.3 7.0 1.6 1.1 0.80 0.64

 
 

30 UC UC 0.35 45 26 21 17.3 13.0 10.4 8.7 6.9 5.2 1.2 0.79 0.60 0.48
40 XC XC 0.40 51 30 24 19.8 14.9 11.9 9.9 7.9 5.9 1.4 0.91 0.68 0.54
50 XC XC 0.45 58 33 27 22 16.7 13.4 11.1 8.9 6.7 1.5 1.0 0.77 0.61
60 XC XC 0.49 63 36 29 24 18.2 14.6 12.1 9.7 7.3 1.7 1.1 0.83 0.67
70 VC VC 0.53 68 39 31 26 19.7 15.7 13.1 10.5 7.9 1.8 1.2 0.90 0.72
80 VC VC 0.57 73 42 34 28 21 16.9 14.1 11.3 8.5 1.9 1.3 0.97 0.78
90 VC VC 0.60 77 45 36 30 22 17.8 14.9 11.9 8.9 2.0 1.4 1.0 0.82

100 C C 0.63 81 47 37 31 23 18.7 15.6 12.5 9.4 2.1 1.4 1.1 0.86

 
 

30 UC UC 0.43 55 32 26 21 16.0 12.8 10.6 8.5 6.4 1.5 0.97 0.73 0.58
40 UC XC 0.50 64 37 30 25 18.6 14.9 12.4 9.9 7.4 1.7 1.1 0.85 0.68
50 XC XC 0.56 72 42 33 28 21 16.6 13.9 11.1 8.3 1.9 1.3 0.95 0.76
60 XC XC 0.61 78 45 36 30 23 18.1 15.1 12.1 9.1 2.1 1.4 1.0 0.83
70 XC VC 0.66 84 49 39 33 25 19.6 16.3 13.1 9.8 2.2 1.5 1.1 0.90
80 VC VC 0.71 91 53 42 35 26 21 17.6 14.1 10.5 2.4 1.6 1.2 0.97
90 VC VC 0.75 96 56 45 37 28 22 18.6 14.9 11.1 2.6 1.7 1.3 1.0

100 VC VC 0.79 101 59 47 39 29 23 19.6 15.6 11.7 2.7 1.8 1.3 1.1

 
 

30 UC UC 0.52 67 39 31 26 19.3 15.4 12.9 10.3 7.7 1.8 1.2 0.88 0.71
40 UC UC 0.60 77 45 36 30 22 17.8 14.9 11.9 8.9 2.0 1.4 1.0 0.82
50 UC XC 0.67 86 50 40 33 25 19.9 16.6 13.3 9.9 2.3 1.5 1.1 0.91
60 XC XC 0.73 93 54 43 36 27 22 18.1 14.5 10.8 2.5 1.7 1.2 0.99
70 XC XC 0.79 101 59 47 39 29 23 19.6 15.6 11.7 2.7 1.8 1.3 1.1
80 XC VC 0.85 109 63 50 42 32 25 21 16.8 12.6 2.9 1.9 1.4 1.2
90 XC VC 0.90 115 67 53 45 33 27 22 17.8 13.4 3.1 2.0 1.5 1.2

100 XC VC 0.95 122 71 56 47 35 28 24 18.8 14.1 3.2 2.2 1.6 1.3

 

30 UC 0.69 88 51 41 34 26 20 17.1 13.7 10.2 2.3 1.6 1.2 0.94
40 UC 0.80 102 59 48 40 30 24 19.8 15.8 11.9 2.7 1.8 1.4 1.1
50 XC 0.89 114 66 53 44 33 26 22 17.6 13.2 3.0 2.0 1.5 1.2
60 XC 0.98 125 73 58 49 36 29 24 19.4 14.6 3.3 2.2 1.7 1.3
70 XC 1.06 136 79 63 52 39 31 26 21 15.7 3.6 2.4 1.8 1.4
80 VC 1.13 145 84 67 56 42 34 28 22 16.8 3.8 2.6 1.9 1.5
90 VC 1.20 154 89 71 59 45 36 30 24 17.8 4.1 2.7 2.0 1.6

100 VC 1.26 161 94 75 62 47 37 31 25 18.7 4.3 2.9 2.1 1.7
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Typical Applications:
• Boomless field spray applications. 

• Roadside and right-of-way applications.

• End row spraying.

• Orchard spraying.

• De-icing applications.

• Forestry.

PART DESCRIPTION PRICE (B)

TP1/4XP***VP Poly XP BoomJet 75.35
TP1/4TTJ**VP Poly Tip 13.30

Features:
• Unique orifice geometry produces wide spray  

pattern while maintaining superior distribution  
across entire width.

• Pre-orifice design minimizes drift.

• Extra wide spray pattern—up to 18.5 feet  
(5.5 meters)—using a single nozzle.

• Removable polymer pre-orifice.

• Acetal construction for excellent chemical  
resistance.

• Recommended spray pressure range:  
20–60 PSI (1.5–4 bar).

• NPT or BSPT (male) threads  
for easy installation.

• Color-coding for easy capacity identification.
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E V E N S P R A Y  2 0 2 1  C A T A L O G U E

TeeJet Off-Center  
spray tips are  
commonly installed  
in double and single  
swivel nozzle bodies.  
Because these bodies  
are adjustable for angular  
position, a wide spray swath  
is easily obtained. 

 30  0.087 58  3.0 2.2 1.8 1.5 65  2.7 2.0 1.6 1.3
 40  0.10 60  3.3 2.5 2.0 1.7 67  3.0 2.2 1.8 1.5
 60  0.12 62  3.8 2.9 2.3 1.9 69  3.4 2.6 2.1 1.7

 30  0.17 68 5.0 3.7 3.0 2.5 75 4.5 3.4 2.7 2.2
 40  0.20 70 5.7 4.2 3.4 2.8 77 5.1 3.9 3.1 2.6
 60  0.24 72 6.6 5.0 4.0 3.3 78 6.1 4.6 3.7 3.0

 30  0.26 77 6.7 5.0 4.0 3.3 80 6.4 4.8 3.9 3.2
 40  0.30 80 7.4 5.6 4.5 3.7 83 7.2 5.4 4.3 3.6
 60  0.37 82 8.9 6.7 5.4 4.5 85 8.6 6.5 5.2 4.3

 30  0.35 91 7.6 5.7 4.6 3.8 93 7.5 5.6 4.5 3.7
 40  0.40 93 8.5 6.4 5.1 4.3 94 8.4 6.3 5.1 4.2
 60  0.49 94 10.3 7.7 6.2 5.2 95 10.2 7.7 6.1 5.1

 30  0.52 99 10.4 7.8 6.2 5.2 108 9.5 7.2 5.7 4.8
 40  0.60 101 11.8 8.8 7.1 5.9 110 10.8 8.1 6.5 5.4
 60  0.73 102 14.2 10.6 8.5 7.1 111 13.0 9.8 7.8 6.5

 30  0.69 100 13.7 10.2 8.2 6.8 110 12.4 9.3 7.5 6.2
 40  0.80 102 15.5 11.6 9.3 7.8 112 14.1 10.6 8.5 7.1
 60  0.98 104 18.7 14.0 11.2 9.3 113 17.2 12.9 10.3 8.6

 30  1.04 102 20 15.1 12.1 10.1 113 18.2 13.7 10.9 9.1
 40  1.20 104 23 17.1 13.7 11.4 115 21 15.5 12.4 10.3
 60  1.47 105 28 21 16.6 13.9 116 25 18.8 15.1 12.5

 30  1.39 132 21 15.6 12.5 10.4 142 19.4 14.5 11.6 9.7
 40  1.60 138 23 17.2 13.8 11.5 146 22 16.3 13.0 10.8
 60  1.96 143 27 20 16.3 13.6 148 26 19.7 15.7 13.1

HEIGHT = 18” HEIGHT = 24”

U.S. GPA U.S. GPA

CAPACITY 
ONE

NOZZLE
IN GPMPSI

“W” IN 
INCHES 3 MPH 4 MPH 5 MPH 6 MPH 3 MPH 4 MPH 5 MPH 6 MPH

“W” IN 
INCHES

TPOC01
TPOC01SS

(100)
TPOC02

TPOC02SS
(50)

TPOC03
TPOC03SS

(50)

TPOC04
TPOC04SS

(50)

TPOC06
TPOC06SS

(50)

TPOC08
TPOC08SS

(50)

TPOC12
TPOC12SS

(50)

TPOC16
TPOC16SS

(50)

PART DESCRIPTION PRICE (B)

TPOC-** Off Center Brass Tip 16.55
TPOC-**SS Off Center Stainless Steel Tip 24.50

24

USUS

209 249*

309 309*

409 399*

PSI

DROP
SIZE

CAPACITY 
ONE

NOZZLE
IN GPM

CAPACITY 
ONE

NOZZLE
IN  

OZ./MIN.

409 209

GPA GALLONS PER 1000 SQ. FT.
4 MPH 5 MPH 6 MPH 8 MPH 10 MPH 12 MPH 15 MPH 20 MPH 2 MPH 3 MPH 4 MPH 5 MPH

1/4TTJ02 
(50)

25 XC 0.16 20 5.9 4.8 4.0 3.0 2.4 2.0 1.6 1.2 0.54 0.36 0.27 0.22
30 XC 0.17 22 6.3 5.0 4.2 3.2 2.5 2.1 1.7 1.3 0.58 0.39 0.29 0.23
40 XC 0.20 26 7.4 5.9 5.0 3.7 3.0 2.5 2.0 1.5 0.68 0.45 0.34 0.27
50 XC 0.22 28 8.2 6.5 5.4 4.1 3.3 2.7 2.2 1.6 0.75 0.50 0.37 0.30
60 XC 0.24 31 8.9 7.1 5.9 4.5 3.6 3.0 2.4 1.8 0.82 0.54 0.41 0.33
75 XC 0.27 35 10.0 8.0 6.7 5.0 4.0 3.3 2.7 2.0 0.92 0.61 0.46 0.37

1/4TTJ04 
(50)

25 XC 0.32 41 11.9 9.5 7.9 5.9 4.8 4.0 3.2 2.4 1.1 0.73 0.54 0.44
30 XC 0.35 45 13.0 10.4 8.7 6.5 5.2 4.3 3.5 2.6 1.2 0.79 0.60 0.48
40 XC 0.40 51 14.9 11.9 9.9 7.4 5.9 5.0 4.0 3.0 1.4 0.91 0.68 0.54
50 XC 0.45 58 16.7 13.4 11.1 8.4 6.7 5.6 4.5 3.3 1.5 1.0 0.77 0.61
60 XC 0.49 63 18.2 14.6 12.1 9.1 7.3 6.1 4.9 3.6 1.7 1.1 0.83 0.67
75 XC 0.55 70 20 16.3 13.6 10.2 8.2 6.8 5.4 4.1 1.9 1.2 0.94 0.75

1/4TTJ05 
(50)

25 XC 0.40 51 14.9 11.9 9.9 7.4 5.9 5.0 4.0 3.0 1.4 0.91 0.68 0.54
30 XC 0.43 55 16.0 12.8 10.6 8.0 6.4 5.3 4.3 3.2 1.5 0.97 0.73 0.58
40 XC 0.50 64 18.6 14.9 12.4 9.3 7.4 6.2 5.0 3.7 1.7 1.1 0.85 0.68
50 XC 0.56 72 21 16.6 13.9 10.4 8.3 6.9 5.5 4.2 1.9 1.3 0.95 0.76
60 XC 0.61 78 23 18.1 15.1 11.3 9.1 7.5 6.0 4.5 2.1 1.4 1.0 0.83
75 XC 0.68 87 25 20 16.8 12.6 10.1 8.4 6.7 5.0 2.3 1.5 1.2 0.92

1/4TTJ06 
(50)

25 XC 0.47 60 17.4 14.0 11.6 8.7 7.0 5.8 4.7 3.5 1.6 1.1 0.80 0.64
30 XC 0.52 67 19.3 15.4 12.9 9.7 7.7 6.4 5.1 3.9 1.8 1.2 0.88 0.71
40 XC 0.60 77 22 17.8 14.9 11.1 8.9 7.4 5.9 4.5 2.0 1.4 1.0 0.82
50 XC 0.67 86 25 19.9 16.6 12.4 9.9 8.3 6.6 5.0 2.3 1.5 1.1 0.91
60 XC 0.73 93 27 22 18.1 13.6 10.8 9.0 7.2 5.4 2.5 1.7 1.2 0.99
75 XC 0.82 105 30 24 20 15.2 12.2 10.1 8.1 6.1 2.8 1.9 1.4 1.1

1/4TTJ08

25 XC 0.63 81 23 18.7 15.6 11.7 9.4 7.8 6.2 4.7 2.1 1.4 1.1 0.86
30 XC 0.69 88 26 20 17.1 12.8 10.2 8.5 6.8 5.1 2.3 1.6 1.2 0.94
40 XC 0.80 102 30 24 19.8 14.9 11.9 9.9 7.9 5.9 2.7 1.8 1.4 1.1
50 XC 0.89 114 33 26 22 16.5 13.2 11.0 8.8 6.6 3.0 2.0 1.5 1.2
60 XC 0.98 125 36 29 24 18.2 14.6 12.1 9.7 7.3 3.3 2.2 1.7 1.3
75 XC 1.10 141 41 33 27 20 16.3 13.6 10.9 8.2 3.7 2.5 1.9 1.5

1/4TTJ10

25 XC 0.79 101 29 23 19.6 14.7 11.7 9.8 7.8 5.9 2.7 1.8 1.3 1.1
30 XC 0.87 111 32 26 22 16.1 12.9 10.8 8.6 6.5 3.0 2.0 1.5 1.2
40 XC 1.00 128 37 30 25 18.6 14.9 12.4 9.9 7.4 3.4 2.3 1.7 1.4
50 XC 1.12 143 42 33 28 21 16.6 13.9 11.1 8.3 3.8 2.5 1.9 1.5
60 XC 1.22 156 45 36 30 23 18.1 15.1 12.1 9.1 4.1 2.8 2.1 1.7
75 XC 1.37 175 51 41 34 25 20 17.0 13.6 10.2 4.7 3.1 2.3 1.9

1/4TTJ15

25 XC 1.19 152 44 35 29 22 17.7 14.7 11.8 8.8 4.0 2.7 2.0 1.6
30 XC 1.30 166 48 39 32 24 19.3 16.1 12.9 9.7 4.4 2.9 2.2 1.8
40 XC 1.50 192 56 45 37 28 22 18.6 14.9 11.1 5.1 3.4 2.6 2.0
50 XC 1.68 215 62 50 42 31 25 21 16.6 12.5 5.7 3.8 2.9 2.3
60 XC 1.84 236 68 55 46 34 27 23 18.2 13.7 6.3 4.2 3.1 2.5
75 XC 2.05 262 76 61 51 38 30 25 20 15.2 7.0 4.6 3.5 2.8

TurfJet 
Spray Nozzle

QJ4676-90-1/4-NYR

QJ4676-90-1/4-NYR
n  90° fitting attaches to Quick TeeJet 

bodies—¼9 female threaded outlet.

n  Simple installation of TurfJet nozzles  
on vertical nozzle bodies.

n  Nylon construction.

Typical Applications:
See selection guide on pages 2 and 6  
for recommended typical applications  
for Wide Angle Flat Fan Spray Nozzles. 

Features:
n Can be used with Quick TeeJet® 

cap QJ4676-*-NYR.

n Very large droplets.

n Direct replacement for plastic  
hollow-cone, low-drift nozzles.

n More precise flow and distribution pattern.

n Large orifice reduces clogging.

n Nozzle spacing —20–409 (50–100 cm).

n Spraying pressure —25–75 PSI (1.5–5 bar).

Note: Always double check your application rates.  
Tabulations are based on spraying water at 70°F (21°C). 

Optimum Spray Height

* Wide angle spray nozzle height is influenced by 
nozzle orientation. The critical factor is to achieve 
a minimum 30% overlap.

See pages 173–187 for drop size classification, 
useful formulas and information.

How to order:
Specify tip number. 

Examples:
 1/4TTJ04-VS –  Stainless Steel with  

VisiFlo® color-coding
 1/4TTJ06-VP –  Polymer with VisiFlo 

color-coding

Wide Angle Flat Fan Spray Nozzles

ENGLISH

BROADCAST NOZZLES

Spacing

Spray 
Height

Very  
Fine

Fine Medium Coarse Very 
Coarse

Extremely 
Coarse

CONTACT
PRODUCT

SYSTEMIC
PRODUCT

DRIFT
MANAGEMENT

— EXCELLENT EXCELLENT

24

USUS

209 249*

309 309*

409 399*

PSI

DROP
SIZE

CAPACITY 
ONE

NOZZLE
IN GPM

CAPACITY 
ONE

NOZZLE
IN  

OZ./MIN.

409 209

GPA GALLONS PER 1000 SQ. FT.
4 MPH 5 MPH 6 MPH 8 MPH 10 MPH 12 MPH 15 MPH 20 MPH 2 MPH 3 MPH 4 MPH 5 MPH

1/4TTJ02 
(50)

25 XC 0.16 20 5.9 4.8 4.0 3.0 2.4 2.0 1.6 1.2 0.54 0.36 0.27 0.22
30 XC 0.17 22 6.3 5.0 4.2 3.2 2.5 2.1 1.7 1.3 0.58 0.39 0.29 0.23
40 XC 0.20 26 7.4 5.9 5.0 3.7 3.0 2.5 2.0 1.5 0.68 0.45 0.34 0.27
50 XC 0.22 28 8.2 6.5 5.4 4.1 3.3 2.7 2.2 1.6 0.75 0.50 0.37 0.30
60 XC 0.24 31 8.9 7.1 5.9 4.5 3.6 3.0 2.4 1.8 0.82 0.54 0.41 0.33
75 XC 0.27 35 10.0 8.0 6.7 5.0 4.0 3.3 2.7 2.0 0.92 0.61 0.46 0.37

1/4TTJ04 
(50)

25 XC 0.32 41 11.9 9.5 7.9 5.9 4.8 4.0 3.2 2.4 1.1 0.73 0.54 0.44
30 XC 0.35 45 13.0 10.4 8.7 6.5 5.2 4.3 3.5 2.6 1.2 0.79 0.60 0.48
40 XC 0.40 51 14.9 11.9 9.9 7.4 5.9 5.0 4.0 3.0 1.4 0.91 0.68 0.54
50 XC 0.45 58 16.7 13.4 11.1 8.4 6.7 5.6 4.5 3.3 1.5 1.0 0.77 0.61
60 XC 0.49 63 18.2 14.6 12.1 9.1 7.3 6.1 4.9 3.6 1.7 1.1 0.83 0.67
75 XC 0.55 70 20 16.3 13.6 10.2 8.2 6.8 5.4 4.1 1.9 1.2 0.94 0.75

1/4TTJ05 
(50)

25 XC 0.40 51 14.9 11.9 9.9 7.4 5.9 5.0 4.0 3.0 1.4 0.91 0.68 0.54
30 XC 0.43 55 16.0 12.8 10.6 8.0 6.4 5.3 4.3 3.2 1.5 0.97 0.73 0.58
40 XC 0.50 64 18.6 14.9 12.4 9.3 7.4 6.2 5.0 3.7 1.7 1.1 0.85 0.68
50 XC 0.56 72 21 16.6 13.9 10.4 8.3 6.9 5.5 4.2 1.9 1.3 0.95 0.76
60 XC 0.61 78 23 18.1 15.1 11.3 9.1 7.5 6.0 4.5 2.1 1.4 1.0 0.83
75 XC 0.68 87 25 20 16.8 12.6 10.1 8.4 6.7 5.0 2.3 1.5 1.2 0.92

1/4TTJ06 
(50)

25 XC 0.47 60 17.4 14.0 11.6 8.7 7.0 5.8 4.7 3.5 1.6 1.1 0.80 0.64
30 XC 0.52 67 19.3 15.4 12.9 9.7 7.7 6.4 5.1 3.9 1.8 1.2 0.88 0.71
40 XC 0.60 77 22 17.8 14.9 11.1 8.9 7.4 5.9 4.5 2.0 1.4 1.0 0.82
50 XC 0.67 86 25 19.9 16.6 12.4 9.9 8.3 6.6 5.0 2.3 1.5 1.1 0.91
60 XC 0.73 93 27 22 18.1 13.6 10.8 9.0 7.2 5.4 2.5 1.7 1.2 0.99
75 XC 0.82 105 30 24 20 15.2 12.2 10.1 8.1 6.1 2.8 1.9 1.4 1.1

1/4TTJ08

25 XC 0.63 81 23 18.7 15.6 11.7 9.4 7.8 6.2 4.7 2.1 1.4 1.1 0.86
30 XC 0.69 88 26 20 17.1 12.8 10.2 8.5 6.8 5.1 2.3 1.6 1.2 0.94
40 XC 0.80 102 30 24 19.8 14.9 11.9 9.9 7.9 5.9 2.7 1.8 1.4 1.1
50 XC 0.89 114 33 26 22 16.5 13.2 11.0 8.8 6.6 3.0 2.0 1.5 1.2
60 XC 0.98 125 36 29 24 18.2 14.6 12.1 9.7 7.3 3.3 2.2 1.7 1.3
75 XC 1.10 141 41 33 27 20 16.3 13.6 10.9 8.2 3.7 2.5 1.9 1.5

1/4TTJ10

25 XC 0.79 101 29 23 19.6 14.7 11.7 9.8 7.8 5.9 2.7 1.8 1.3 1.1
30 XC 0.87 111 32 26 22 16.1 12.9 10.8 8.6 6.5 3.0 2.0 1.5 1.2
40 XC 1.00 128 37 30 25 18.6 14.9 12.4 9.9 7.4 3.4 2.3 1.7 1.4
50 XC 1.12 143 42 33 28 21 16.6 13.9 11.1 8.3 3.8 2.5 1.9 1.5
60 XC 1.22 156 45 36 30 23 18.1 15.1 12.1 9.1 4.1 2.8 2.1 1.7
75 XC 1.37 175 51 41 34 25 20 17.0 13.6 10.2 4.7 3.1 2.3 1.9

1/4TTJ15

25 XC 1.19 152 44 35 29 22 17.7 14.7 11.8 8.8 4.0 2.7 2.0 1.6
30 XC 1.30 166 48 39 32 24 19.3 16.1 12.9 9.7 4.4 2.9 2.2 1.8
40 XC 1.50 192 56 45 37 28 22 18.6 14.9 11.1 5.1 3.4 2.6 2.0
50 XC 1.68 215 62 50 42 31 25 21 16.6 12.5 5.7 3.8 2.9 2.3
60 XC 1.84 236 68 55 46 34 27 23 18.2 13.7 6.3 4.2 3.1 2.5
75 XC 2.05 262 76 61 51 38 30 25 20 15.2 7.0 4.6 3.5 2.8

TurfJet 
Spray Nozzle

QJ4676-90-1/4-NYR

QJ4676-90-1/4-NYR
n  90° fitting attaches to Quick TeeJet 

bodies—¼9 female threaded outlet.

n  Simple installation of TurfJet nozzles  
on vertical nozzle bodies.

n  Nylon construction.

Typical Applications:
See selection guide on pages 2 and 6  
for recommended typical applications  
for Wide Angle Flat Fan Spray Nozzles. 

Features:
n Can be used with Quick TeeJet® 

cap QJ4676-*-NYR.

n Very large droplets.

n Direct replacement for plastic  
hollow-cone, low-drift nozzles.

n More precise flow and distribution pattern.

n Large orifice reduces clogging.

n Nozzle spacing —20–409 (50–100 cm).

n Spraying pressure —25–75 PSI (1.5–5 bar).

Note: Always double check your application rates.  
Tabulations are based on spraying water at 70°F (21°C). 

Optimum Spray Height

* Wide angle spray nozzle height is influenced by 
nozzle orientation. The critical factor is to achieve 
a minimum 30% overlap.

See pages 173–187 for drop size classification, 
useful formulas and information.

How to order:
Specify tip number. 

Examples:
 1/4TTJ04-VS –  Stainless Steel with  

VisiFlo® color-coding
 1/4TTJ06-VP –  Polymer with VisiFlo 

color-coding

Wide Angle Flat Fan Spray Nozzles

ENGLISH

BROADCAST NOZZLES

Spacing

Spray 
Height

Very  
Fine

Fine Medium Coarse Very 
Coarse

Extremely 
Coarse

CONTACT
PRODUCT

SYSTEMIC
PRODUCT

DRIFT
MANAGEMENT

— EXCELLENT EXCELLENT

24

USUS

209 249*

309 309*

409 399*

PSI

DROP
SIZE

CAPACITY 
ONE

NOZZLE
IN GPM

CAPACITY 
ONE

NOZZLE
IN  

OZ./MIN.

409 209

GPA GALLONS PER 1000 SQ. FT.
4 MPH 5 MPH 6 MPH 8 MPH 10 MPH 12 MPH 15 MPH 20 MPH 2 MPH 3 MPH 4 MPH 5 MPH

1/4TTJ02 
(50)

25 XC 0.16 20 5.9 4.8 4.0 3.0 2.4 2.0 1.6 1.2 0.54 0.36 0.27 0.22
30 XC 0.17 22 6.3 5.0 4.2 3.2 2.5 2.1 1.7 1.3 0.58 0.39 0.29 0.23
40 XC 0.20 26 7.4 5.9 5.0 3.7 3.0 2.5 2.0 1.5 0.68 0.45 0.34 0.27
50 XC 0.22 28 8.2 6.5 5.4 4.1 3.3 2.7 2.2 1.6 0.75 0.50 0.37 0.30
60 XC 0.24 31 8.9 7.1 5.9 4.5 3.6 3.0 2.4 1.8 0.82 0.54 0.41 0.33
75 XC 0.27 35 10.0 8.0 6.7 5.0 4.0 3.3 2.7 2.0 0.92 0.61 0.46 0.37

1/4TTJ04 
(50)

25 XC 0.32 41 11.9 9.5 7.9 5.9 4.8 4.0 3.2 2.4 1.1 0.73 0.54 0.44
30 XC 0.35 45 13.0 10.4 8.7 6.5 5.2 4.3 3.5 2.6 1.2 0.79 0.60 0.48
40 XC 0.40 51 14.9 11.9 9.9 7.4 5.9 5.0 4.0 3.0 1.4 0.91 0.68 0.54
50 XC 0.45 58 16.7 13.4 11.1 8.4 6.7 5.6 4.5 3.3 1.5 1.0 0.77 0.61
60 XC 0.49 63 18.2 14.6 12.1 9.1 7.3 6.1 4.9 3.6 1.7 1.1 0.83 0.67
75 XC 0.55 70 20 16.3 13.6 10.2 8.2 6.8 5.4 4.1 1.9 1.2 0.94 0.75

1/4TTJ05 
(50)

25 XC 0.40 51 14.9 11.9 9.9 7.4 5.9 5.0 4.0 3.0 1.4 0.91 0.68 0.54
30 XC 0.43 55 16.0 12.8 10.6 8.0 6.4 5.3 4.3 3.2 1.5 0.97 0.73 0.58
40 XC 0.50 64 18.6 14.9 12.4 9.3 7.4 6.2 5.0 3.7 1.7 1.1 0.85 0.68
50 XC 0.56 72 21 16.6 13.9 10.4 8.3 6.9 5.5 4.2 1.9 1.3 0.95 0.76
60 XC 0.61 78 23 18.1 15.1 11.3 9.1 7.5 6.0 4.5 2.1 1.4 1.0 0.83
75 XC 0.68 87 25 20 16.8 12.6 10.1 8.4 6.7 5.0 2.3 1.5 1.2 0.92

1/4TTJ06 
(50)

25 XC 0.47 60 17.4 14.0 11.6 8.7 7.0 5.8 4.7 3.5 1.6 1.1 0.80 0.64
30 XC 0.52 67 19.3 15.4 12.9 9.7 7.7 6.4 5.1 3.9 1.8 1.2 0.88 0.71
40 XC 0.60 77 22 17.8 14.9 11.1 8.9 7.4 5.9 4.5 2.0 1.4 1.0 0.82
50 XC 0.67 86 25 19.9 16.6 12.4 9.9 8.3 6.6 5.0 2.3 1.5 1.1 0.91
60 XC 0.73 93 27 22 18.1 13.6 10.8 9.0 7.2 5.4 2.5 1.7 1.2 0.99
75 XC 0.82 105 30 24 20 15.2 12.2 10.1 8.1 6.1 2.8 1.9 1.4 1.1

1/4TTJ08

25 XC 0.63 81 23 18.7 15.6 11.7 9.4 7.8 6.2 4.7 2.1 1.4 1.1 0.86
30 XC 0.69 88 26 20 17.1 12.8 10.2 8.5 6.8 5.1 2.3 1.6 1.2 0.94
40 XC 0.80 102 30 24 19.8 14.9 11.9 9.9 7.9 5.9 2.7 1.8 1.4 1.1
50 XC 0.89 114 33 26 22 16.5 13.2 11.0 8.8 6.6 3.0 2.0 1.5 1.2
60 XC 0.98 125 36 29 24 18.2 14.6 12.1 9.7 7.3 3.3 2.2 1.7 1.3
75 XC 1.10 141 41 33 27 20 16.3 13.6 10.9 8.2 3.7 2.5 1.9 1.5

1/4TTJ10

25 XC 0.79 101 29 23 19.6 14.7 11.7 9.8 7.8 5.9 2.7 1.8 1.3 1.1
30 XC 0.87 111 32 26 22 16.1 12.9 10.8 8.6 6.5 3.0 2.0 1.5 1.2
40 XC 1.00 128 37 30 25 18.6 14.9 12.4 9.9 7.4 3.4 2.3 1.7 1.4
50 XC 1.12 143 42 33 28 21 16.6 13.9 11.1 8.3 3.8 2.5 1.9 1.5
60 XC 1.22 156 45 36 30 23 18.1 15.1 12.1 9.1 4.1 2.8 2.1 1.7
75 XC 1.37 175 51 41 34 25 20 17.0 13.6 10.2 4.7 3.1 2.3 1.9

1/4TTJ15

25 XC 1.19 152 44 35 29 22 17.7 14.7 11.8 8.8 4.0 2.7 2.0 1.6
30 XC 1.30 166 48 39 32 24 19.3 16.1 12.9 9.7 4.4 2.9 2.2 1.8
40 XC 1.50 192 56 45 37 28 22 18.6 14.9 11.1 5.1 3.4 2.6 2.0
50 XC 1.68 215 62 50 42 31 25 21 16.6 12.5 5.7 3.8 2.9 2.3
60 XC 1.84 236 68 55 46 34 27 23 18.2 13.7 6.3 4.2 3.1 2.5
75 XC 2.05 262 76 61 51 38 30 25 20 15.2 7.0 4.6 3.5 2.8

TurfJet 
Spray Nozzle

QJ4676-90-1/4-NYR

QJ4676-90-1/4-NYR
n  90° fitting attaches to Quick TeeJet 

bodies—¼9 female threaded outlet.

n  Simple installation of TurfJet nozzles  
on vertical nozzle bodies.

n  Nylon construction.

Typical Applications:
See selection guide on pages 2 and 6  
for recommended typical applications  
for Wide Angle Flat Fan Spray Nozzles. 

Features:
n Can be used with Quick TeeJet® 

cap QJ4676-*-NYR.

n Very large droplets.

n Direct replacement for plastic  
hollow-cone, low-drift nozzles.

n More precise flow and distribution pattern.

n Large orifice reduces clogging.

n Nozzle spacing —20–409 (50–100 cm).

n Spraying pressure —25–75 PSI (1.5–5 bar).

Note: Always double check your application rates.  
Tabulations are based on spraying water at 70°F (21°C). 

Optimum Spray Height

* Wide angle spray nozzle height is influenced by 
nozzle orientation. The critical factor is to achieve 
a minimum 30% overlap.

See pages 173–187 for drop size classification, 
useful formulas and information.

How to order:
Specify tip number. 

Examples:
 1/4TTJ04-VS –  Stainless Steel with  

VisiFlo® color-coding
 1/4TTJ06-VP –  Polymer with VisiFlo 

color-coding

Wide Angle Flat Fan Spray Nozzles

ENGLISH

BROADCAST NOZZLES

Spacing

Spray 
Height

Very  
Fine

Fine Medium Coarse Very 
Coarse

Extremely 
Coarse

CONTACT
PRODUCT

SYSTEMIC
PRODUCT

DRIFT
MANAGEMENT

— EXCELLENT EXCELLENT

24

USUS

209 249*

309 309*

409 399*

PSI

DROP
SIZE

CAPACITY 
ONE

NOZZLE
IN GPM

CAPACITY 
ONE

NOZZLE
IN  

OZ./MIN.

409 209

GPA GALLONS PER 1000 SQ. FT.
4 MPH 5 MPH 6 MPH 8 MPH 10 MPH 12 MPH 15 MPH 20 MPH 2 MPH 3 MPH 4 MPH 5 MPH

1/4TTJ02 
(50)

25 XC 0.16 20 5.9 4.8 4.0 3.0 2.4 2.0 1.6 1.2 0.54 0.36 0.27 0.22
30 XC 0.17 22 6.3 5.0 4.2 3.2 2.5 2.1 1.7 1.3 0.58 0.39 0.29 0.23
40 XC 0.20 26 7.4 5.9 5.0 3.7 3.0 2.5 2.0 1.5 0.68 0.45 0.34 0.27
50 XC 0.22 28 8.2 6.5 5.4 4.1 3.3 2.7 2.2 1.6 0.75 0.50 0.37 0.30
60 XC 0.24 31 8.9 7.1 5.9 4.5 3.6 3.0 2.4 1.8 0.82 0.54 0.41 0.33
75 XC 0.27 35 10.0 8.0 6.7 5.0 4.0 3.3 2.7 2.0 0.92 0.61 0.46 0.37

1/4TTJ04 
(50)

25 XC 0.32 41 11.9 9.5 7.9 5.9 4.8 4.0 3.2 2.4 1.1 0.73 0.54 0.44
30 XC 0.35 45 13.0 10.4 8.7 6.5 5.2 4.3 3.5 2.6 1.2 0.79 0.60 0.48
40 XC 0.40 51 14.9 11.9 9.9 7.4 5.9 5.0 4.0 3.0 1.4 0.91 0.68 0.54
50 XC 0.45 58 16.7 13.4 11.1 8.4 6.7 5.6 4.5 3.3 1.5 1.0 0.77 0.61
60 XC 0.49 63 18.2 14.6 12.1 9.1 7.3 6.1 4.9 3.6 1.7 1.1 0.83 0.67
75 XC 0.55 70 20 16.3 13.6 10.2 8.2 6.8 5.4 4.1 1.9 1.2 0.94 0.75

1/4TTJ05 
(50)

25 XC 0.40 51 14.9 11.9 9.9 7.4 5.9 5.0 4.0 3.0 1.4 0.91 0.68 0.54
30 XC 0.43 55 16.0 12.8 10.6 8.0 6.4 5.3 4.3 3.2 1.5 0.97 0.73 0.58
40 XC 0.50 64 18.6 14.9 12.4 9.3 7.4 6.2 5.0 3.7 1.7 1.1 0.85 0.68
50 XC 0.56 72 21 16.6 13.9 10.4 8.3 6.9 5.5 4.2 1.9 1.3 0.95 0.76
60 XC 0.61 78 23 18.1 15.1 11.3 9.1 7.5 6.0 4.5 2.1 1.4 1.0 0.83
75 XC 0.68 87 25 20 16.8 12.6 10.1 8.4 6.7 5.0 2.3 1.5 1.2 0.92

1/4TTJ06 
(50)

25 XC 0.47 60 17.4 14.0 11.6 8.7 7.0 5.8 4.7 3.5 1.6 1.1 0.80 0.64
30 XC 0.52 67 19.3 15.4 12.9 9.7 7.7 6.4 5.1 3.9 1.8 1.2 0.88 0.71
40 XC 0.60 77 22 17.8 14.9 11.1 8.9 7.4 5.9 4.5 2.0 1.4 1.0 0.82
50 XC 0.67 86 25 19.9 16.6 12.4 9.9 8.3 6.6 5.0 2.3 1.5 1.1 0.91
60 XC 0.73 93 27 22 18.1 13.6 10.8 9.0 7.2 5.4 2.5 1.7 1.2 0.99
75 XC 0.82 105 30 24 20 15.2 12.2 10.1 8.1 6.1 2.8 1.9 1.4 1.1

1/4TTJ08

25 XC 0.63 81 23 18.7 15.6 11.7 9.4 7.8 6.2 4.7 2.1 1.4 1.1 0.86
30 XC 0.69 88 26 20 17.1 12.8 10.2 8.5 6.8 5.1 2.3 1.6 1.2 0.94
40 XC 0.80 102 30 24 19.8 14.9 11.9 9.9 7.9 5.9 2.7 1.8 1.4 1.1
50 XC 0.89 114 33 26 22 16.5 13.2 11.0 8.8 6.6 3.0 2.0 1.5 1.2
60 XC 0.98 125 36 29 24 18.2 14.6 12.1 9.7 7.3 3.3 2.2 1.7 1.3
75 XC 1.10 141 41 33 27 20 16.3 13.6 10.9 8.2 3.7 2.5 1.9 1.5

1/4TTJ10

25 XC 0.79 101 29 23 19.6 14.7 11.7 9.8 7.8 5.9 2.7 1.8 1.3 1.1
30 XC 0.87 111 32 26 22 16.1 12.9 10.8 8.6 6.5 3.0 2.0 1.5 1.2
40 XC 1.00 128 37 30 25 18.6 14.9 12.4 9.9 7.4 3.4 2.3 1.7 1.4
50 XC 1.12 143 42 33 28 21 16.6 13.9 11.1 8.3 3.8 2.5 1.9 1.5
60 XC 1.22 156 45 36 30 23 18.1 15.1 12.1 9.1 4.1 2.8 2.1 1.7
75 XC 1.37 175 51 41 34 25 20 17.0 13.6 10.2 4.7 3.1 2.3 1.9

1/4TTJ15

25 XC 1.19 152 44 35 29 22 17.7 14.7 11.8 8.8 4.0 2.7 2.0 1.6
30 XC 1.30 166 48 39 32 24 19.3 16.1 12.9 9.7 4.4 2.9 2.2 1.8
40 XC 1.50 192 56 45 37 28 22 18.6 14.9 11.1 5.1 3.4 2.6 2.0
50 XC 1.68 215 62 50 42 31 25 21 16.6 12.5 5.7 3.8 2.9 2.3
60 XC 1.84 236 68 55 46 34 27 23 18.2 13.7 6.3 4.2 3.1 2.5
75 XC 2.05 262 76 61 51 38 30 25 20 15.2 7.0 4.6 3.5 2.8

TurfJet 
Spray Nozzle

QJ4676-90-1/4-NYR

QJ4676-90-1/4-NYR
n  90° fitting attaches to Quick TeeJet 

bodies—¼9 female threaded outlet.

n  Simple installation of TurfJet nozzles  
on vertical nozzle bodies.

n  Nylon construction.

Typical Applications:
See selection guide on pages 2 and 6  
for recommended typical applications  
for Wide Angle Flat Fan Spray Nozzles. 

Features:
n Can be used with Quick TeeJet® 

cap QJ4676-*-NYR.

n Very large droplets.

n Direct replacement for plastic  
hollow-cone, low-drift nozzles.

n More precise flow and distribution pattern.

n Large orifice reduces clogging.

n Nozzle spacing —20–409 (50–100 cm).

n Spraying pressure —25–75 PSI (1.5–5 bar).

Note: Always double check your application rates.  
Tabulations are based on spraying water at 70°F (21°C). 

Optimum Spray Height

* Wide angle spray nozzle height is influenced by 
nozzle orientation. The critical factor is to achieve 
a minimum 30% overlap.

See pages 173–187 for drop size classification, 
useful formulas and information.

How to order:
Specify tip number. 

Examples:
 1/4TTJ04-VS –  Stainless Steel with  

VisiFlo® color-coding
 1/4TTJ06-VP –  Polymer with VisiFlo 

color-coding

Wide Angle Flat Fan Spray Nozzles

ENGLISH

BROADCAST NOZZLES

Spacing

Spray 
Height

Very  
Fine

Fine Medium Coarse Very 
Coarse

Extremely 
Coarse

CONTACT
PRODUCT

SYSTEMIC
PRODUCT

DRIFT
MANAGEMENT

— EXCELLENT EXCELLENT

24

USUS

209 249*

309 309*

409 399*

PSI

DROP
SIZE

CAPACITY 
ONE

NOZZLE
IN GPM

CAPACITY 
ONE

NOZZLE
IN  

OZ./MIN.

409 209

GPA GALLONS PER 1000 SQ. FT.
4 MPH 5 MPH 6 MPH 8 MPH 10 MPH 12 MPH 15 MPH 20 MPH 2 MPH 3 MPH 4 MPH 5 MPH

1/4TTJ02 
(50)

25 XC 0.16 20 5.9 4.8 4.0 3.0 2.4 2.0 1.6 1.2 0.54 0.36 0.27 0.22
30 XC 0.17 22 6.3 5.0 4.2 3.2 2.5 2.1 1.7 1.3 0.58 0.39 0.29 0.23
40 XC 0.20 26 7.4 5.9 5.0 3.7 3.0 2.5 2.0 1.5 0.68 0.45 0.34 0.27
50 XC 0.22 28 8.2 6.5 5.4 4.1 3.3 2.7 2.2 1.6 0.75 0.50 0.37 0.30
60 XC 0.24 31 8.9 7.1 5.9 4.5 3.6 3.0 2.4 1.8 0.82 0.54 0.41 0.33
75 XC 0.27 35 10.0 8.0 6.7 5.0 4.0 3.3 2.7 2.0 0.92 0.61 0.46 0.37

1/4TTJ04 
(50)

25 XC 0.32 41 11.9 9.5 7.9 5.9 4.8 4.0 3.2 2.4 1.1 0.73 0.54 0.44
30 XC 0.35 45 13.0 10.4 8.7 6.5 5.2 4.3 3.5 2.6 1.2 0.79 0.60 0.48
40 XC 0.40 51 14.9 11.9 9.9 7.4 5.9 5.0 4.0 3.0 1.4 0.91 0.68 0.54
50 XC 0.45 58 16.7 13.4 11.1 8.4 6.7 5.6 4.5 3.3 1.5 1.0 0.77 0.61
60 XC 0.49 63 18.2 14.6 12.1 9.1 7.3 6.1 4.9 3.6 1.7 1.1 0.83 0.67
75 XC 0.55 70 20 16.3 13.6 10.2 8.2 6.8 5.4 4.1 1.9 1.2 0.94 0.75

1/4TTJ05 
(50)

25 XC 0.40 51 14.9 11.9 9.9 7.4 5.9 5.0 4.0 3.0 1.4 0.91 0.68 0.54
30 XC 0.43 55 16.0 12.8 10.6 8.0 6.4 5.3 4.3 3.2 1.5 0.97 0.73 0.58
40 XC 0.50 64 18.6 14.9 12.4 9.3 7.4 6.2 5.0 3.7 1.7 1.1 0.85 0.68
50 XC 0.56 72 21 16.6 13.9 10.4 8.3 6.9 5.5 4.2 1.9 1.3 0.95 0.76
60 XC 0.61 78 23 18.1 15.1 11.3 9.1 7.5 6.0 4.5 2.1 1.4 1.0 0.83
75 XC 0.68 87 25 20 16.8 12.6 10.1 8.4 6.7 5.0 2.3 1.5 1.2 0.92

1/4TTJ06 
(50)

25 XC 0.47 60 17.4 14.0 11.6 8.7 7.0 5.8 4.7 3.5 1.6 1.1 0.80 0.64
30 XC 0.52 67 19.3 15.4 12.9 9.7 7.7 6.4 5.1 3.9 1.8 1.2 0.88 0.71
40 XC 0.60 77 22 17.8 14.9 11.1 8.9 7.4 5.9 4.5 2.0 1.4 1.0 0.82
50 XC 0.67 86 25 19.9 16.6 12.4 9.9 8.3 6.6 5.0 2.3 1.5 1.1 0.91
60 XC 0.73 93 27 22 18.1 13.6 10.8 9.0 7.2 5.4 2.5 1.7 1.2 0.99
75 XC 0.82 105 30 24 20 15.2 12.2 10.1 8.1 6.1 2.8 1.9 1.4 1.1

1/4TTJ08

25 XC 0.63 81 23 18.7 15.6 11.7 9.4 7.8 6.2 4.7 2.1 1.4 1.1 0.86
30 XC 0.69 88 26 20 17.1 12.8 10.2 8.5 6.8 5.1 2.3 1.6 1.2 0.94
40 XC 0.80 102 30 24 19.8 14.9 11.9 9.9 7.9 5.9 2.7 1.8 1.4 1.1
50 XC 0.89 114 33 26 22 16.5 13.2 11.0 8.8 6.6 3.0 2.0 1.5 1.2
60 XC 0.98 125 36 29 24 18.2 14.6 12.1 9.7 7.3 3.3 2.2 1.7 1.3
75 XC 1.10 141 41 33 27 20 16.3 13.6 10.9 8.2 3.7 2.5 1.9 1.5

1/4TTJ10

25 XC 0.79 101 29 23 19.6 14.7 11.7 9.8 7.8 5.9 2.7 1.8 1.3 1.1
30 XC 0.87 111 32 26 22 16.1 12.9 10.8 8.6 6.5 3.0 2.0 1.5 1.2
40 XC 1.00 128 37 30 25 18.6 14.9 12.4 9.9 7.4 3.4 2.3 1.7 1.4
50 XC 1.12 143 42 33 28 21 16.6 13.9 11.1 8.3 3.8 2.5 1.9 1.5
60 XC 1.22 156 45 36 30 23 18.1 15.1 12.1 9.1 4.1 2.8 2.1 1.7
75 XC 1.37 175 51 41 34 25 20 17.0 13.6 10.2 4.7 3.1 2.3 1.9

1/4TTJ15

25 XC 1.19 152 44 35 29 22 17.7 14.7 11.8 8.8 4.0 2.7 2.0 1.6
30 XC 1.30 166 48 39 32 24 19.3 16.1 12.9 9.7 4.4 2.9 2.2 1.8
40 XC 1.50 192 56 45 37 28 22 18.6 14.9 11.1 5.1 3.4 2.6 2.0
50 XC 1.68 215 62 50 42 31 25 21 16.6 12.5 5.7 3.8 2.9 2.3
60 XC 1.84 236 68 55 46 34 27 23 18.2 13.7 6.3 4.2 3.1 2.5
75 XC 2.05 262 76 61 51 38 30 25 20 15.2 7.0 4.6 3.5 2.8

TurfJet 
Spray Nozzle

QJ4676-90-1/4-NYR

QJ4676-90-1/4-NYR
n  90° fitting attaches to Quick TeeJet 

bodies—¼9 female threaded outlet.

n  Simple installation of TurfJet nozzles  
on vertical nozzle bodies.

n  Nylon construction.

Typical Applications:
See selection guide on pages 2 and 6  
for recommended typical applications  
for Wide Angle Flat Fan Spray Nozzles. 

Features:
n Can be used with Quick TeeJet® 

cap QJ4676-*-NYR.

n Very large droplets.

n Direct replacement for plastic  
hollow-cone, low-drift nozzles.

n More precise flow and distribution pattern.

n Large orifice reduces clogging.

n Nozzle spacing —20–409 (50–100 cm).

n Spraying pressure —25–75 PSI (1.5–5 bar).

Note: Always double check your application rates.  
Tabulations are based on spraying water at 70°F (21°C). 

Optimum Spray Height

* Wide angle spray nozzle height is influenced by 
nozzle orientation. The critical factor is to achieve 
a minimum 30% overlap.

See pages 173–187 for drop size classification, 
useful formulas and information.

How to order:
Specify tip number. 

Examples:
 1/4TTJ04-VS –  Stainless Steel with  

VisiFlo® color-coding
 1/4TTJ06-VP –  Polymer with VisiFlo 

color-coding

Wide Angle Flat Fan Spray Nozzles

ENGLISH

BROADCAST NOZZLES

Spacing

Spray 
Height

Very  
Fine

Fine Medium Coarse Very 
Coarse

Extremely 
Coarse

CONTACT
PRODUCT

SYSTEMIC
PRODUCT

DRIFT
MANAGEMENT

— EXCELLENT EXCELLENT

Features:
• Very large droplets – excellent for drift control  

and applying systemic products.
• Large orifice reduces clogging.
• Nozzle spacing – 20-40 inches (50-100 cm).
• Spraying pressure – 25-75 PSI (1.5-5 bar).
• Available in both Poly and Stainless. 
• Use with QJ46761/4-90 QJ Adapter. 

PART DESCRIPTION PRICE (B)

TP1/4TTJ-**VP TurfJet Poly Nozzle 13.30
TP1/4TTJ-**VS TurfJet Stainless Nozzle 25.65

24

USUS

209 249*

309 309*

409 399*

PSI

DROP
SIZE

CAPACITY 
ONE

NOZZLE
IN GPM

CAPACITY 
ONE

NOZZLE
IN  

OZ./MIN.

409 209

GPA GALLONS PER 1000 SQ. FT.
4 MPH 5 MPH 6 MPH 8 MPH 10 MPH 12 MPH 15 MPH 20 MPH 2 MPH 3 MPH 4 MPH 5 MPH

1/4TTJ02 
(50)

25 XC 0.16 20 5.9 4.8 4.0 3.0 2.4 2.0 1.6 1.2 0.54 0.36 0.27 0.22
30 XC 0.17 22 6.3 5.0 4.2 3.2 2.5 2.1 1.7 1.3 0.58 0.39 0.29 0.23
40 XC 0.20 26 7.4 5.9 5.0 3.7 3.0 2.5 2.0 1.5 0.68 0.45 0.34 0.27
50 XC 0.22 28 8.2 6.5 5.4 4.1 3.3 2.7 2.2 1.6 0.75 0.50 0.37 0.30
60 XC 0.24 31 8.9 7.1 5.9 4.5 3.6 3.0 2.4 1.8 0.82 0.54 0.41 0.33
75 XC 0.27 35 10.0 8.0 6.7 5.0 4.0 3.3 2.7 2.0 0.92 0.61 0.46 0.37

1/4TTJ04 
(50)

25 XC 0.32 41 11.9 9.5 7.9 5.9 4.8 4.0 3.2 2.4 1.1 0.73 0.54 0.44
30 XC 0.35 45 13.0 10.4 8.7 6.5 5.2 4.3 3.5 2.6 1.2 0.79 0.60 0.48
40 XC 0.40 51 14.9 11.9 9.9 7.4 5.9 5.0 4.0 3.0 1.4 0.91 0.68 0.54
50 XC 0.45 58 16.7 13.4 11.1 8.4 6.7 5.6 4.5 3.3 1.5 1.0 0.77 0.61
60 XC 0.49 63 18.2 14.6 12.1 9.1 7.3 6.1 4.9 3.6 1.7 1.1 0.83 0.67
75 XC 0.55 70 20 16.3 13.6 10.2 8.2 6.8 5.4 4.1 1.9 1.2 0.94 0.75

1/4TTJ05 
(50)

25 XC 0.40 51 14.9 11.9 9.9 7.4 5.9 5.0 4.0 3.0 1.4 0.91 0.68 0.54
30 XC 0.43 55 16.0 12.8 10.6 8.0 6.4 5.3 4.3 3.2 1.5 0.97 0.73 0.58
40 XC 0.50 64 18.6 14.9 12.4 9.3 7.4 6.2 5.0 3.7 1.7 1.1 0.85 0.68
50 XC 0.56 72 21 16.6 13.9 10.4 8.3 6.9 5.5 4.2 1.9 1.3 0.95 0.76
60 XC 0.61 78 23 18.1 15.1 11.3 9.1 7.5 6.0 4.5 2.1 1.4 1.0 0.83
75 XC 0.68 87 25 20 16.8 12.6 10.1 8.4 6.7 5.0 2.3 1.5 1.2 0.92

1/4TTJ06 
(50)

25 XC 0.47 60 17.4 14.0 11.6 8.7 7.0 5.8 4.7 3.5 1.6 1.1 0.80 0.64
30 XC 0.52 67 19.3 15.4 12.9 9.7 7.7 6.4 5.1 3.9 1.8 1.2 0.88 0.71
40 XC 0.60 77 22 17.8 14.9 11.1 8.9 7.4 5.9 4.5 2.0 1.4 1.0 0.82
50 XC 0.67 86 25 19.9 16.6 12.4 9.9 8.3 6.6 5.0 2.3 1.5 1.1 0.91
60 XC 0.73 93 27 22 18.1 13.6 10.8 9.0 7.2 5.4 2.5 1.7 1.2 0.99
75 XC 0.82 105 30 24 20 15.2 12.2 10.1 8.1 6.1 2.8 1.9 1.4 1.1

1/4TTJ08

25 XC 0.63 81 23 18.7 15.6 11.7 9.4 7.8 6.2 4.7 2.1 1.4 1.1 0.86
30 XC 0.69 88 26 20 17.1 12.8 10.2 8.5 6.8 5.1 2.3 1.6 1.2 0.94
40 XC 0.80 102 30 24 19.8 14.9 11.9 9.9 7.9 5.9 2.7 1.8 1.4 1.1
50 XC 0.89 114 33 26 22 16.5 13.2 11.0 8.8 6.6 3.0 2.0 1.5 1.2
60 XC 0.98 125 36 29 24 18.2 14.6 12.1 9.7 7.3 3.3 2.2 1.7 1.3
75 XC 1.10 141 41 33 27 20 16.3 13.6 10.9 8.2 3.7 2.5 1.9 1.5

1/4TTJ10

25 XC 0.79 101 29 23 19.6 14.7 11.7 9.8 7.8 5.9 2.7 1.8 1.3 1.1
30 XC 0.87 111 32 26 22 16.1 12.9 10.8 8.6 6.5 3.0 2.0 1.5 1.2
40 XC 1.00 128 37 30 25 18.6 14.9 12.4 9.9 7.4 3.4 2.3 1.7 1.4
50 XC 1.12 143 42 33 28 21 16.6 13.9 11.1 8.3 3.8 2.5 1.9 1.5
60 XC 1.22 156 45 36 30 23 18.1 15.1 12.1 9.1 4.1 2.8 2.1 1.7
75 XC 1.37 175 51 41 34 25 20 17.0 13.6 10.2 4.7 3.1 2.3 1.9

1/4TTJ15

25 XC 1.19 152 44 35 29 22 17.7 14.7 11.8 8.8 4.0 2.7 2.0 1.6
30 XC 1.30 166 48 39 32 24 19.3 16.1 12.9 9.7 4.4 2.9 2.2 1.8
40 XC 1.50 192 56 45 37 28 22 18.6 14.9 11.1 5.1 3.4 2.6 2.0
50 XC 1.68 215 62 50 42 31 25 21 16.6 12.5 5.7 3.8 2.9 2.3
60 XC 1.84 236 68 55 46 34 27 23 18.2 13.7 6.3 4.2 3.1 2.5
75 XC 2.05 262 76 61 51 38 30 25 20 15.2 7.0 4.6 3.5 2.8

TurfJet 
Spray Nozzle

QJ4676-90-1/4-NYR

QJ4676-90-1/4-NYR
n  90° fitting attaches to Quick TeeJet 

bodies—¼9 female threaded outlet.

n  Simple installation of TurfJet nozzles  
on vertical nozzle bodies.

n  Nylon construction.

Typical Applications:
See selection guide on pages 2 and 6  
for recommended typical applications  
for Wide Angle Flat Fan Spray Nozzles. 

Features:
n Can be used with Quick TeeJet® 

cap QJ4676-*-NYR.

n Very large droplets.

n Direct replacement for plastic  
hollow-cone, low-drift nozzles.

n More precise flow and distribution pattern.

n Large orifice reduces clogging.

n Nozzle spacing —20–409 (50–100 cm).

n Spraying pressure —25–75 PSI (1.5–5 bar).

Note: Always double check your application rates.  
Tabulations are based on spraying water at 70°F (21°C). 

Optimum Spray Height

* Wide angle spray nozzle height is influenced by 
nozzle orientation. The critical factor is to achieve 
a minimum 30% overlap.

See pages 173–187 for drop size classification, 
useful formulas and information.

How to order:
Specify tip number. 

Examples:
 1/4TTJ04-VS –  Stainless Steel with  

VisiFlo® color-coding
 1/4TTJ06-VP –  Polymer with VisiFlo 

color-coding

Wide Angle Flat Fan Spray Nozzles

ENGLISH

BROADCAST NOZZLES

Spacing

Spray 
Height

Very  
Fine

Fine Medium Coarse Very 
Coarse

Extremely 
Coarse

CONTACT
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DRIFT
MANAGEMENT

— EXCELLENT EXCELLENT



E V E N S P R A Y  2 0 2 1  C A T A L O G U E

1  8 0 0  6 6 5  3 8 3 61  8 0 0  6 6 5  3 8 3 6 19

1 2 3 4 5 6 7 8 9 10 11 12 13

Colour Code

Black White Red Blue Green Yellow Brown Orange Gray Violet Lt. Blue Telemagenta Lt. Green

Caps

–01 to –08

TeeJet® Flat Spray Tips (Smaller Capacities)

Turbo TwinJet®

DG TeeJet®

AIXR TeeJet® 
-015 to -06

OC TeeJet®TurboTeeJet® 

XR 
–01 to –08

TP Standard 
–0067 to –08

TeeJet Flat Spray Tips (Larger Capacities)
TP Standard 
–10 to –20

XR 
–10 to –15

TJ60 TwinJet®

SJ3 StreamJet

DG TwinJet®AI Turbo TwinJet® 
-02 to -06

AIXR TeeJet® 
-08 to -10

AI TeeJet® and  
AIUB TeeJet®

Turbo TeeJet® Induction
-015 to -06

AI Turbo TwinJet® 
-08 to -15

Turbo TeeJet® Induction 
-08 to -10

Turbo TeeJet®  
-10 to -12

AI3070

 Turbo FloodJet® TK-VP FloodJet® TK-VS FloodJet®

Locating 
Nib

TK FloodJet® FL FullJet® TX/TXA ConeJet® TG Full Cone Hose Shank

Core

Seal

Disc Core

CP18999-EPR

Disc-Core 
(Insert Core into Seal)

D-Disc

Ceramic Disc-Core

Core

FOR USE WITH THESE SPRAY TIPSPRICE(B)PART
NUMBER

QUICK
TEEJET
CAPS

1.10

1.40

CP114440-*-CE

QJ25611-9PP

1.25QJ25609-*

1.25CP114442-*-CE

2.10CP114501-*-CE

2.05QJ98578-1NY

1.25QJ25599-*

1.25

1.40

CP114444-*-CE

CP114444-*-CE

QJ25607-9PP

1.25

1.30QJ26277-1

Ordering Information – Specify Colour Code When Ordering 

NOTE: Certain colours are non-stock.  Cap CP114501-*-CE stocked in white, light blue, Telemagenta, and light green only.
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Note: *Use with 4916 orifice

QJ19438EPR QJ18999EPR

45˚ 90˚Quick-Jet Adapter
Permits use of standard 1/8" and 1/4" nozzles. Can be 
used for mounting pressure gauge at the nozzle.
• 1/4" NPT female. 

Different cap configurations for shut-off function, right 
angle spray tip positioning, or split dual nozzle set-up.

PART DESCRIPTION PRICE (B)

QJ19438EPR Standard Gasket .75
QJ18999EPR Disc and Core Gasket* 1.60

PART DESCRIPTION PRICE (B)

QJ46761/4 With Gasket 3.50
QJ46761/4-45 45° - Without Gasket 6.65
QJ46761/4-90 90° - Without Gasket 6.65

PART DESCRIPTION PRICE (B)

114447-1-CELR Black Cap w/ Gasket 3.35
QJ90 Double Outlet w/ Gasket 6.65
QJ90-1 90° Outlet w/ Gasket 6.65

QJ90QJ19843

Tip Gaskets

QJ90-1

PART DESCRIPTION PRICE (B)

1322 Brass 1/4" 3.50
1336 Brass 1/8" 3.50
8028NY Nylon 1/4" 2.50

Male Nozzle Bodies

PART DESCRIPTION PRICE (B)

1321 Brass 1/4" 3.50
1335 Brass 1/8" 3.50
12094 Nylon 1/4" 2.45

Female Nozzle Bodies

Nozzle Cap 11/16" Threads
PART DESCRIPTION PRICE (B)

1325 Brass 2.15
8027NY-1 Nylon - Deep Cap 1.85
8027NY Nylon 1.45

Female Nozzle Adapters
PART DESCRIPTION PRICE (B)

46761/4 Brass 1/4" 4.40
46761/8 Brass 1/8" 4.40
46761/4NY Nylon 1/4" 3.60
46761/8NY Nylon 1/8" 3.60

Brass Nozzle Strainers
PART DESCRIPTION PRICE (B)

505350 50M 4.45
5053100 100M 4.45

Note: No check valve

Slotted Strainers
PART DESCRIPTION PRICE (B)

19845-50 Poly – 50 Mesh 2.30
451410 Brass – 50 Mesh 2.05
451410NY Nylon – 50 Mesh 1.95
451420 Brass – 25 Mesh 2.05
451432 Brass – 16 Mesh 2.05
451432NY Nylon – 16 Mesh 1.95

Nylon Hose Shanks
PART DESCRIPTION PRICE (B)

K8414 1/4” .65
K8438 3/8” .65
K8412 1/2” .70

Note: Use with nozzle caps

4193A Series Check Valves

PART DESCRIPTION PRICE (B)

4193A24PP Poly - 24 M 5.95
4193A50PP Poly - 50 M 5.95
4193A100PP Poly - 100 M 5.95
4193A200PP Poly - 200 M 5.95
4193A50 Brass - 50 M 7.45
4193A100 Brass - 100 M 7.45
4193A200 Brass - 200 M 7.45

• 5 PSI Standard
• 10 PSI Optional

Brass Tip Plug
PART DESCRIPTION PRICE (B)

3942 Brass Tip Plug .75

Round Clamp 
Sub Assemblies

PART DESCRIPTION PRICE (B)

111-1/2 1/2" 6.85
111-3/4 3/4" 6.85
111-1 1" 6.85
111-11/4 11/4" 11.45

Square Clamp 
Sub Assemblies
PART DESCRIPTION PRICE (B)

111-SQ1 1" 7.90
111-SQ11/4 11/4" 11.85
111-SQ11/2 11/2" 14.10

Nylon Swivels
PART DESCRIPTION PRICE (B)

86001/4T 1/4" Female Inlet 13.15
86002 1/4" Female Inlet 15.90

Poly Nozzle Strainers

Note: No check valve

PART DESCRIPTION PRICE (B)

8079-50 50M 1.80
8079-100 100M 1.80

CoreDisc

Discs and Cores
Use discs with core for hollow cone spray.
PART DESCRIPTION PRICE (B)

D*VP Poly Disc (Sizes 2-8) 1.50
D*SS SS Disc (Sizes 2-12) 2.10
#* Brass Core 4.05

Metering Orfice
PART DESCRIPTION PRICE (B)

4916-** Stainless 4.55

For detailed information on Metering 
Orifices, please refer to our spray tip 
section at front of catalogue.

Diaphragm Shut-Off
PART DESCRIPTION PRICE (B)

83601/4NY 1/4" Inlet,  
11/16” Outlet

25.45

Standard End Cap Sub-Assembly
PART DESCRIPTION PRICE (B)

21950-10 Standard 
10 PSI Sub 
Assembly

5.60

* Also avaliable in 2,8, 15 and 20 PSI

QJ Diaphragm EPDM
PART DESCRIPTION PRICE (B)

21953EPR Fits QJ17560, 
QJ360, 836

.70

21953VI Viton Diaphragm 2.20

Brass Swivel Outlet 
PART DESCRIPTION PRICE (B)

50001/4T ¼'' Female Inlet 
– Single Swivel

27.40

420221/4T ¼'' Female Inlet 
– Double Swivel

37.15

4220221/4T – While Quantities Last
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* Denotes regular stocked item.

4" Liquid Gauge
• 304 stainless steel case 
• Bronze tube 
• Brass stem and internals 
• White enameled aluminum dial face 
• Black enameled aluminum pointer 
• Acrylic window 
• Liquid filled 
• Built-in restrictor

21/2" Dry Gauge
• Plastic case (ABS) 
• 21/2" diameter 
• Bronze bourdon tube 
• Brass socket 
• Glass window 
• Metal pointer  
• Built-in restrictor  
• 1/4" NPTM bottom mount

21/2" Liquid Filled Gauge
• 21/2" diameter 
• Stainless steel case 
• Metal pointer  
• Liquid filled  
• Bronze bourdon tube 
• Brass socket 
• Glass window 
• Restrictor  
• 1/4" NPTM bottom mount

Rear Mount Liquid Gauge
• 21/2" diameter 
• Stainless steel case) 
• Metal pointer  
• Liquid filled  
• Bronze bourdon tube 
• Brass socket 
• Glass window 
• Restrictor  
• 1/4" NPTM bottom mount

PART DESCRIPTION PRICE (E)

PG4-030 30 PSI Liquid Gauge 4" 48.30
PG4-060* 60 PSI Liquid Gauge 4" 48.30
PG4-100* 100 PSI Liquid Gauge 4" 48.30
PG4-160* 160 PSI Liquid Gauge 4" 48.30
PG4-200 200 PSI Liquid Gauge 4" 48.30
PG4-300 300 PSI Liquid Gauge 4" 48.30
PG4-400 400 PSI Liquid Gauge 4" 48.30
PG4-600 600 PSI Liquid Gauge 4" 57.80
PG4-1000 1000 PSI Liquid Gauge 4" 57.80
PG4-1500 1500 PSI Liquid Gauge 4" 48.30
PG4-2000 2000 PSI Liquid Gauge 4" 57.90
PG4-3000 3000 PSI Liquid Gauge 4" 57.80
PG4-5000 5000 PSI Liquid Gauge 4" 57.80
PG4-6000 6000 PSI Liquid Gauge 4" 57.80
PG4-10000 10000 PSI Liquid Gauge 4" 48.30

PART DESCRIPTION PRICE (E)

PG4DRY-60 4” 60 PSI Dry Gauge 14.00
PG4DRY-100 4” 100 PSI Dry Gauge 14.00
PG4DRY-160 4” 160 PSI Dry Gauge 14.00

PART DESCRIPTION PRICE (E

PG25030 30 PSI 6.30
PG25060 60 PSI 6.30
PG25100 100 PSI 6.30
PG25160 160 PSI 6.30
PG25200 200 PSI 6.30
PG25300 300 PSI 6.30
PG25400 400 PSI 6.30
PG25600 600 PSI 6.30
PG251000 1000 PSI 6.30

PART DESCRIPTION PRICE (E)

PG0060 60 PSI 14.15
PG0100 100 PSI 14.15
PG0160 160 PSI 14.15
PG0300 300 PSI 14.15
PG0600 600 PSI 14.15
PG1000 1000 PSI 14.15
PG2000 2000 PSI 14.15
PG3000 3000 PSI 14.15
PG5000 5000 PSI 14.15
PG10000 10000 PSI 14.15

PART DESCRIPTION PRICE (E)

PG0060R 60 PSI 14.15
PG0160R 160 PSI 14.15

4” Dry Gauge
• Dual scale 
• Steel black painted case 
• Copper bourdon tube 
• 1/4" MPT brass mount 
• White aluminum face 
• Acrylic lens

PART DESCRIPTION PRICE (E)

PG4AM-060 60 PSI Dry Ammonia Gauge 29.55
PG4AM-160 160 PSI Dry Ammonia Gauge 29.55

4" Dry Ammonia
• 316 Stainless steel movement 
• 316 Stainless steel bourdon tube 
• White aluminum dial 
• Acrylic window 
• Enameled steel case 
• Stainless steel 1/4 MPT connection 
• Stainless steel wetted parts

Pressure Gauge Hose
PART DESCRIPTION PRICE/FT. (F)

1/8TUBING 1/8" .50
PART DESCRIPTION PRICE (E)

1182 1/8” X 1/8” Gauge Tube Union 6.80

1/8” Nylon Gauge Tube Union

Other pressure ranges available by special order; please inquire.

PART DESCRIPTION PRICE (E)

PGSS0060 2½” 60 PSI All Stainless 53.55
PGSS0100 2½” 100 PSI All Stainless 53.55
PG4-060-SS 4” 60 PSI All Stainless 99.25
PG4-100-SS 4” 100 PSI All Stainless 99.25
PG4-160-SS 4” 160 PSI All Stainless 99.25

2 ½” & 4” All Stainless Liquid Gauges
Designed for use with any medium not corrosive to 
stainless steel. Liquid-filled for reduced shock and 
needle vibration.
• 304 stainless steel case 
• 316 stainless steel Bourdon tube 
• All wetted parts stainless steel 
• ¼” MPT 316 stainless steel mount 
• White aluminum face 
• Polycarbonate lens 
• Single scale face plate in PSI only

Gauges
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QJ Adapter
• Converts standard nozzle body to Quick TeeJet.
• Comes complete with gasket.

Female

Single

Double

QJ100 Series Nozzle Bodies – No Check Valve
PART DESCRIPTION PRICE (B)

QJ18635-3/8 3/8” Hose Barb – Elbow 6.00
QJ18638-1/2 ½” Hose Barb – Elbow 6.00
QJ18719-3/4 ¾” Hose Barb – Elbow 6.00
QJ18636-3/8 3/8” Hose Barb – Tee 6.00
QJ18639-1/2 ½” Hose Barb – Tee 6.00
QJ18720-3/4 ¾” Hose Barb – Tee 6.00
QJ18637-3/8 3/8” Hose Barb – Triple 6.00
QJ18640-1/2 ½” Hose Barb – Triple 6.00
QJ18721-3/4 ¾” Hose Barb – Triple 6.00

Diaphragm Check Valve

PART DESCRIPTION PRICE (B)

QJ19349-3/8 3/8” Hose Barb – Elbow 14.85
QJ19349-1/2 ½” Hose Barb – Elbow 14.85
QJ19349-3/4 ¾” Hose Barb – Elbow 14.85
QJ19350-3/8 3/8” Hose Barb – Tee 14.85
QJ19350-1/2 ½” Hose Barb – Tee 14.85
QJ19350-3/4 ¾” Hose Barb – Tee 14.85
QJ19351-3/8 3/8” Hose Barb – Triple 14.85
QJ19351-1/2 ½” Hose Barb – Triple 14.85
QJ19351-3/4 ¾” Hose Barb – Triple 14.85

QJ200 Series Nozzle Bodies w/ Check Valve

QJ Nozzle Bodies

PART DESCRIPTION PRICE (B)

QJTNYB 11/16” Female Cap Thread x QJ 7.65

QJ Swivels
PART DESCRIPTION PRICE (B)

QJ86001/4NY Single Swivel – ¼” FNPT x QJ 10.95
QJ86002NY Double Swivel – ¼” FNPT x QJ 13.15

45º QJ Nozzle Body
PART DESCRIPTION PRICE (B)

QJ226741/4 ¼” Male NPT x QJ 4.30

Square Vari-Spacing Boom Clamps
PART DESCRIPTION PRICE (B)

QJ111SQ-3/4 ¾” Clamp 4.05
QJ111SQ-1 1” Clamp 4.05
QJ111SQ-11/4 1 ¼” Clamp 4.05
QJ111SQ-11/2 1 ½” Clamp 4.05
QJ111SQ-3/4SS ¾” Clamp – Stainless* 8.85
QJ111SQ-1SS 1” Clamp – Stainless* 8.85
QJ111SQ-11/4SS 1 ¼” Clamp – Stainless* 8.85
QJ111SQ-11/2SS 1 ½” Clamp – Stainless* 8.85

*NOTE: Stainless Steel clamps are special order.

Round Vari-Spacing Clamps
PART DESCRIPTION PRICE (B)

QJ111-1/2 ½” Clamp 4.05
QJ111-3/4 ¾” Clamp 4.05
QJ111-1 1” Clamp 4.05
QJ111-11/4 1 ¼” Clamp 4.05

Round High Clearance ¾” Vari-Spacing Clamp

PART DESCRIPTION PRICE (B)

QJ111HP3/4 ¾” Clamp – High Clearance 15.45

PART DESCRIPTION PRICE (B)

QJ22251-311-3/8 3/8” Hose Barb – Elbow 12.25
QJ22251-311-1/2 ½” Hose Barb – Elbow 12.25
QJ22251-311-3/4 ¾” Hose Barb – Elbow 12.25
QJ22252-312-3/8 3/8” Hose Barb – Tee 12.25
QJ22252-312-1/2 ½” Hose Barb – Tee 12.25
QJ22252-312-3/4 ¾” Hose Barb – Elbow 12.25

QJ222 Series Diaphragm Nozzle Bodies

PART DESCRIPTION PRICE (B)

QJ8360-1/4 ¼” Male NPT x QJ 7.50
QJT8360 11/16” Female Cap Thread x QJ 8.15

PART DESCRIPTION PRICE (B)

QJ1/4T ¼” Female NPT x QJ 4.20
QJ1/4TT ¼” Male NPT x QJ 4.20

• Used with systems utilizing ¼” semi-rigid low 
density poly tubing.

• Cap and body combination.
• 10 PSI (0.69 bar) check valve.
• Different configurations available; please call 

for more information.

Push To Connect QJ Body & Cap w/ Check Valve

PART DESCRIPTION PRICE (B)

QJ98595-1/4-10 Body / Cap combination 25.80

Male
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Triple Nozzle Wet Boom Bodies
PART DESCRIPTION PRICE (B)

QJ24216-1/2 ½” Boom Triple Nozzle 31.00
QJ24216-3/4 ¾”  Boom Triple Nozzle 31.00
QJ24216-1 1” Boom Triple Nozzle 31.00

QJ17560 Series Nozzle Bodies w/ Check Valve
• Requires 10 PSI to open check valve, 300 PSI max.
• EPDM diaphragm.
• ½” and ¾” include hole in upper clamp for mounting to 

flat surfaces (drill 3/8” hole to mount).

QJ 370 Series Compact Wet Boom Nozzle Bodies
• New compact, high flow body style.
• Wet boom to fit ¾” or 1” pipe.

PART DESCRIPTION PRICE (B)

QJ17560-1/2 ½” Boom Nozzle Body 6.50
QJ17560-3/4 ¾” Boom Nozzle Body 6.50
QJ17560-1 1” Boom Nozzle Body 6.50

PART DESCRIPTION PRICE (B)

QJ7421-1/2 ½” Boom Nozzle Body 6.25
QJ7421-3/4 ¾” Boom Nozzle Body 6.25
QJ7421-1 1” Boom Nozzle Body 6.25

QJ7421 Series Nozzle Bodies – No Check Valve

Triple Nozzle Dry Boom Bodies w/ Check Valve
PART DESCRIPTION PRICE (B)

QJ242302-1/2 ½” Hose Barb – Tee 31.85
QJ242302-3/4 ¾” Hose Barb – Tee 31.85
QJ242301-1/2 ½” Hose Barb - Elbow 31.85
QJ242301-3/4 ¾” Hose Barb - Elbow 31.85

PART DESCRIPTION PRICE (B)

QJ373-3/4-NYB ¾” – 3 Nozzle 20.80
QJ373-1-NYB 1” – 3 Nozzle 20.80
QJ375-3/4-NYB ¾” – 5 Nozzle 20.80
QJ375-1-NYB 1” – 5 Nozzle 20.80

PART DESCRIPTION PRICE (B)

QJ363-3/4 ¾” – 3 Nozzle 22.55
QJ363-1 1” – 3 Nozzle 22.55
QJ364-3/4 ¾” – 4 Nozzle 22.55
QJ364-1 1” – 4 Nozzle 22.55
QJ365-3/4 ¾” – 5 Nozzle 22.55
QJ365-1 1” – 5 Nozzle 22.55

QJ 360 Series Wet Boom Nozzle Bodies
• Wet boom to fit ¾” or 1” pipe.

QJS Series Multiple Outlet Nozzle Bodies
The QJS nozzle body utilizes a modular design that allows 
for highly customized solutions to best fit your sprayer and 
spraying application needs. Choose the boom size, inlet 
position, outlet arrangement and tip shutoff mechanism that 
works best. 
• Multiple-outlet, stackable nozzle body is ideal for 

mounted, trailed and self-propelled sprayers.
• Wet boom configuration offered with choice of bottom or 

side inlet in five different boom diameters (½", ¾", 1", 
20mm and 25mm); dry boom version also available in 
three sizes (½", ¾", 1"). Wetted parts are nylon and Viton.

• Can be equipped with any combination of TeeJet 
ChemSaver® tip shutoffs including pneumatic, electric, 
manual or spring-loaded check valve. 

• Choose from one to four outlets in a variety of 
configurations. CALL US FOR ORDERING OPTIONS!

PART DESCRIPTION PRICE (B)

Three Nozzle Series
QJ363-1/2-1-NYB ½” Elbow – 3 Nozzle 26.25
QJ363-1/2-2-NYB ½” Tee – 3 Nozzle 26.95
QJ363-3/4-1-NYB ¾” Elbow – 3 Nozzle 26.25
QJ363-3/4-2-NYB ¾”  Tee – 3 Nozzle 26.95
QJ363-1-1-NYB 1” Elbow – 3 Nozzle 26.25
QJ363-1-2-NYB 1” Tee – 3 Nozzle 26.95
Five Nozzle Series
QJ365-1/2-1-NYB ½” Elbow – 5 Nozzle 26.25
QJ365-1/2-2-NYB ½” Tee – 5 Nozzle 26.95
QJ365-3/4-1-NYB ¾” Elbow – 5 Nozzle 26.25
QJ365-3/4-2-NYB ¾”  Tee – 5 Nozzle 26.95
QJ365-1-1-NYB 1” Elbow – 5 Nozzle 26.25
QJ365-1-2-NYB 1” Tee – 5 Nozzle 26.95

QJ 360 Series Dry Boom Nozzle Bodies
• Dry boom to fit ½”, ¾”, or 1” ID hose.

PART DESCRIPTION PRICE (B)

Three Nozzle Series
QJ373-500-1NYB ½” Elbow – 3 Nozzle 24.55
QJ373-500-2NYB ½” Tee – 3 Nozzle 25.25
QJ373-750-1NYB ¾” Elbow – 3 Nozzle 24.55
QJ373-750-2NYB ¾”  Tee – 3 Nozzle 25.25
QJ373-1000-1NYB 1” Elbow – 3 Nozzle 24.55
QJ373-1000-2NYB 1” Tee – 3 Nozzle 25.25
Five Nozzle Series
QJ375-500-1NYB ½” Elbow – 5 Nozzle 24.55
QJ375-500-2NYB ½” Tee – 5 Nozzle 25.25
QJ375-750-1NYB ¾” Elbow – 5 Nozzle 24.55
QJ375-750-2NYB ¾”  Tee – 5 Nozzle 25.25
QJ375-1000-1NYB 1” Elbow – 5 Nozzle 24.55
QJ375-1000-2NYB 1” Tee – 5 Nozzle 25.25

QJ 370 Series Compact Dry Boom Compact Nozzle 
Bodies
• New compact, high flow body style.
• Dry boom to fit ½”, ¾” or 1” ID hose.

Sample image 
only; final product 
configuration may vary.

NEW!
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1. Choose either the 5-section or 3-section 744E Controller Console
2. Choose the corresponding 5-section or 3-section Valve Manifold
3. Choose your Inlet Fittings (2 required for manifold set-up) 

4. Choose your Outlet Fittings (3 or 5 required depending on manifold)
5. Choose your Bypass Fittings (2 required for manifold set-up)
6. Optionally choose the Chemical Isolator Kit

The TeeJet Technologies 744E Sprayer Controller is perfect for converting 
hitched sprayers and small-size trailer sprayers from manual valves to electric 
ball valves. The 744E is available as a complete kit equipped with a back-lit 
pressure gauge, active boom section LED indicator, and cable kit. 

The 430 Ball Valve Manifold (ordered separately) is an ideal match for the 744E 
and is available with a wide variety of inlet and outlet fittings to work perfectly 
with your sprayer.

TEEJET 744E 
WITH 430 MANIFOLD 
SPRAYER CONTROL SYSTEM 
 
The TeeJet Technologies 744E Sprayer Controller is perfect for 
converting hitched sprayers and small-size trailer sprayers from 
manual valves to electric ball valves.  The 744E is available as a 
complete kit equipped with a back-lit pressure gauge, active 
boom section LED indicator, and cable kit.   
 

The 430 Ball Valve Manifold (ordered separately) is an ideal 
match for the 744E and is available with a wide variety of inlet 
and outlet fittings to work perfectly with your sprayer. 

 
FEATURES: 
 

• Choice of 3- or 5- switch 744E Controller 
• Compatible with 430 Manifold, including Regulating Valve, 

3-Way Ball Valves, Pressure Relief Valve and Strainer 
• Back-lit pressure gauge for easy viewing in low light conditions 
• Dual scale, 100 PSI (7 bar) pressure gauge 
• LED indication of active boom sections 

• Kit includes harness for TeeJet 430 Ball Valve 

 
744E Console Kits 
• Available in 3 and 5 switch models 
• 430 DIN Harness with battery connection 
• Valves and fittings sold separately 
 

PART DESCRIPTION PRICE(H) 

90-50255 744E Console w/ 5-Section configuration 749.65 
90-50254 744E Console w/ 3-Section configuration 663.95 

 
 

 
5-Section Controller Console (90-50255) shown 
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The TeeJet Technologies 744E Sprayer Controller is perfect for 
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manual valves to electric ball valves.  The 744E is available as a 
complete kit equipped with a back-lit pressure gauge, active 
boom section LED indicator, and cable kit.   
 

The 430 Ball Valve Manifold (ordered separately) is an ideal 
match for the 744E and is available with a wide variety of inlet 
and outlet fittings to work perfectly with your sprayer. 

 
FEATURES: 
 

• Choice of 3- or 5- switch 744E Controller 
• Compatible with 430 Manifold, including Regulating Valve, 

3-Way Ball Valves, Pressure Relief Valve and Strainer 
• Back-lit pressure gauge for easy viewing in low light conditions 
• Dual scale, 100 PSI (7 bar) pressure gauge 
• LED indication of active boom sections 

• Kit includes harness for TeeJet 430 Ball Valve 

 
744E Console Kits 
• Available in 3 and 5 switch models 
• 430 DIN Harness with battery connection 
• Valves and fittings sold separately 
 

PART DESCRIPTION PRICE(H) 

90-50255 744E Console w/ 5-Section configuration 749.65 
90-50254 744E Console w/ 3-Section configuration 663.95 

 
 

 
5-Section Controller Console (90-50255) shown 

 
 

TEEJET 744E 
WITH 430 MANIFOLD 
SPRAYER CONTROL SYSTEM 
 
The TeeJet Technologies 744E Sprayer Controller is perfect for 
converting hitched sprayers and small-size trailer sprayers from 
manual valves to electric ball valves.  The 744E is available as a 
complete kit equipped with a back-lit pressure gauge, active 
boom section LED indicator, and cable kit.   
 

The 430 Ball Valve Manifold (ordered separately) is an ideal 
match for the 744E and is available with a wide variety of inlet 
and outlet fittings to work perfectly with your sprayer. 

 
FEATURES: 
 

• Choice of 3- or 5- switch 744E Controller 
• Compatible with 430 Manifold, including Regulating Valve, 

3-Way Ball Valves, Pressure Relief Valve and Strainer 
• Back-lit pressure gauge for easy viewing in low light conditions 
• Dual scale, 100 PSI (7 bar) pressure gauge 
• LED indication of active boom sections 

• Kit includes harness for TeeJet 430 Ball Valve 

 
744E Console Kits 
• Available in 3 and 5 switch models 
• 430 DIN Harness with battery connection 
• Valves and fittings sold separately 
 

PART DESCRIPTION PRICE(H) 

90-50255 744E Console w/ 5-Section configuration 749.65 
90-50254 744E Console w/ 3-Section configuration 663.95 

 
 

 
5-Section Controller Console (90-50255) shown 

 
 

Features:
• Choice of 3- or 5- switch 744E Controller
• Compatible with 430 Manifold, including Regulating Valve,  

3-Way Ball Valves, Pressure Relief Valve and Strainer
• Back-lit pressure gauge for easy viewing in low light conditions
• Dual scale, 100 PSI (7 bar) pressure gauge
• LED indication of active boom sections
• Kit includes harness for TeeJet 430 Ball Valve

744E Console Kits
• Available in 3 and 5 switch models
• 430 DIN Harness with battery connection
• Valves and fittings sold separately

PART DESCRIPTION PRICE (B)

90-50255 744E Console w/ 5-Section configuration 1001.10
90-50254 744E Console w/ 3-Section configuration 863.50

PART DESCRIPTION PRICE (B)

98600-B-435EC-2 430 Series 2-Way, 5-Section Valve Manifold 2207.80
98600-B-433EC-2 430 Series 2-Way, 3-Section Valve Manifold 1619.35

5-Section Controller Console (90-50255) shown

How To Order A Complete 744E Series Controller with 430 Series Manifold System:

3-Section 430 Series Valve Manifold (98600-B-433EC-2) shown

TeeJet 430 Series Valve Manifolds
• Available in 3 and 5 Section models
• All valve manifolds include regulating valve (1 RPM), section valves, relief valve, 

and strainer.
• Inlet, Outlet, and Bypass Flow fittings sold separately.

TeeJet 430 Series Valve Manifold Fittings

Inlet Fittings (2 Required)
PART DESCRIPTION PRICE(B)

58456-3/4 ¾  Female NPT Quick Connect Kit  25.80
58456-1 1” Female NPT Quick Connect Kit  25.80
58456-1/4 ¼" Female NPT Gauge Port Large QC Kit 25.80
58456-C Large Quick Connect Cap Kit 25.80
58456-1000 1" Straight Hose Barb Large QC Kit 25.80
58456-1-1/4 1 ¼” Female NPT Quick Connect Kit 25.80

NOTE: “58456” Series Fittings also available in 1 ¼" & 1 ½" FNPT and  
1 ¼", 1 ½", & 2" Hose Barb

Outlet Fittings (3 or 5 Required)
PART DESCRIPTION PRICE(B)

45529-1/2 ½" Straight Hose Barb Quick Connect Kit 13.35
45529-3/4 ¾" Straight Hose Barb Quick Connect Kit 13.35
45529-1 1" Straight Hose Barb Quick Connect Kit  13.35
45529-90-1/2 ½" 90˚ Hose Barb Quick Connect Kit  13.35
45529-90-3/4 ¾" 90˚ Hose Barb Quick Connect Kit 13.35
45529-90-1 1" 90˚ Hose Barb Quick Connect Kit 13.35

Bypass Flow Fittings (2 Required*)
PART DESCRIPTION PRICE(B)

45529P Quick Connect Plug 13.35
45529-90-1 1" 90˚ Quick Connect Kit 13.35
45529-1 1" Quick Connect Kit  13.35

NOTE: *MUST order plug (1) and hose barb (1) when using Flow Back or 
3-Way section valves

Optional Components
PART DESCRIPTION PRICE(E)

2300 Chemical Isolator Kit 103.75
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Mid-Tech 744 Control Box
• Kit comes complete with control box, all hardware, 

244 Regulator, Liquid Gauge, and three 144A valves.
• Control box features lighted pressure gauge for night 

use and heavy-duty switches with LED indicators.
Replacement Wire Harness

• Use with 734/744 controller.

Note: *Not shown

Power  
Supply Cable

Extension 
Cable

PART DESCRIPTION PRICE (F)

45-20100 Power Cable 50.15
45-20091 Extension Cable 8' 71.95
45-20079 Extension Cable 15' 123.45
45-20090 Box to Valves Cable 8' 70.10
45-20089 Box to Valves Cable 15' 125.25
45-20088 Box to Valves Cable 18' 240.20

PART DESCRIPTION PRICE

90-50163 Complete Spray Control Kit w/ 
144A valves.

738.00(H)

PARTS
51-20008 Liquid Gauge – 100 PSI 14.15(E)
75-50033 Console only 358.70(H)
90-50149 Console, Bracket, Wires 413.95(H)

Aluminum Selector Valve
For manual selective control of 3-section boom 
sprayers at pressures up to 300 PSI.
• 1" Female NPT inlet and three ¾" Female NPT 

outlets along with a ¼" FNPT gauge port.
• ¾" FNPT side connection for by-pass and pressure 

relief valve or for spray gun connection.
• Aluminum construction with stainless steel and 

plastic internal parts for maximum corrosion 
resistance.

PART DESCRIPTION PRICE (B)

17Y Selector Valve 195.40
AB17 Repair Kit for 17Y Valve 55.70

The compact Matrix 430 is an easy to use, low cost, graphical guidance system ideal for first-time 
users. The full-colour touchscreen display allows the operator to efficiently navigate fields with 
minimal skips and overlaps in coverage.

Matrix 430 Features and Benefits:
• High-contrast, full-colour, 4.3 inch (110 mm) graphic touchscreen display provides superior visibility 

in bright light conditions.
• High-Quality, internal GPS/GLONASS engine with ClearPath technology that enhances GNSS 

performance in areas where reception is poor or in regions where SBAS differential correction is not 
readily available.

• Optional RXA-30 antenna provides improved reception and noise rejection for situations where GNSS 
signals may be weak or partially obstructed.

• Minimal setup needed before operating.
• Guidance modes include: Straight AB, Curved AB, Circle Pivot, and Last Pass.
• Return-to-point feature allows operator to easily resume jobs or mark field hazards.
• Border function allows for easy and precise measurement of field area.
• Applied alert provides operator with audible alarm when entering into previously applied areas.
• Simple reporting function provides coverage reports in .KML or .PDF format downloaded via USB port.

How To Order – Choose 430 Package with either the Patch or the RXA-30 Antenna
PART DESCRIPTION PRICE(H)

GD430-GLO-P-L Matrix 430 Kit – includes Console, GPS Patch Antenna, and US lighter 
power cable. 2047.55

GD430-GLO-R30-L Matrix 430 Kit – includes Console, RXA-30 Antenna, and US lighter power 
cable. 2576.00

Accessories for Matrix 430
PART DESCRIPTION PRICE(H)

CG430-GLO Console, Matrix 430, GLONASS 1702.10
45-05645 Cable, Power, US Lighter Adapter 145.60
78-50190 Antenna, GPS Patch L1 with GLONASS 278.35
90-02720 Kit, RXA-30 Antenna with 20 ft (6 meter) Cable 775.20
90-02721 Kit, RXA-30 Antenna with 30 ft (9 meter) Cable 834.05

www.teejet.com

The compact Matrix 430 is an easy to use, low cost, graphical guidance system ideal 
for first-time users. The full-color, touchscreen display allows the operator to efficiently 
navigate fields with minimal skips and overlaps in coverage. 

Matrix 430 Features and Bene�ts
• Versatile GNSS guidance in a compact, portable package

• High-contrast, full-color, 4.3 in / 110 mm graphic touchscreen display provides 
superior visibility in bright light conditions 

• Full time, on screen numeric display of cross-track error with user selectable 
display of two additional parameters including: worked area, worked time and 
ground speed

• High-quality, internal GPS/GLONASS engine with ClearPath technology that 
enhances GNSS performance in areas where reception is poor or in regions 
where SBAS differential correction is not readily available

• Optional RXA-30 antenna provides improved reception and noise rejection for 
situations where GNSS signals may be weak or partially obstructed

• Minimal setup needed before operating

• Guidance modes include:  Straight AB, Curved AB, Circle Pivot, and Last Pass

• Return-to-point feature allows operator to easily resume jobs or mark field hazards

• Boundary function allows for easy and precise measurement of field area

• Implement ON/OFF status can be manually activated on screen for single or 
multiple sections or for single section only with status detect wire

• Applied alert provides operator with audible alarm when entering into previously 
applied areas 

• Area counter measures and displays applied area throughout application

• Elapsed time counter measures amount of time spent on current job

• Simple reporting function provides coverage reports in .KML or .PDF format 
downloaded via USB port

M AT R I X  4 3 0  C O N S O L E

R X A - 3 0  A N T E N N A

PAT C H  A N T E N N A

MATRIX®  430
GUIDANCE.  SIMPLIFIED.
ACCURACY

Correction
Type

Pass-to-Pass
Accuracy

Year-to-Year 
Repeatability

Autonomous +/- 12-18 in / 30-45 cm +/- 3 ft / 1m

SBAS +/- 6-10 in / 15-25 cm
*Also Referred to as Sub-Meter

+/- 3 ft / 1m

RXA-30 ANTENNA

PATCH ANTENNA

Technologies
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Banjo 3" On/Off Valve
• Female NPT or Manifold style.
• Stainless steel hardware.
• Fiberglass reinforced polypropylene.
• Glass reinforced PTFE seats.
• FKM (Viton type) or EPDM O-rings.
• 12-Volt DC operated.
• 100 PSI maximum pressure @ 70ºF.
• Internally fused/automatic reset.

450 Series Manifold Shut-Off Valve
• 2-Way manifold-style shut-off valve w/ 

1” Female NPT outlet port.
• 0.7 Second shut-off.  Flying leads.
• Sold in 1, 3, and 5 gang configurations.

PART DESCRIPTION PRICE (C)

EV300FP 3" FNPT, 12 Volt, 
3 Sec., 3 Wire

2792.95

MEV300CF 3" Manifold, 12 
V, 3 Sec., 3 Wire

2792.95

PART DESCRIPTION PRICE (B)

451BEC-24-C 1 Manifold Valve 457.10
453BEC-24-C 3 Manifold Valve 1428.35
455BEC-24-C 5 Manifold Valve 2357.35

Banjo 12 V Valve 

• 4 second delay.
PART DESCRIPTION PRICE (C)

EV075 3/4" 662.00
EV100FP 1" 662.00
EV125 11/4" 662.00

Banjo 12 V Valve

• 4 second delay.

2"

PART DESCRIPTION PRICE (C)

EV150 11/2" 970.35
EV204FP 2" - Full Port 1024.25

• Stainless steel spring. 
• 1/4" blind port for pressure gauge to  
 be drilled by customer. 
• Up to 150 PSI.
PART DESCRIPTION PRICE (B)

23120-1/2 1/2" 51.60
23120-3/4 3/4" 51.60
AB23120 Repair Kit 26.45

244 Regulator

• 100 PSI max., 28 GPM (5 PSI drop). 
• 3/4" inlet/outlet. 
• 0.15 amp draw. 
• 2 wire lead for 12 V.
PART DESCRIPTION PRICE (B)

2443/4 Regulator 228.15

2-Way Valves

PART DESCRIPTION PRICE (B)

344BEC23-3/4 3/4", 2 Sec. 
Shut-off

445.85

344BEC24-1 1", 2 Sec. 
Shut-off

445.85

344BR2401C 1", 18 Sec. 
Shut-off

458.20

AB344AE Repair Kit 84.75

3-Way Valves

• 2 second delay.

PART DESCRIPTION PRICE (B)

344BEC3-1 1" 545.60
AB344AE Repair Kit 84.75

• Stainless steel springs. 
• 56 GPM max. (1/2" model), 70 GPM 
 max. (3/4" model) 
• 50-300 PSI. 
• Diaphragm operation.

PART DESCRIPTION PRICE (B)

84601/2300 1/2" - 300 PSI 98.25
84603/4300 3/4" - 300 PSI 98.25
84601/250 1/2" - 50 PSI 98.25
84603/450 3/4" - 50 PSI 98.25
AB8460 Repair Kit 35.50

110 Relief Valves

• 1/4" or 3/8". 
• 1000 PSI max.

PART DESCRIPTION PRICE (B)

1101/450 1/4", 50 PSI 83.60
1101/4300 1/4", 300 PSI 83.60
1101/4700 1/4", 700 PSI 83.60
1103/8300 3/8", 300 PSI 83.60
1103/8700 3/8", 300-700 PSI 83.60
1103/81000 1000 PSI 89.45

110 Series Aluminum Valves

• Brass available on request. 
• 150 PSI max.
PART DESCRIPTION PRICE (B)

110-1AL 1" 237.55
110-11/4AL 11/4" 257.45
110-11/2AL 11/2" 257.45

6815 Relief Valves

• Up to 1200 PSI. 
• Hardened SS seats available.
PART DESCRIPTION PRICE (B)

68151/250 1/2", 50 PSI 111.05
68151/2300 1/2", 300 PSI 111.05
68151/2700 1/2", 700 PSI 111.05
68151/21200HS 1/2", 1200 PSI 228.80
68153/450 3/4", 50 PSI 111.05
68153/4300 3/4", 300 PSI 111.05
68153/4700 3/4", 700 PSI 111.05
68153/41200HS 3/4", 1200 PSI 228.80
AB6815300 300 PSI Repair Kit 24.85

Diaphragm 
Relief Valves

Poly Relief Valves

FNPT model 
shown
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144P Series Valve
• 100 PSI max., 10 GPM (5 PSI drop). 
• Viton diaphragms. 
• No stroke adjustment required. 
• SS armature and armature stop. 
• 3/4" inlet, 1/2" outlet. 
• 2.5 amp draw.

BANJO Mini Electric Ball Valves
• Two styles – Female NPT and mini manifold
• 12 Volt DC
• Response time: 1/3 second from open to close
• Fibreglass reinforced polypropylene ball
• TFM seats
• EDPM seals
• Maximum pressure: 200 PSI @ 70ºF (21.1ºC)
• Stationary current draw: less than 0.04 amps
• Rotating current draw: less than 0.40 amps
• Stall current: 0.75 amps
• Standard 3 wire configuration
• Integrated mounting slot

344 Series 12V Pressure Regulating Valve
• 1” FNPT Inlet / Outlet.
• 6 Second; 27 RPM.
• Wetted parts are Nylon, Polypropylene, stainless 

steel, Teflon®, and Viton®.

144A Series Valves
• Poly body with EPDM diaphragm. 
• Coil serviced without removal of valve. 
• 100 PSI max., 10 GPM (5 PSI drop). 
• 2.5 amp draw. 
• 3/4" inlet, 1/2" outlet.

144A1 3-Way Valve
• 0-65 PSI., 8 GPM (5 PSI drop). 
• Coil changer without removing valve. 
• EPDM seat washer and diaphragm.

LEV038 shown

Banjo Mini Female NPT 12V Electrical Ball Valves

NOTE: Other regulating valves available; please call.

Banjo Mini Manifold 12V Electrical Ball Valve

145 Series Valve
• Fiberglass reinforced body. 
• 100 PSI max., 15 GPM (5 PSI drop). 
• 2.9 amp draw. 
• 1" inlet/outlet.

PART DESCRIPTION PRICE (B)

144 A1 Valve 228.30
144 A2 2 Gang 462.50
144 A3 3 Gang 696.70
AB144A1 Repair Kit 5/8" Hole 43.15

PART DESCRIPTION PRICE (B)

35-02099 Pressure Regulating Valve 342.90

PART DESCRIPTION PRICE (B)

144P1 Solenoid Valve 314.65

PART DESCRIPTION PRICE (B)

144A13 3-Way Valve 310.65
AB144A13 Repair Kit 49.55

PART DESCRIPTION PRICE (C)

LEV038
3/8" Full Port Valve –  
3/8" FNPT ports, 3/8" 
opening through ball

251.85

LEV050
1/2" Full Port Valve –  
1/2" FNPT ports, 15/32"  
opening through ball

251.85

PART DESCRIPTION PRICE (C)

MLEV100
1" Electric Valve –  
1" Manifold ports,  
1/2" opening through ball

268.75

PART DESCRIPTION PRICE (B)

145H1 1" x 1" 522.70
AB145H Repair Kit 77.70
AB145HVI Viton Kit 111.35

430 Series 2-Way Valves
• Durable – all metal gears provide long wear life;  
 stainless steel stem and ball resist corrosion 
• Economical – reliable performance at a reasonable cost 
• Flow Rate: 11.7 gpm @ 5 psi; 16.5 gpm @ 10 psi  
 pressure drop

CALL US OR SEE PARTS SECTION IN CATALOGUE 
FOR PRICING AND ORDERING INFORMATION

Also available in John Guest® Push Lock 
connections and square lug spray tip adapter. 
Call for more information.
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Electric Sprayer Pressure Regulator
The Model 1560 and 1541 electric pressure regulators  
are equipped with a precision high torque motor and  
gear reduction, and high strength valve body for  
heavy-duty service. Chemical resistant glass-filled  
nylon body has stainless steel motor shaft and butterfly, 
and Viton seal. Low current draw, 50 MA at 12 volt. 
Maximum recommended pressure is 150 PSI. Speed at  
12 volt = 1 RPM, at 6 volt = .5 RPM.

Model 1560: 3/4" NPT with 3/4" orifice and close-tolerance 
butterfly for use as either bypass regulator or throttling 
valve. Use for flow rates up to 50 GPM.

Model 1541: 1" NPT with 1" orifice. Use for flow rates 
from 15 to 100 GPM.
PART DESCRIPTION PRICE (E)

1560A 3/4" - Up to 50 GPM 178.60
1541A 1" - 15 to 100 GPM 205.00

Chemical Isolator Kit
Chemical isolator kit keeps chemicals from 
entering tractor or truck cab for added operator 
safety. Dampens and protects pressure gauge 
from corrosive chemicals. Large capacity assures 
accurate pressure reading. Maximum operating 
pressure, 150 PSI (1000 kPa). Pre-filled at the 
factory with non-toxic RV antifreeze. 

2300 chemical isolator kit complete with mounting 
bracket and fittings for both 1/8" and 1/4" tubing. 
Packed in clam shell display package.

PART DESCRIPTION PRICE (E)

2300 Kit 103.75

2100C Series 12-Volt Electric Shut-Off Valve
The 2100C boom shut-off valves feature a ¾” FNPT 
inlet, ¾” MNPT bypass outlet, and ½” FNPT boom 
outlet.   The epoxy-encapsulated coil draws 2.0 amps 
at 12 volts.  Wetted parts are made of 430 stainless 
steel and chemical resistant glass-filled nylon body.   
Equipped with Viton seat and seal.  Can be “ganged” 
together by simply screwing one into another.
The 2100C Series valves operate at a maximum  
125 PSI and 0 to 10 GPM (only 7 PSI drop @  
10 GPM).

PART DESCRIPTION PRICE (E)

2100C-1 Solenoid Shut-Off Valve, Single 157.60

3-Way Solenoid Valve
The 2204 3-way 12-volt DC solenoid valve has a  
¼" female NPT inlet and two ¼" female NPT outlets. 
The valve housing is made of glass-filled nylon  
and the wetted metal parts are made of 304 and  
430 stainless steel. Viton seals and O-rings  
are standard. The weather resistant coil is totally 
epoxy-encapsulated.   

Ideal for foam markers to control both air and  
liquid – 0.105 diameter orifice, 0.22 CV rating, ½ 
GPM (1.9 LPM), 40 PSI (275 kPa), 12-Volt DC, 0.85 
amps.

PART DESCRIPTION PRICE (E)

2204A 3-Way Solenoid Valve 121.35

2200 Series Solenoid Valves
Series 2200 12-Volt DC solenoid valves have 1/4" NPT 
female inlet and outlet. The valve housing is made 
of glass filled nylon and the wetted metal parts of 
304 and 430 stainless steel. Viton seals and O-rings 
are standard. Coils are totally epoxy encapsulated 
with 1/4 male spade or Weather Pack sealed electrical 
connections. These direct operating valves can be 
used for foam and dye markers, small sprayers, 
boom end nozzles, chemical injection systems, 
individual nozzle shut-offs, etc.

PART DESCRIPTION PRICE (E)

2203A 1/4" NPT, 1/2 GPM, 175 PSI 101.90

1999A Series Electric Shut-off Valve
Series 1999A 12 volt DC electric boom shut-off valves 
have 1" NPT female inlet, 1" male bypass outlet, 
and 3/4" NPT female boom line outlet for high volume 
applications at minimum pressure loss (pressure drop 
is only 5 PSI at 15 GPM). Current draw of only 1.1 amp 
per valve. Chemical resistant glass-filled nylon body 
with Viton diaphragm and seals. Maximum operating 
pressure is 175 PSI. For multiple valve units, simply 
screw one valve to another. 

PART DESCRIPTION PRICE (E)

1999A1 Solenoid Valve 209.90
1999A1-KIT Repair Kit new style short plunger 71.60
1999A1-KIT-OLD Repair Kit old style short plunger 11/4" 95.45
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2055 Sprayer Control System
Single control system for sprayers which require control for only one 
motorized boom shut-off valve.   
The 2055 Sprayer Control 12-Volt Kit includes control panel with  
0 – 200 PSI pressure gauge, mounting bracket, toggle-type ON/OFF boom 
switch and pressure regulator switch, 8' power cord with fuse holder, 
15' sprayer harness, model 1541 1'' NPT pressure regulator, and model 
1999A1 solenoid valve.  
Maximum operating capacity of solenoid is 18 GPM and 175 PSI.

2040L Sprayer Control System
Triple controller system ideal for use on a sprayer with a three section spray 
boom set-up operating at up to 18 GPM.
The 2040L Sprayer Control 12-Volt Kit includes control panel with 0 – 100 
PSI liquid-filled pressure gauge, mounting bracket, toggle-type ON/OFF boom 
switch and pressure regulator switch, 6' cab harness with fuse holder,  
8' sprayer harness, model 1541A 1'' NPT pressure regulator, and model 
1999A-3 solenoid valves (3 x 1999A-1 valves).  
Maximum operating capacity of the 1999A-3 solenoid is 18 GPM and 175 PSI.

PART DESCRIPTION PRICE (H)

2055 2055 Sprayer Single Valve Control System 522.05

PART DESCRIPTION PRICE (H)

2040L 2040 Sprayer Triple Valve Control System – 18 GPM 968.25

2380 Sprayer Control System
Triple controller system ideal for use on a sprayer with a three section spray 
boom set-up operating at 10 GPM or less.
The 2380 Sprayer Control 12-Volt Kit includes control panel with 0 – 100 PSI 
pressure gauge, mounting bracket, toggle-type ON/OFF boom switch and 
pressure regulator switch, 6' cab harness with fuse holder, 8' sprayer harness, 
model 1560A ¾'' NPT pressure regulator, and model 2500B-3 solenoid valves  
(3 x 2500B-1 valves).  
Maximum operating capacity of the 2500B-3 solenoid is 10 GPM and 100 PSI.

PART DESCRIPTION PRICE

2380 2380 Sprayer Triple Valve Control System – 10 GPM 802.65(H)
1231 15’ Extension Harness w/ Quick Disconnects 106.50(E)
1987 Spray Control Box only 417.45(E)
1576 Wire Harness – 8 foot 113.65(E)
2151 Mounting Bracket for 2500B-1 Valves 46.15(E)
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PART SIZE MIN. BYPASS REQUIRED PRICE (B)

124 3/4 ALMLSC-* 3/4" Ml Self Clean 6 GPM 202.20
124 1 ALMLSC-* 1" Ml Self Clean 6 GPM 202.20
124 11/4 ALMLSC-* 11/2" Ml Self Clean 8 GPM 347.70
124 11/2 ALMLSC-* 11/2" Ml Self Clean 8 GPM 347.70
* Specify mesh size; price includes screen

Aluminum Self-Cleaning

ITEM 3/4" & 1" PRICE (B) 1-1/4" & 1-1/2" PRICE (B)

Bowl 15403-1NY 41.60 21035NY 65.60
Gasket 7717-2/226VI 18.40 12291VI 23.50
Inner Cylinder 22408PP 20.90 22835NY 67.00
Bypass Adapter 22406NY 17.65 21034AL 89.65
O-Ring for Adapter 7717-2/121 VI 18.40 7717-2/135 VI 13.05
16 Mesh Screen 12285-1 31.45 12290-1 54.95
30 Mesh Screen 12285-4 31.45 12290-2 54.95
50 Mesh Screen 12285-2 31.45 12290-3 54.95
80 Mesh Screen 12285-3 31.45 12290-4 54.95
100 Mesh Screen 12285-6 31.45 12290-8 54.95

Parts

Aluminum Filters
PART SIZE GPM PRICE (B)

1243/4AL* 3/4" 23 138.55
1241AL* 1" 34 138.55
12411/4AL* 1-1/4" 60 215.45
12411/2AL* 1-1/2" 70 215.45
1242AL* 2" 160 CALL
12421/2AL* 2-1/2" 170 493.90
* Specify mesh size; price includes screen

Mounting Lug
PART SIZE GPM PRICE (B)

1243/4ALML* 3/4" 23 162.50
1241ALML* 1" 34 162.50
12411/4ALML* 1-1/4" 60 249.90
12411/2ALML* 1-1/2" 70 249.90
1242ALML* 2" 160 577.35
12421/2ALML* 2-1/2" 170 577.35
* Specify mesh size; price includes screen

Screens

Parts
ITEM 3/4" & 1" PRICE (B) 1-1/4" & 1-1/2" PRICE (B) 2", 2-1/2" PRICE (B)

Bowl 15403-NY 44.55 12288NY 77.35 14635NY 145.05
Gasket 7717-2/226VI 18.40 12291BU 7.55 14633BU 11.70

Poly Self-Cleaning

Parts

• 1/2", 3/4" Ports
• 100 PSI Maximum
• 100º F Maximum Temp.

To Order: Order filter less 
screen and appropriate 
screen separately

45102* 23174*

PART DESCRIPTION PRICE (B)

1221/2PP-LS 1/2" Poly Filter Less Screen 17.55
1223/4PP-LS 3/4" Poly Filter Less Screen 17.55
SCREENS
PART DESCRIPTION PRICE (B)

23174-1 16 Mesh Stainless Steel Screen 9.55
23174-2 30 Mesh Stainless Steel Screen 9.55
45102-3 50 Mesh Red Poly Screen 9.55
45102-4 80 Mesh Blue Poly Screen 9.55
45102-5 100 Mesh Green Poly Screen 9.55

PART DESCRIPTION PRICE (E)

23172PP Poly Bowl 11.20
23173EPR EPR Bowl Gasket 7.25
23173VI Viton Bowl Gasket 13.95

• Poly self cleaning filter

To Order: Order filter less 
screen and appropriate 
screen separately

PART DESCRIPTION PRICE (B)

1263/4PPSC-LS 3/4" Poly Filter Self Cleaning Less Screen 45.50
1261PPSC-LS 1" Poly Filter Self Cleaning Less Screen 45.50
12611/4NYSC-LS 11/4" Poly Filter Self Cleaning Less Screen 74.05
12611/2NYSC-LS 11/2" Poly Filter Self Cleaning Less Screen 74.05
126MLF50SC-LS 50 Series Flange Self Cleaning Less Screen 45.50
126MLF75SC-LS 75 Series Flange Self Cleaning Less Screen 74.05
SCREENS
PART DESCRIPTION PRICE (B)

12285-1 16 Mesh Stainless Steel Screen 31.45
12285-4 30 Mesh Stainless Steel Screen 31.45
12285-2 50 Mesh Stainless Steel Screen 31.45
12285-3 80 Mesh Stainless Steel Screen 31.45
12285-6 100 Mesh Stainless Steel Screen 31.45

Filters

MESH SIZE ¾” & 1” PRICE (B) 1-1/4” & 1-1/2” PRICE (B) 2”, 2-1/2” PRICE (B)

16 16903-1 19.70 15941-1 27.70 14634-1 95.70
30 16903-3 19.70 15941-2 27.70 14634-2 95.70
50 16903-4 19.70 15941-3 27.70 14634-3 95.70
80 16903-5 19.70 15941-4 27.70 14634-4 95.70
100 16903-6 19.70 15941-5 27.70 14634-8 95.70
120 N/A N/A 15941-6 27.70 N/A N/A
200 16903-7 19.70 N/A N/A N/A N/A

NOTE: 14634 Series Screens are all Stainless Steel without Colour Coding
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Strainers

15941-3

126ML11/4NY-*
126ML11/2NY-*

126ML75-*

• 200 PSI maximum.
• Polypropylene bowl and head.
• EDPM gasket. 

16903-4126MLF50-*126MLI-*

• 200 PSI maximum.
• Polypropylene bowl and head.
• EDPM gasket.
• Removable bottom cap for flush-out.
• May be mounted with M8 or 5/16” 

bolts.

• Body and bowl constructed from glass reinforced poly, EPDM gasket.
• Rated for 70 PSI at 70ºF (21ºC) – all sizes from ¾” to 3”.
• ½” Drain plug on bottom of bowl (3” model only).
How To Order:
• Order filter less the screen •  Order appropriate Mesh screen

Hypro Mini T-Strainer w/ 80 Mesh Screen  
- Complete
• Unique body features both external 

½” Male NPT and ¼” Female NPT.
• Rated at 80 PSI @ 70 PSI at 70ºF (21ºC).

Banjo ½” Female NPT Mini T-Strainer
• Black poly bowl and HD glass-reinforced  

poly body, EPDM gasket.
• 316 Stainless Steel Mesh Screen w/ Poly Rib reinforcements.
• Rated at 150 PSI @ 70 PSI at 70ºF (21ºC).

PART DESCRIPTION PRICE (E)

3350-0082A 80 Mesh Strainer – Complete 14.85
3800-0047 80 Mesh Stainless Steel Screen 7.70
3351-0036 Filter Bowl 3.85
1700-0090 Gasket 1.40
3351-0035 Filter Head 4.15

PART DESCRIPTION PRICE (C)

LSTM050-30 ½” Mini T-Strainer – 30 Mesh 32.25
LSTM050-50 ½” Mini T-Strainer – 50 Mesh 32.25
LSTM050-100 ½” Mini T-Strainer – 100 Mesh 29.35
LSTM050-G Bowl Gasket - EPDM 5.80

126 Flush-Out Line Strainer

Norwesco Y-Strainers – ½” to 3” Sizes

How To Order:
• Order filter less the screen • Order appropriate screen

126 Flush-Out Line Strainer

How To Order:
• Order filter less the screen              • Order appropriate screen

PART DESCRIPTION PRICE (B)

126ML3/4-LS 3/4” Nylon Filter less Screen 29.40
126ML1-LS 1” Nylon Filter less Screen 29.40
126MLF50-LS 50 Series Flange Filter less Screen 29.40
SCREENS
PART DESCRIPTION PRICE(B) PART DESCRIPTION PRICE(B)

16903-1 16 Mesh Screen 19.70 16903-5  80 Mesh Screen 19.70
16903-2 20 Mesh Screen 19.70 16903-6 100 Mesh Screen 19.70
16903-3 30 Mesh Screen 19.70 16903-7 200 Mesh Screen 19.70
16903-4 50 Mesh Screen 19.70
PARTS – ¾”, 1”, and 50 Flange Series
50493PP Strainer Bowl 18.45
50494EPR Strainer Bowl Gasket EPDM 3.45
48655PP Flush-out Cap 6.75
63150EPR Flush-out Cap Gasket 4.55

PART DESCRIPTION PRICE (E)

YLS050-LS ½” Y-Strainer – Less Screen 24.05
YLS075-LS ¾” Y-Strainer – Less Screen 24.05
YLS100-LS 1” Y-Strainer – Less Screen 29.05
YLS125-LS 1¼” Y-Strainer – Less Screen 29.05
YLS150-LS 1½” Y-Strainer – Less Screen 51.15
YLS200-LS 2” Y-Strainer – Less Screen 49.95
YLS300-LS 3” Y-Strainer – Less Screen 324.05
SCREENS
PART DESCRIPTION PRICE (E)

YLS64177 20 Mesh S.S. Screen for ½” and ¾” Strainer 22.40
YLS64178 50 Mesh S.S. Screen for ½” and ¾” Strainer 22.40
YLS64179 80 Mesh Screen for ½” and ¾” Strainer 27.20
YLS61749 20 Mesh S.S. Screen for 1” and 1¼” Strainer 15.40
YLS61746 40 Mesh S.S. Screen for 1” and 1¼” Strainer 15.30
YLS61747 80 Mesh S.S. Screen for 1” and 1¼” Strainer 17.60
YLS61508 20 Mesh S.S. Screen for 1½” and 2” Strainer 28.20
YLS61509 40 Mesh S.S. Screen for 1½” and 2” Strainer 44.00
YLS61510 80 Mesh S.S. Screen for 1½” and 2” Strainer 35.75
YLS62249 12 Mesh S.S. Screen for 3” Strainer 140.40
YLS62252 20 Mesh S.S. Screen for 3” Strainer 140.40
YLS62261 40 Mesh S.S. Screen for 3” Strainer 140.40
YLS62400 80 Mesh S.S. Screen for 3” Strainer 140.40

PART DESCRIPTION PRICE (B)

126ML11/4NY-LS 1 ¼” Nylon Filter less Screen 72.60
126ML11/2NY-LS 1 ½” Nylon Filter less Screen 72.60
126MLF75-LS 75 Series Flange Filter less Screen 72.60
SCREENS
PART DESCRIPTION PRICE(B) PART DESCRIPTION PRICE(B)

15941-1 16 Mesh Screen 27.70 15941-4 80 Mesh Screen 27.70
15941-2 30 Mesh Screen 27.70 15941-5 100 Mesh Screen 27.70
15941-3 50 Mesh Screen 27.70 15941-6 120 Mesh Screen 27.70
PARTS – 1 ¼”, 1 ½”, and 75 Flange Series
48654PP Strainer Bowl 37.70
48656EPR Strainer Bowl Gasket EPDM 6.95
48655PP Flush-out Cap 6.75
63150EPR Flush-out Cap Gasket 4.55

• Removable bottom cap for flush-out.
• May be mounted with M10 or 3/8” bolts.

1'' Model 3'' Model
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•  Heavy-duty glass reinforced polypropylene.
• Clean-out plug.
• 304 stainless steel reinforced screens.
• EPDM gaskets standard. FKM (viton type) available.
•  150 PSI at 70ºF.

Poly “T” Line Strainers

How To Order:
• Order filter less the screen.
• Order appropriate screen.
PART DESCRIPTION PRICE (C)

LST075-LS 3/4" “T” Filter Less Screen 36.55
LST100-LS 1" “T” Filter Less Screen 36.55
SCREENS
PART DESCRIPTION PRICE (C)

LST116 16 Mesh Screen 3/4" & 1" Filter 32.55
LST130 30 Mesh Screen 3/4" & 1" Filter 32.55
LST150 50 Mesh Screen 3/4" & 1" Filter 29.55
LST180 80 Mesh Screen 3/4" & 1" Filter 29.55
LST1100 100 Mesh Screen 3/4" & 1" Filter 31.75
LST100-G Gasket 3/4", 1" 5.80

•  Heavy-duty glass reinforced polypropylene.
• Clean-out plug.
• 304 stainless steel reinforced screens.
• EPDM gaskets standard. FKM (viton type) available.
•  150 PSI at 70ºF.

Poly “T” Line Strainers

How To Order:
• Order filter less the screen.
• Order appropriate screen.
PART DESCRIPTION PRICE (C)

LST125-LS 11/4" Filter Less Screen 80.10
LST150-LS 11/2" Filter Less Screen 80.10
SCREENS
PART DESCRIPTION PRICE (C)

LST1516 16 Mesh Screen for 11/4", 11/2" 49.95
LST1530 30 Mesh Screen for 11/4", 11/2" 49.95
LST1550 50 Mesh Screen for 11/4", 11/2" 49.95
LST1580 80 Mesh Screen for 11/4", 11/2" 49.95
LST15100 100 Mesh Screen for 11/4", 11/2" 49.95
LST150-G EPDM Gasket 5.80

• Precision molded construction.
• Corrosion resistant.
• Lightweight.
• Fiberglass reinforced.
• Easy grip end cap.
• Poly ribbed 316 stainless steel screen.
• EPDM gaskets FKM (viton type) available.
•  Heavy-duty end cap threads.
• 1/2" - 11/4" 75 PSI maximum.
• 11/2" - 2" 150 PSI maximum.
• Clean-out plug.
• Female NPT x Female NPT.

Poly “Y” Strainers

How To Order:
• Order filter less the screen.
• Order appropriate screen.
PART DESCRIPTION PRICE (C)

LSO50-LS 1/2" “Y” Strainer Less Screen 28.80
LSO75-LS 3/4" “Y” Strainer Less Screen 28.80
LS100-LS 1" “Y” Strainer Less Screen 28.80
LS125-LS 11/4" “Y” Strainer Less Screen 28.80
LS150-LS 11/2" “Y” Strainer Less Screen 64.55
LS200-LS 2" “Y” Strainer Less Screen 64.55
SCREENS
PART DESCRIPTION PRICE (C)

LS7** 20, 40 or 80 Mesh Screen for 1/2", 3/4" CALL
LS1** 20, 40 or 80 Mesh Screen for 1", 11/4" CALL
LS2-*** 20, 30, 50, 80, 100, 120 Screen for 11/2", 2" CALL
LS075-G EPDM Gasket for 1/2", 3/4" 4.40
LS100-G EPDM Gasket for 1", 11/4" 5.80
LS150-G EPDM Gasket for 11/2", 2" 5.80

•  Precision molded in glass reinforced polypropylene.
• Cam lever configuration for easy access for cleaning and servicing.
• 3/4" plug in cam lever cap for attaching ball valve for draining or back flushing.
• Poly ribbed stainless steel screen.
• EPDM lathe cut gasket.
• FKM (viton type) gaskets available.
•  75 PSI maximum.

LSQ Poly Line Strainer

How To Order:
• Order filter less the screen.
• Order appropriate screen.
PART DESCRIPTION PRICE (C)

LSQ150-LS 11/2" Filter Less Screen 103.10
LSQ200-LS 2" Filter Less Screen 113.40
SCREENS
PART DESCRIPTION PRICE (C)

LS2-30 30 Mesh Screen for 11/2", 2" 67.05
LS2-50 50 Mesh Screen for 11/2", 2" 67.05
LS2-80 80 Mesh Screen for 11/2", 2" 67.05
LS2-100 100 Mesh Screen for 11/2", 2" 73.75
LSQ200-G EPDM Gasket 11/2", 2" 12.00

* Note: 6, 12, and 20 Mesh Screens Special Order
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• EPDM gaskets.
• 316 stainless steel screens.
•  150 PSI maximum.

Manifold Line Strainer

How To Order:
• Order filter less the screen.
• Order appropriate screen.
PART DESCRIPTION PRICE (C)

MLS200-LS 2" Standard Port Filter Less Screen 75.45
SCREENS
PART DESCRIPTION PRICE (C)

LS2-20 20 Mesh Stainless Steel Screen 67.05
LS2-30 30 Mesh Stainless Steel Screen 67.05
LS2-50 50 Mesh Stainless Steel Screen 67.05
LS2-80 80 Mesh Stainless Steel Screen 67.05
LS2-120 120 Mesh Stainless Steel Screen 73.75
LS150-G Gasket 5.80

• EPDM gaskets
• 304 Stainless Steel screens
• 75 PSI maximum
• Threaded end cap to remove screen

3'' Threaded & Manifold Line Strainer

How To Order:
• Order filter less the screen.
• Order appropriate screen required.
PART DESCRIPTION PRICE (C)

LSM300-LS 3” Threaded Strainer less Screen 579.70
MLS300-LS 3” Manifold Strainer less Screen 637.70
SCREENS
PART DESCRIPTION PRICE (C)

LS304 4 Mesh Stainless Steel Screen 221.95
LS308 8 Mesh Stainless Steel Screen 221.95
LS312 12 Mesh Stainless Steel Screen 221.95
LS320 20 Mesh Stainless Steel Screen 201.75
LS350 50 Mesh Stainless Steel Screen 201.75
MLS300G Gasket 10.55

• EPDM gaskets.
• 316 stainless steel screens.
• 150 PSI maximum.

Manifold Line Strainer

How To Order:
• Order filter less the screen.
• Order appropriate screen.
PART DESCRIPTION PRICE (C)

MLS222-LS 2" Full Port Manifold Filter Less Screen 116.65
SCREENS
PART DESCRIPTION PRICE (C)

LST204SS 4 Mesh Stainless Steel Screen 101.45
LST206SS 6 Mesh Stainless Steel Screen 101.45
LST208SS 8 Mesh Stainless Steel Screen 101.45
LST210SS 10 Mesh Stainless Steel Screen 101.45
LST216SS 16 Mesh Stainless Steel Screen 101.45
LST230SS 30 Mesh Stainless Steel Screen 92.25
LST250SS 50 Mesh Stainless Steel Screen 92.25
LST280SS 80 Mesh Stainless Steel Screen 101.45
LST2100SS 100 Mesh Stainless Steel Screen 101.45
MLS220-G1 EPDM Gasket for Body 6.35

Manifold Line Strainer
• EPDM gaskets.
• 150 PSI maximum.
• Screens are poly cage w/ stainless steel mesh.

How To Order:
• Order filter less the screen.
• Order appropriate screen.

PART DESCRIPTION PRICE (C)

MLST100-LS 1” Manifold Filter LESS Screen 42.80
MLST150-LS 2” Manifold Filter LESS Screen 80.65
SCREENS
PART DESCRIPTION PRICE (C)

LST116 16 Mesh Screen for MLST100 Filter 32.55
LST130 30 Mesh Screen for MLST100 Filter 32.55
LST150 50 Mesh Screen for MLST100 Filter 29.55
LST180 80 Mesh Screen for MLST100 Filter 29.55
LST1100 100 Mesh Screen for MLST100 Filter 31.75
LST1516 16 Mesh Screen for MLST150 Filter 49.95
LST1530 30 Mesh Screen for MLST150 Filter 49.95
LST1550 50 Mesh Screen for MLST150 Filter 49.95
LST1580 80 Mesh Screen for MLST150 Filter 49.95
LST15100 100 Mesh Screen for MLST150 Filter 49.95
LST100-G Gasket for MLST100 Filter EPDM 5.80
LST150-G Gasket for MLST150 Filter EPDM 5.80
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PART DESCRIPTION PRICE(H)

SG-1700-13 High Pressure Trigger Spray Gun – 13” barrel 72.10
SG-1700-22 High Pressure Trigger Spray Gun – 22” barrel 72.10

Series 30L

Low Pressure Gunjets
• 24" barrel. • Non-drip design with shut off at tip. 
• 250 PSI max. • Series 30L – brass wand with nylon trigger.

High Pressure Spray Gun w/ Trigger Handle
• Adjustable Pattern - Cone to Stream • ½” Female NPT Inlet Port 
• Maximum 8 GPM / 800 PSI • 13” or 22” Barrel length option

PART DESCRIPTION PRICE (B)

30L-1/4 Gunjet (No Extension) 95.05
30L-22425-08 8" Gunjet 149.85
30L-22425-18 18" Gunjet 159.65
30L-22425-24 24" Gunjet 169.25
30L-22425-36 36" Gunjet 194.40
30L-22425-48 48" Gunjet 218.85

Tree Gun
• 17" barrel. 
• 1/2" hose inlet. 
• 1200 PSI max.
PART DESCRIPTION PRICE (F)

TREEGUN Tree Spray Gun 347.00
9920-KIT10/11 Repair Kit 47.00
HB12 1/2" Hose Barb 8.95

Brass Extensions
• 11/16" thread inlet/outlet.  • Series 6671 & 7715 – 250 PSI. 
• Series 9527 – 1000 PSI insulated.

9527

6671

7715

PART DESCRIPTION PRICE (B)

6671-08 8" Curved Extension 250 PSI 21.55
6671-18 18" Curved Extension 250 PSI 26.25
6671-24 24" Curved Extension 250 PSI 27.10
6671-30 30" Curved Extension 250 PSI 30.65
6671-36 36" Curved Extension 250 PSI 34.85
6671-48 48" Curved Extension 250 PSI 40.30
7715-08 8" Straight Extension 250 PSI 18.45
7715-18 18" Straight Extension 250 PSI 23.20
7715-24 24" Straight Extension 250 PSI 25.05
7715-30 30" Straight Extension 250 PSI 30.05
7715-36 36" Straight Extension 250 PSI 31.70
7715-48 48" Straight Extension 250 PSI 38.40
9527-08 8" Curved Extension 1000 PSI 58.00
9527-18 18" Curved Extension 1000 PSI 67.10
9527-24 24" Curved Extension 1000 PSI 68.75
9527-36 36" Curved Extension 1000 PSI 89.10
9527-48 48" Curved Extension 1000 PSI 96.40

Aluminum Wand
• 22" barrel.    • 3/4" GH inlet, twist on/off. 
• Adjustable spray from cone to pencil. • 800 PSI max.

Aluminum Spray Guns
• 1/2" NPT female inlet. • Trigger lock. 
• 250 PSI or 800 PSI. • Good tree spray gun.

50800 Spray Wand
PART DESCRIPTION PRICE (F)

50800-1/4-15PP Trigger 15" Poly 1/4" Hose Barb 24.20
50800-3/8-15PP Trigger 15" Poly 3/8" Hose Barb 24.20
50800-1/4-21AL Trigger 21" Aluminum 1/4" Hose Barb 28.95
50800-3/8-21AL Trigger 21" Aluminum 3/8" Hose Barb 28.95
50786PP-1/4 ¼” Replacement Hose Barb for 50800 Trigger 3.90(B)
50786PP-3/8 s” Replacement Hose Barb for 50800 Trigger 3.90(B)
7717-2/016VI O-ring – Viton (use with above 50786PP-**) 2.70(B)

PART DESCRIPTION PRICE (F)

W500 Telescoping Wand 3/8" Hose 27.40

PART DESCRIPTION PRICE (F)

143ALGH6 Gunjet 137.05
AB143AL Repair Kit 45.40

PART DESCRIPTION PRICE (F)

43LAL6 250 PSI Gun 210.30
43HAL6 800 PSI Gun 212.55
AB43AL Repair Kit 60.20
10566AL Nozzle Housing 27.45
6492AL Inlet Body 45.70

Adjustable ConeJet

PART DESCRIPTION PRICE (F)

38720PPBX8 Grey - .47 GPM @ 40 PSI 10.15
38720PPBX12 Brown - .69 GPM @ 40 PSI 10.15
38720PPBX18 Orange - .92 GPM @ 40 PSI 10.15
38720PPBX26 Blue - 1.2 GPM @ 40 PSI 10.15

• 11/16 Thread

Jet Stream Spray Gun w/ 23” Barrel
• Adjustable Spray Pattern •  Female Garden Hose Inlet  
• Up to 8 GPM and 400 PSI •  120ºF Max Fluid Temperature
PART DESCRIPTION PRICE (H)

SG-1005 Jet Stream Spray Gun 59.40

Telescoping Wand
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4725

4754

PART DESCRIPTION PRICE (B)

47541/4 Handle - 3/4" GH x 1/4" Threads 24.50
47251/4 Handle - 1/4" Threads 15.85

Brass Gun Handles
• Both fit 4688, 6466, 6590 triggers.

GH Inlet/Outlet 1/4" Inlet/Outlet

PART DESCRIPTION PRICE

11740 GH Thread Inlet/Outlet 35.15(H)
11990-10 1/4" Inlet/Outlet 25.80(B)

Brass Swivels

4688 Brass Trigger Valve
• 1/4" FNPT inlet, 11/16" nozzle tread outlet. 
• Trigger lock. 
• 2 GPM max., 250 PSI max.
PART DESCRIPTION PRICE (B)

4688 Trigger 72.25
AB4688 Repair Kit 23.00
6466 Same as 4688 Except no trigger lock 77.90

Eductor Agitators

• Allows small pumps to circulate large volumes  
 of liquid. 
• Manufactured of glass-filled polypropylene for 
 excellent corrosion and chemical resistance. 
• Large flow opening minimizes plugging. 
•  Available in 3/8" or 3/4" (M) pipe thread inlet 

connection.
PART DESCRIPTION PRICE (B)

Y33180PP Eductor Nozzle 91.60
Y9270PP Eductor Nozzle 91.60

Diaphragm Fairprene
PART DESCRIPTION PRICE (B)

4620FA Fits 4664 Check Valve .70

Brass Retainer
PART DESCRIPTION PRICE (B)

4624 Fits 4664 Check Valve 4.40

Brass Diaphragm Shut-Off
PART DESCRIPTION PRICE (B)

4664 1/8" Inlet, 11/16" Outlet 43.20

Brass End Cap Sub-Assembly
PART DESCRIPTION PRICE (B)

9758 Brass 7.15

6590 Brass Trigger Valve
• 1/4" FNPT inlet/outlet. 
• 2 GPM max., 250 PSI max.

PART DESCRIPTION PRICE (B)

6590 Trigger 72.70
AB6590 Repair Kit 16.70

Features:
• Standard gun (part # 256601.5) comes complete with grey 

4 GPM @ 20 PSI nozzle.

• Interchangeable nozzle tips are colour-coded for easy 
identification of nozzle tip size.

• Nozzle tips provide a 45° full cone “showerhead” spray 
pattern.

• Convenient trigger lock for continuous spraying.

• Options available: hose shank swivel for inlet connection 
and extension wands (15” or 24”) and adapters for  
low-volume and spot spraying.

• Maximum 200 PSI operating pressure.

• Made of Nylon w/ Viton® O-rings and stainless steel springs.

PART DESCRIPTION PRICE(B)

256601.5 Fertilizer Spray Gun 148.40
AB25660 Repair kit for gun 29.05
25990 Swivel ¾” MNPT x ½” hose barb 19.25
25657 Adapter to accept wands 32.80
2266515PP 15” Wand assembly 17.15
2266524PP 24” Wand assembly 28.55
22664PP Straight adapter 2.85
22673PPB 45° Adapter 2.75
256701.5 Grey Nozzle – 4.0 GPM 21.50
256703.0 Black Nozzle – 5.6 GPM 21.50
256704.0 Red Nozzle – 6.4 GPM 21.50

NOZZLE PERFORMANCE CHART
PART 

NUMBER
CAPACITY (GPM) – VARIOUS PSI*

2 PSI 6 PSI 10 PSI 20 PSI

256701.5 1.4 2.3 2.9 4.0
256703.0 2.0 3.2 4.1 5.6
256704.0 2.3 3.7 4.7 6.4

*Pressure measured at spray nozzle

Model 25660

25660 TeeJet  
Lawn Spray Gun

25657 Adapter 15” or 24”
Extension Wand

22665
22673PP

45° Adapter

22664PP 
Straight Adapter

Features:
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ER Series Combo-Jet Spray Tips
• ER8002 avg. median dia. @ 40 PSI: 224 microns. 
• Comes with O-ring seal.

DR Series Combo-Jet Combined Spray Tip/Cap
Screen Nozzle System
Major advantages of Combo-Jet® DR series:

• Reduction of 75 to 95% of driftable fines 
 compared to standard nozzles. 
• DR8002 avg. median dia. @ 40 PSI: 416 microns.

Note: Includes O-ring installed in cap

Combo-Jet Strainers

• Available in 50 and 100-mesh (not shown).

MR Series Combo-Jet Spray Tips

• Similar to DR Series, but the MR tip decreases  
 the volume median diameter of droplet. 
• More droplet size in the 290 micron range for 
 improved chemical efficacy. 
• MR8002 avg. median dia. @ 40 PSI: 293 microns.

Note: Includes O-ring installed in cap

Combo-Jet Seal Ring
PART PRICE (B)

40260-00 .25

SR Series Combo-Jet Spray Tips

UR Series Combo-Jet Spray Tips

PART DESCRIPTION PRICE (B)

DR80-01 Spray Tip Orange 15.85
DR80-015 Spray Tip Green 15.85
DR80-02 Spray Tip Yellow 15.85
DR80-025 Spray Tip Purple 15.85
DR80-03 Spray Tip Blue 15.85
DR80-04 Spray Tip Red 15.85
DR80-05 Spray Tip Brown 15.85
DR80-06 Spray Tip Grey 15.85
DR80-08 Spray Tip White 15.85
DR80-10 Spray Tip Black 15.85
DR80-15 Spray Tip Black 15.85
DR80-20 Spray Tip Black 15.85
DR80-25 Spray Tip Black 15.85

PART DESCRIPTION PRICE (B)

40250-00 50-Mesh Strainer (blue) 1.75
40251-00 100-Mesh Strainer (green) 1.75

PART DESCRIPTION PRICE (B)

SR80-01 Spray Tip Orange 15.85
SR80-015 Spray Tip Green 15.85
SR80-02 Spray Tip Yellow 15.85
SR80-025 Spray Tip Purple 15.85
SR80-03 Spray Tip Blue 15.85
SR80-04 Spray Tip Red 15.85
SR80-05 Spray Tip Brown 15.85
SR80-06 Spray Tip Grey 15.85
SR80-08 Spray Tip White 15.85
SR80-10 Spray Tip Light Blue 15.85
SR80-125 Spray Tip Teal 15.85
SR80-15 Spray Tip Light Green 15.85
SR80-20 Spray Tip Black 15.85
SR80-25 Spray Tip Black 15.85
SR80-30 Spray Tip Black 15.85
SR80-40 Spray Tip Black 15.85
SR80-50 Spray Tip Black 15.85

PART DESCRIPTION PRICE (B)

UR110-025 UR Spray Tip Purple 25.85
UR110-03 UR Spray Tip Blue 25.85
UR110-04 UR Spray Tip Red 25.85
UR110-05 UR Spray Tip Brown 25.85
UR110-06 UR Spray Tip Grey 25.85
UR110-08 UR Spray Tip White 25.85
UR110-10 UR Spray Tip Light Blue 25.85

80°

110° PART DESCRIPTION PRICE (B)

SR110-015 Spray Tip Green 15.85
SR110-02 Spray Tip Yellow 15.85
SR110-025 Spray Tip Purple 15.85
SR110-03 Spray Tip Blue 15.85
SR110-04 Spray Tip Red 15.85
SR110-05 Spray Tip Brown 15.85
SR110-06 Spray Tip Grey 15.85
SR110-08 Spray Tip White 15.85
SR110-10 Spray Tip Light Blue 15.85
SR110-125 Spray Tip Teal 15.85
SR110-15 Spray Tip Light Green 15.85

80°

PART DESCRIPTION PRICE (B)

MR80-01 Spray Tip Orange 15.85
MR80-015 Spray Tip Green 15.85
MR80-02 Spray Tip Yellow 15.85
MR80-025 Spray Tip Purple 15.85
MR80-03 Spray Tip Blue 15.85
MR80-04 Spray Tip Red 15.85
MR80-05 Spray Tip Brown 15.85
MR80-06 Spray Tip Grey 15.85
MR80-08 Spray Tip White 15.85
MR80-10 Spray Tip Light Blue 15.85
MR80-125 Spray Tip Teal 15.85
MR80-15 Spray Tip Light Green 15.85
MR80-20 Spray Tip Tan 15.85
MR80-25 Spray Tip Black 15.85
MR80-30 Spray Tip Black 15.85
MR80-40 Spray Tip Black 15.85
MR80-50 Spray Tip Black 15.85

110°

PART DESCRIPTION PRICE (B)

MR110-015 Spray Tip Green 15.85
MR110-02 Spray Tip Yellow 15.85
MR110-025 Spray Tip Purple 15.85
MR110-03 Spray Tip Blue 15.85
MR110-04 Spray Tip Red 15.85
MR110-05 Spray Tip Brown 15.85
MR110-06 Spray Tip Grey 15.85
MR110-08 Spray Tip White 15.85
MR110-10 Spray Tip Light Blue 15.85
MR110-125 Spray Tip Black 15.85

•  Drift Reduction Tip with drop size larger than 
the“ER”

    Series and smaller than the “MR” Series.
• Available in 80° and 110°.

• Specially designed for certain chemical applications 
that require exceptional drift control.

• Dual-Chamber Drift Reduction; Ultra-Coarse.

Note: Includes O-Ring installed in cap

80°
PART DESCRIPTION PRICE (B)

ER80-01 Spray Tip Orange 10.75
ER80-015 Spray Tip Green 10.75
ER80-02 Spray Tip Yellow 10.75
ER80-025 Spray Tip Purple 10.75
ER80-03 Spray Tip Blue 10.75
ER80-04 Spray Tip Red 10.75
ER80-05 Spray Tip Brown 10.75
ER80-06 Spray Tip Grey 10.75
ER80-08 Spray Tip White 10.75
ER80-10 Spray Tip Light Blue 10.75
ER80-125 Spray Tip Teal 10.75
ER80-15 Spray Tip Light Green 10.75
ER80-20 Spray Tip Black 10.75
ER80-30 Spray Tip Black 10.75

110°
PART DESCRIPTION PRICE (B)

ER110-01 Spray Tip Orange 10.75
ER110-015 Spray Tip Green 10.75
ER110-02 Spray Tip Yellow 10.75
ER110-025 Spray Tip Purple 10.75
ER110-03 Spray Tip Blue 10.75
ER110-04 Spray Tip Red 10.75
ER110-05 Spray Tip Brown 10.75
ER110-06 Spray Tip Grey 10.75
ER110-08 Spray Tip White 10.75
ER110-10 Spray Tip Light Blue 10.75

50-Mesh Strainer shown above

NEW!
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Wilger Liquid Fertilizer Tips

 
 
 
  
     CAPACITY U.S. U.S. U.S. U.S. U.S. U.S. U.S. U.S. U.S. 
 PRE-ORIFICE CAP SCREEN  1 NOZZLE GPA @ GPA @ GPA @ GPA @ GPA @ GPA @ GPA @ GPA @ GPA @ 
 PART PART MESH PSI IN GPM 4 MPH 5 MPH 6 MPH 7 MPH 8 MPH 10 MPH 12MPH 14 MPH 16 MPH
   100 20 0.060  4.5 3.6 3.0 2.6 2.2 1.8 1.5 1.3 1.1 
  40433-047  25 0.067  5.0 4.0 3.3 2.9 2.5 2.0 1.7 1.4 1.2 
 40285-01       or  30 0.074  5.5 4.4 3.6 3.1 2.7 2.2 1.8 1.6 1.4 
  40432-047  40 0.085  6.3 5.0 4.2 3.6 3.2 2.5 2.1 1.8 1.6 
    50 0.095  7.1 5.6 4.7 4.0 3.5 2.8 2.4 2.0 1.8 
    60 0.104  7.7 6.2 5.2 4.4 3.9 3.1 2.6 2.2 1.9
   100 20 0.090  6.7 5.4 4.5 3.8 3.3 2.7 2.2 1.9 1.7 
  40433-047   25 0.101  7.5 6.0 5.0 4.3 3.7 3.0 2.5 2.1 1.9 
 40285-015       or  30 0.110  8.2 6.6 5.5 4.7 4.1 3.3 2.7 2.3 2.0 
  40432-047  40 0.128  9.5 7.6 6.3 5.4 4.7 3.8 3.2 2.7 2.4 
    50 0.143  10.6 8.5 7.1 6.0 5.3 4.2 3.5 3.0 2.6 
    60 0.156  11.6 9.3 7.7 6.6 5.8 4.6 3.9 3.3 2.9
   50 20 0.12  8.9 7.1 6.0 5.1 4.5 3.6 3.0 2.6 2.2 
  40433-047  25 0.13  10.0 8.0 6.7 5.7 5.0 4.0 3.3 2.9 2.5 
 40285-02       or  30 0.15  10.9 8.7 7.3 6.2 5.5 4.4 3.6 3.1 2.7 
  40432-047  40 0.17  12.6 10.1 8.4 7.2 6.3 5.0 4.2 3.6 3.2 
    50 0.19  14.1 11.3 9.4 8.1 7.1 5.6 4.7 4.0 3.5 
    60 0.21  15.5 12.4 10.3 8.8 7.7 6.2 5.2 4.4 3.9
   50 20 0.15  11.2 8.9 7.4 6.4 5.6 4.5 3.7 3.2 2.8 
  40433-047  25 0.17  12.5 10.0 8.3 7.1 6.2 5.0 4.2 3.6 3.1 
 40285-025       or  30 0.18  13.7 10.9 9.1 7.8 6.8 5.5 4.6 3.9 3.4 
  40432-047  40 0.21  15.8 12.6 10.5 9.0 7.9 6.3 5.3 4.5 3.9 
    50 0.24  17.6 14.1 11.8 10.1 8.8 7.1 5.9 5.0 4.4 
    60 0.26  19.3 15.5 12.9 11.0 9.7 7.7 6.4 5.5 4.8
   50 20 0.18  13.4 10.7 8.9 7.7 6.7 5.4 4.5 3.8 3.3 
  40433-067  25 0.20  15.0 12.0 10.0 8.6 7.5 6.0 5.0 4.3 3.7 
 40285-03       or  30 0.22  16.4 13.1 10.9 9.4 8.2 6.6 5.5 4.7 4.1 
  40432-086  40 0.26  18.9 15.1 12.6 10.8 9.5 7.6 6.3 5.4 4.7 
    50 0.29  21.2 16.9 14.1 12.1 10.6 8.5 7.1 6.0 5.3 
    60 0.31  23.2 18.6 15.5 13.3 11.6 9.3 7.7 6.6 5.8
   50 20 0.24  17.9 14.3 11.9 10.2 8.9 7.1 6.0 5.1 4.5 
  40433-067  25 0.27  20.0 16.0 13.3 11.4 10.0 8.0 6.7 5.7 5.0 
 40285-04       or  30 0.29  21.9 17.5 14.6 12.5 10.9 8.7 7.3 6.2 5.5 
  40432-086  40 0.34  25.2 20.2 16.8 14.4 12.6 10.1 8.4 7.2 6.3 
    50 0.38  28.2 22.6 18.8 16.1 14.1 11.3 9.4 8.1 7.1 
    60 0.42  30.9 24.7 20.6 17.7 15.5 12.4 10.3 8.8 7.7
   50 20 0.30  22.3 17.9 14.9 12.8 11.2 8.9 7.4 6.4 5.6 
  40433-067  25 0.34  24.9 20.0 16.6 14.3 12.5 10.0 8.3 7.1 6.2 
 40285-05       or  30 0.37  27.3 21.9 18.2 15.6 13.7 10.9 9.1 7.8 6.8 
  40432-086  40 0.43  31.6 25.2 21.0 18.0 15.8 12.6 10.5 9.0 7.9 
    50 0.48  35.3 28.2 23.5 20.2 17.6 14.1 11.8 10.1 8.8 
    60 0.52  38.6 30.9 25.8 22.1 19.3 15.5 12.9 11.0 9.7
   50 20 0.36  26.8 21.4 17.9 15.3 13.4 10.7 8.9 7.7 6.7 
  40433-067  25 0.40  29.9 23.9 20.0 17.1 15.0 12.0 10.0 8.6 7.5 
 40285-06       or  30 0.44  32.8 26.2 21.9 18.7 16.4 13.1 10.9 9.4 8.2 
  40432-086  40 0.51  37.9 30.3 25.2 21.6 18.9 15.1 12.6 10.8 9.5 
    50 0.57  42.3 33.9 28.2 24.2 21.2 16.9 14.1 12.1 10.6 
    60 0.62  46.4 37.1 30.9 26.5 23.2 18.6 15.5 13.3 11.6
   50 20 0.48  35.7 28.6 23.8 20.4 17.9 14.3 11.9 10.2 8.9 
  40433-067  25 0.54  39.9 31.9 26.6 22.8 20.0 16.0 13.3 11.4 10.0 
 40285-08        or  30 0.59  43.7 35.0 29.2 25.0 21.9 17.5 14.6 12.5 10.9 
  40432-086  40 0.68  50.5 40.4 33.7 28.9 25.2 20.2 16.8 14.4 12.6 
    50 0.76  56.4 45.2 37.6 32.3 28.2 22.6 18.8 16.1 14.1 
    60 0.83  61.8 49.5 41.2 35.3 30.9 24.7 20.6 17.7 15.5

20"

50M Strainer 
40249

Fertilizer Cap 40432 Fertilizer Cap 40433

Combo-Jet Fertilizer Caps

Based on flow for fertilizer @ 0.85 times theoretical for water

PART DESCRIPTION PRICE (B)

40432-047 Fertilizer Cap 2 Hole Combo-Jet 7.20
40432-086 Fertilizer Cap 2 Hole Combo-Jet 7.20
40433-047 Fertilizer Cap 3 Hole Combo-Jet 9.25
40433-067 Fertilizer Cap 3 Hole Combo-Jet 9.25
40433-104 Fertilizer Cap 3 Hole Combo-Jet 9.25

Slotted 
Strainer 
40249

Pre-Orifice 
40285**

Fertilizer Cap 
40432**

01 015 02 025

06050403

NOTE: For additional Pre-Orifice flow rates larger than “08” listed in above chart, please visit www.wilger.net or contact our office.

Pre-Orifice
PART SIZE DESCRIPTION PRICE(B)

40285-005 005 Black Orifice 7.25
40285-007 007 Pink Orifice 7.25
40285-01 01 Orange Orifice 5.50
40285-015 015 Green Orifice 5.50
40285-02 02 Yellow Orifice 5.50
40285-025 025 Purple Orifice 5.50
40285-03 03 Blue Orifice 5.50
40285-04 04 Red Orifice 5.50
40285-05 05 Brown Orifice 5.50
40285-06 06 Grey Orifice 5.50
40285-08 08 White Orifice – long 5.50
40285-08S 08 White Orifice – short 5.50
40285-10 10 Light Blue Orifice – long 5.50
40285-10S 10 Light Blue Orifice – short 5.50
40285-125 12.5 Teal Orifice – long 5.50
40285-13S 12.5 Teal Orifice – short 5.50
40285-15 15 Light Green Orifice 5.50
40285-20 20 Tan Orifice 5.50
40285-25 25 Black Orifice 5.50

Strainers
PART DESCRIPTION PRICE(B)

40247-00 16M Strainer – grey poly 1.75
40248-00 25M Strainer – yellow poly 1.75
40249-00 50M Strainer – red poly 1.75
40251-00 100M Strainer – stainless mesh 1.75
NOTE: 16M, 25M, and 50M poly strainers are slotted.
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40272

Left Right Tee

Adapters c/w Seal

• Easily converts Quick-Jet bodies to Combo-Jet or 
Combo-Jet to Quick-Jet bodies. Includes O-ring

NOTE: Part # 40204-00 is a new, easy-to-use twist on/off design. Original 
40200-00 (not shown) snaps onto body.

40203-00 40204-00

40276

40274

4027140269

40273

PART DESCRIPTION PRICE (B)

40380-00 Left Body 3/8" Hose 8.70
40385-00 Left Body 1/2" Hose 8.70
40390-00 Left Body 3/4" Hose 8.70
40381-00 Right Body 3/8" Hose 8.70
40386-00 Right Body 1/2" Hose 8.70
40391-00 Right Body 3/4" Hose 8.70
40382-00 Tee Body 3/8" Hose 8.70
40387-00 Tee Body 1/2" Hose 8.70
40392-00 Tee Body 3/4" Hose 8.70
40155-07 Fairprene Diaphragm Only .90

Compact Diaphragm Body For Dry Boom

PART DESCRIPTION PRICE (B)

40155-23 Diaphragm / O-ring Combo 1.15

Molded Diaphragm w/ O-ring Seat
• One-piece diaphragm is self-seating in check valve 

O-ring groove. FKM material – may be black or red.

Radialock Caps
PART DESCRIPTION PRICE (B)

40269-01 Universal Slot - Red .95
40269-02 Universal Slot - White .95
40269-03 Universal Slot - Green .95
40269-04 Universal Slot - Yellow .95
40276-01 Universal Slot - AI Tips 1.05
40276-02 Universal Slot - AI Tips 1.05
40276-03 Universal Slot - AI Tips 1.05
40276-04 Universal Slot - AI Tips 1.05
40271-01 Universal Round - Red 1.05
40271-02 Universal Round - White 1.05
40271-03 Universal Round - Green 1.05
40271-04 Universal Round - Yellow 1.05
40273-02 1/4" NPT Outlet 1.30
40274-04 Yellow - 1/4" NPT 45° Outlet 3.00
40272-01 Plug - Red 1.05
40272-03 Plug - Green 1.05
40272-04 Plug - Yellow 1.05

PART DESCRIPTION PRICE (B)

40200-00 Adapter, TeeJet to Combo-Jet 2.40
40203-00 Adapter, Combo-Jet to TeeJet 2.40
40204-00 Adapter, TeeJet to Combo-Jet 2.45

40422-05Fertilizer Caps

•  If used with pre-orifice (40285-**) use universal 
seal 40260-00.

•  If used less pre-orifice use universal adapter 
40261-00 and 40260-00 seal.

PART DESCRIPTION PRICE (B)

40420-05 1/8" Hose Barb 1.40
40422-05 1/4" Hose Barb 1.40
40424-05 3/8" Hose Barb 1.40
40426-05 1/2" Hose Barb 1.40
40260-00 O-Ring Seal .25
40261-00 Adapter (if required) .40

40285-**

40260-00

2520151008

Left Right Tee

PART DESCRIPTION PRICE (B)

40360-00 Left Body 11/16" Thread x 3/8” Hose 8.70
40365-00 Left Body 11/16" Thread x 1/2” Hose 8.70
40370-00 Left Body 11/16" Thread x 3/4” Hose 8.70
40361-00 Right Body 11/16" Thread x 3/8” Hose 8.70
40366-00 Right Body 11/16" Thread x 1/2” Hose 8.70
40371-00 Right Body 11/16" Thread x 3/4” Hose 8.70
40362-00 Tee Body 11/16" Thread x 3/8” Hose 8.70
40367-00 Tee Body 11/16" Thread x 1/2” Hose 8.70
40372-00 Tee Body 11/16" Thread x 3/4” Hose 8.70
LOCKNUT 11/16” Poly Lock Nut .75

Compact Diaphragm Bodies

PLEASE NOTE: The above Combo-Jet® wet boom nozzle bodies feature the new hinged clamp for easier installation. The original two-piece 
style Combo-Jet® nozzle bodies are still available by SPECIAL ORDER ONLY.  Please contact our office for pricing and availability. 

Pre-Orifice
PART SIZE DESCRIPTION PRICE(B)

40285-005 005 Black Orifice 7.25
40285-007 007 Pink Orifice 7.25
40285-01 01 Orange Orifice 5.50
40285-015 015 Green Orifice 5.50
40285-02 02 Yellow Orifice 5.50
40285-025 025 Purple Orifice 5.50
40285-03 03 Blue Orifice 5.50
40285-04 04 Red Orifice 5.50
40285-05 05 Brown Orifice 5.50
40285-06 06 Grey Orifice 5.50
40285-08 08 White Orifice – long 5.50
40285-08S 08 White Orifice – short 5.50
40285-10 10 Light Blue Orifice – long 5.50
40285-10S 10 Light Blue Orifice – short 5.50
40285-125 12.5 Teal Orifice – long 5.50
40285-13S 12.5 Teal Orifice – short 5.50
40285-15 15 Light Green Orifice 5.50
40285-20 20 Tan Orifice 5.50
40285-25 25 Black Orifice 5.50

40510-00 / 40511-00 40193-00 / 40194-00

Single Outlet Nozzle Wet Boom Body – Radialock

PART DESCRIPTION PRICE(B)

40510-00 ¾” Wet Boom Single Radialock 5.75
40511-00 1” Wet Boom Single Radialock 5.75
Single Outlet Nozzle Wet Boom Body – Square Lug

PART DESCRIPTION PRICE(B)

40193-00 ¾” Wet Boom Single Square Lug 5.75
40194-00 1” Wet Boom Single Square Lug 5.75

40516-00 / 40517-00 40195-00 / 40196-00

Double Outlet Nozzle Wet Boom Body – Radialock

PART DESCRIPTION PRICE(B)

40516-00 ¾” Wet Boom Double Radialock 14.75
40517-00 1” Wet Boom Double Radialock 14.75
Double Outlet Nozzle Wet Boom Body – Square Lug

PART DESCRIPTION PRICE(B)

40195-00 ¾” Wet Boom Double Square Lug 14.75
40196-00 1” Wet Boom Double Square Lug 14.75

40526-00 / 40527-00 40197-00 / 40198-00

Triple Outlet Nozzle Wet Boom Body – Radialock

PART DESCRIPTION PRICE(B)

40526-00 ¾” Wet Boom Triple Radialock 18.15
40527-00 1” Wet Boom Triple Radialock 18.15
Triple Outlet Nozzle Wet Boom Body – Square Lug

PART DESCRIPTION PRICE(B)

40197-00 ¾” Wet Boom Triple Square Lug 18.15
40198-00 1” Wet Boom Triple Square Lug 18.15

01

06050403

015 02 025
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COMBO-RATE II Fluid Bottom / Top Take-Off Saddles
COMBO-RATE II series saddles have a universal mount that allows them to be 
mounted with the fluid take-off stem at the bottom of the boom pipe. This allows 
them to be utilized for both new and retro-fit applications.

• Can also be mounted with fluid take-off on top of boom to reduce nozzle  
 run-on caused by trapped air. 
• Available with one or two COMBO-CLIP outlets 
• Bolt-Mount style available by special order; please inquire.

PART DESCRIPTION PRICE (B)

41371-00 One-Way Standard ½” Pipe x 3/8” Inlet 6.40
41372-00 Two-Way Standard ½” Pipe x 3/8” Inlet 8.05
41375-00 One-Way Standard1” Pipe x 3/8” Inlet 6.40
41376-00 Two-Way Standard1” Pipe x 3/8” Inlet 8.05
41377-00 One-Way Standard1” Pipe x 9/16”  Inlet 6.40
41378-00 Two-Way Standard1” Pipe x 9/16”  Inlet 8.05

COMBO-RATE II SADDLES with Integrated Nozzle Bodies
• Available with one or two COMBO-CLIP outlets. 
• Nozzle is directly below boom; additional nozzles outset 2” either side. 
• Compact, quick to mount, and economical. 
• Bolt-Mount style available by special order; please inquire.

½” One-Way 41311-00 15.00 41313-00 16.60 41317-00 10.05
½” Two-Way 41312-00 16.65 41314-00 18.25 41318-00 11.70
1” One-Way 3/8” Inlet 41331-00 15.00 41333-00 16.60 41337-00 10.05
1” Two-Way 3/8” Inlet 41332-00 16.65 41334-00 18.25 41338-00 11.70
1” One-Way 9/16” Inlet 41341-00 15.00 41343-00 16.60 41347-00 10.05
1” Two-Way 9/16” Inlet 41342-00 16.65 41344-00 18.25 41348-00 11.70
1” One-Way KWIKSTOP 41351-00 16.65 41353-00 18.25 41357-00 11.15
1” Two-Way KWIKSTOP 41352-00 18.50 41354-00 20.30 41358-00 13.00

Model
Standard (B)

Diaph. Check Valve Manual On /Off Blended Pulse

41110 4111141110-01

41135 4113641150 / 41151 / 41152

41200 / 41201 / 41206

41250 41251 41252 41256

41100 41101 41200 / 41201 / 41206 41131

Combo-Rate Diaphragm Shut-Off
PART DESCRIPTION PRICE (B)

41100-00 Thru Body Diaphragm Shut-Off 9.05
41101-00 End Body Diaphragm Shut-Off 8.25
41200 1" Saddle Clamp for 3/8" Hole in Boom Pipe 6.25
41201-00 1" Saddle Clamp for 9/16" Hole in Boom Pipe 6.25
41206-00 2" Tube Saddle for 9/16" Hole in Boom Pipe 7.25
41131-00 End Body Relief Valve 17.25
41130-00 Thru Body Relief Valve (not shown) 18.40

PART DESCRIPTION PRICE (B)

41110-00 Thru Body Manual On/Off 10.35
41110-01 Shut-Off Replacement Assembly 4.50
41111-00 End Body Manual On/Off 9.60
41200 1" Saddle Clamp for 3/8" Hole in Boom Pipe 6.25
41201-00 1" Saddle Clamp for 9/16" Hole in Boom Pipe 6.25
41206-00 2" Tube Saddle for 9/16" Hole in Boom Pipe 7.25

Combo-Rate Manual On/Off

Capstan System

Accessories
PART DESCRIPTION PRICE (B)

41250-00 Diaphragm 90° Elbow 6.15
41251 1/4" NPT Adapter 4.30
41252-00 1/4" NPT Male Adapter 2.45
41253 3/8" NPT Male Adapter 2.45
41255-00 1/4" NPT Female Adapter 3.60
41256 3/8" NPT Female Adapter 3.60

Kwik Stop Nozzle Bodies
PART DESCRIPTION PRICE (B)

40116-00 Single Body Kwik Stop TeeJet Outlet 7.90
40117-00 Double Body Kwik Stop TeeJet Outlet 20.25
40118-00 Triple Body Kwik Stop TeeJet Outlet 24.90
40258-00 Double Body Kwik Stop Combo-Jet Outlet 20.25
40259-00 Single Body Kwik Stop Combo-Jet Outlet 7.90
40268-00 Triple Body Kwik Stop Combo-Jet Outlet 24.90

40259-00 40268-00 40258-00

PART DESCRIPTION PRICE (B)

41135 Thru Body Capstan Without Nut 4.10
41136 End Body Capstan Without Nut 3.10
41150 Interbody Filter - 50 Mesh (Red) 2.30
41151 Interbody Filter - 100 Mesh (Green) 2.30
41152 Interbody Filter - 80 Mesh (Grey) 2.30
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Conversion Adapters (To Teejet)
PART DESCRIPTION PRICE (B)

40472-00 Dual Adapter Combo-Jet to TeeJet 10.00
40473-00 Triple Adapter Combo-Jet to TeeJet 13.75

41505-00 shown

41535-00 shown

Shown with 
40256-00 Body

41110-01 41200 / 41201

41515-00 shown

Combo-Jet Turret Nozzle Bodies
PART DESCRIPTION PRICE (B)

41502-00 Turret Body – 2 Outlet 18.10
41503-00 Turret Body – 3 Outlet 18.10
41504-00 Turret Body – 4 Outlet 18.10
41505-00 Turret Body – 5 Outlet 18.10

Combo-Jet Turret Nozzle Bodies – Less Nut
PART DESCRIPTION PRICE (B)

41532-00 Turret Body – 2 Outlet less net 13.50
41533-00 Turret Body – 3 Outlet less net 13.50
41534-00 Turret Body – 4 Outlet less net 13.50
41535-00 Turret Body – 5 Outlet less net 13.50

Twin Cap Adapter
PART DESCRIPTION PRICE (B)

40440-00 Adapter (shown w/ body) 4.75

Combo-Jet Turret Nozzle Body Accessories
PART DESCRIPTION PRICE (B)

41200 1" Saddle Clamp – 3/8" boom hole 6.25
41201 1" Saddle Clamp – 9/16" boom hole 6.25
41110-01 Manual Shut-Off Assembly – less 

diaphragm
4.50

50155-07 Fairprene Diaphragm (not shown) .90

Combo-Jet Turret Nozzle Bodies w/ Manual ON/OFF
PART DESCRIPTION PRICE (B)

41512-00 Turret Body – 2 Outlet w/ ON/OFF 19.40
41513-00 Turret Body – 3 Outlet w/ ON/OFF 19.40
41514-00 Turret Body – 4 Outlet w/ ON/OFF 19.40
41515-00 Turret Body – 5 Outlet w/ ON/OFF 19.40

Conversion Adapters
PART DESCRIPTION PRICE (B)

40470-00 Dual Adapter 10.00
40471-00 Triple Adapter 13.75

40470 40471

Combo-Rate® II Side Take-Off Turrets
This innovative Combo-Rate® turret has been designed to improve flexibility when installed on any Combo-Rate nozzle body. Stocked in 3-Outlet and 5-Outlet configurations, 
also available by special order in 2-Outlet and 4-Outlet configurations.
• More compact than ever.  
• Less weight leveraged off the boom pipe.
• Extra prevention of snagged components on boom.
• Reversible design adapts to interference with boom  

structure and fittings.

** PWM bodies/turrets do not include a body nut. A control module or PWM solenoid is required.

• Reversible to LEFT / RIGHT version in seconds.
• Compatible with any Combo-Rate Nozzle Bodies.
• Ideal for Pulse Width Modulation (PWM) sprayers 

and tight boom layouts.

41615-00 shown
Spray Tips sold separately

PART DESCRIPTION PRICE (B)
Combo-Rate II Diaphragm Check Valve Configuration

41603-00 3-Outlet Side Turret Body w/ Diaphragm Check Valve 21.20
41605-00 5-Outlet Side Turret Body w/ Diaphragm Check Valve 21.20

Combo-Rate II Manual ON / OFF Configuration

41613-00 3-Outlet Side Turret Body w/ Diaphragm Check – Manual ON/OFF 22.50
41615-00 5-Outlet Side Turret Body w/ Diaphragm Check – Manual ON/OFF 22.50

Combo-Rate II Pulse Width Modulation (w/o nut) Configuration**

41633-00 3-Outlet Side Turret Body – without Nut 16.40
41635-00 5-Outlet Side Turret Body – without Nut 16.40

Super High-Flow Combo-Rate II (CRII) Nozzle 
Bodies
Designed for sprayers that are applying high 
rates of liquid fertilizer or chemical, Combo-Rate 
II high flow nozzle bodies will not leave you 
missing out.
• 21/32" Inlet can produce up to 45% more flow.
• Spray nearly 60 US Gallons per Acre @ 15 MPH 

with a single outlet (and more if stacked!)
• Left / Right Reversible.
• Use with any Combo-Rate fittings.
• Stacking body for PWM + Non-PWM spraying.
• Slotted inlet drains debris.

DIFFERENT CONFIGURATIONS AVAILABLE;  
Please inquire with our office  

for more information and pricing.

41464-00 shown (with stacked Turret, 
End Body, and Nozzles)
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Tip Strainers
PART DESCRIPTION PRICE (B)

40150-00 50M 1.05
40151-00 100M 1.05

Seals
PART DESCRIPTION PRICE (B)

40160-00 EPDM Gasket for Cap .60

Caps (Fits TeeJet)
PART DESCRIPTION PRICE (B)

40159-01 Red Cap Fits TeeJet .80
40159-02 White Cap Fits TeeJet .80
40159-03 Green Cap Fits TeeJet .80
40159-04 Yellow Cap Fits TeeJet .80

Boom End Flush Valve
Special compact design fits most 
existing boom constructions.

• Large internal diameter to maximize 
flow and minimize residue build-up.

• Quick and easy installation.
• Chemical and UV resistant material.
• Two versions: TWS (CNH) and 1¼” QN SST.
• TWS version fits CNH Patriot sprayers w/ TWS
    Fittings and mates to 41400-00 tube end adapter.  #25160-02 Viton O-ring required.
• 1¼” QN SST version fits Wilger Quick-Nut SS tube fittings and mates to 25171-00 

boom end adapter.  Can also be retrofitted using O-ring to any 1¼” NPT male thread.  
#41210-03 O-ring required.

40152-00 40153-00 40352-00 40353-00

PART DESCRIPTION PRICE (B)

40152-00 Double Outlet, 3/8" NPTF 16.45
40153-00 Triple Outlet, 3/8" NPTF 20.70

Combo-Jet Dry TeeJet Dry Boom Nozzle Bodies

Dry Boom Tees
PART DESCRIPTION PRICE (B)

40302-00 3/8" NPTM x 3/8" Hose 2.15
40307-00 3/8" NPTM x 1/2" Hose 2.15
40312-00 3/8" NPTM x 3/4" Hose 2.15

Dry Boom Elbows
PART DESCRIPTION PRICE (B)

40301-00 3/8" NPTM x 3/8" Hose 2.15
40306-00 3/8" NPTM x 1/2" Hose 2.15
40311-00 3/8" NPTM x 3/4" Hose 2.15

Combo-Jet Boom Nozzle Bodies
PART DESCRIPTION PRICE (B)

40354-00 Triple Outlet, 3/8" NPTF 20.70

Combo-Jet Dry Boom Nozzle Bodies

PART DESCRIPTION PRICE (B)

40313-00 3/8" NPTM x 3/4" Hose (3/8" and 1/2" N/A) 2.85

PART DESCRIPTION PRICE (B)

41403-VO TWS x 1” FNPT 5.30
41210-V3 O-ring (Viton) 2.00

PART DESCRIPTION PRICE (B)

25137-VO 1¼” x 1” FNPT 5.30
41210-V3 O-ring (Viton) 2.00

Dry Boom Triple

PART DESCRIPTION PRICE (B)

40352-00 Single Outlet, 3/8" NPTF 8.85
40353-00 Double Outlet, 3/8" NPTF 16.45

* Note: Bodies use TeeJet-style cap

Boom Flush Valve Adapter Kit
Fits 25175-VO Boom Flush Nozzle

• 1¼” x 1” FNPT.
• Includes Adapter and Viton O-ring.
• O-ring also sold separately.PART DESCRIPTION PRICE (B)

41402-VO Boom End Flush Valve – TWS style 26.80
25160-02 O-ring for 41402-VO (required) .70
25175-VO Boom End Flush Valve – QN SST style 26.80
41210-03 O-ring for 251750-VO (required) .70

Boom Flush Valve Adapter Kit
Fits 41402-VO for Case/IH.

• TWS  x 1” FNPT.
• Includes Adapter and Viton O-ring.
• O-ring also available separately.



1  8 0 0  6 6 5  3 8 3 642

E V E N S P R A Y  2 0 2 1  C A T A L O G U E

Manifold Flow Indicators
• Each flow indicator supplies up to three nozzles.

• Indicator balls hover at about same height when functioning properly,

• A ball hovering at a lower height than the others indicates flow restrictions  
such as plugged tip.

Boom Set Up 
Above example 6-section boom set up requires the following parts: 
• 6 x 20460-00 Flow Assemblies 
• 6 x 205**-00 Elbows (indicate size) 
• 2 x 20521-00 Cap 
• 1 x 20522-00 Tee 
• 1 x 205**-00 (indicate size)

Boom Set Up

Above example 3 body boom set up requires the following parts:

• 3 x 20480-00 Flow Assemblies 
• 3 x 205**-00 Elbows (indicate size) 
• 3 x 404**-00 Radialock Hose Barb (indicate hose barb size) 
• 1 x 40260-00 O-ring Seal

Isolated Feed Indicators
• Designed for single line applications – 

each unit fed from bottom, outlet port  
at top.

• Unique offset body configuration allows 
units to be “ganged” together into a bank 
as required.

• Quarter-turn Radialock inlet fittings enable 
quick assembly or removal.

1” Tee 
Comes with ¼” FNPT gauge port; must 
be drilled to open flow to the gauge.
PART DESCRIPTION PRICE (B)

20525-00 1” Tee 9.20

Tee Tee Blind at Female

3/8"

Tees
PART DESCRIPTION PRICE (B)

20522-00 Tee 9.20
20523-00 Tee Blind at Female 7.70

PART DESCRIPTION PRICE (B)

20520-00 90˚ Elbow 7.30

90˚ Elbow

¼”Adapter
PART DESCRIPTION PRICE (B)

20518-00 ¼” Elbow Adapter 3.45
20519-00 ¼” Straight Adapter 3.45

Cap / Fitting Assembly
PART DESCRIPTION PRICE (B)

20521-00 Cap 3.95
20535-00 Female x ¼” FNPT 4.15
20536-00 Female x 3/8” FNPT 4.15
20537-00 Female x ½” FNPT 4.15

Elbows
PART DESCRIPTION PRICE (B)

20511-00 3/8” Hose Barb 3.45
20512-00 ½” Hose Barb 3.45
20513-00 ¾” Hose Barb 3.45

3/8" 1/2" 3/4"

3/8" 1/2" 3/4"

Straight Fittings
PART DESCRIPTION PRICE (B)

20501-00 3/8” Hose Barb 3.45
20502-00 ½” Hose Barb 3.45
20503-00 ¾” Hose Barb 3.45

Metering Orifices 
Metering orifices can be inserted 
in place of the flow indicator ball 
retainer and utilized to control 
flows ranging from 0.004 to 8.0 
US gallons per minute.

Call Even-Spray for orifice selection 
information.

PART DESCRIPTION PRICE (B)

21000-00 Blank .90
21025-00 .025 5.65
21055-00 .055 5.65
21104-00 .104 5.65
21250-00 .250 5.65

Flow Indicator Balls 
Standard Flow Rates; based on water.

PART DESCRIPTION PRICE (B)

20460-09 Black Plastic – 
.03 to .09 US GPM 

.90

20460-08 Green Plastic – 
.05 to .18 US GPM

.90

20460-07 Red Plastic –  
.09 to .30 US GPM

.90

20460-06 Red Glass – 
.31 to .72 US GPM 

.90

20460-05 ½” Stainless Steel –  
.40 to 1.33 US GPM

1.85

20460-10 7/16” Stainless 
Steel – 1.00 to 2.70 
US GPM

2.00

Isolated Flow Indicator Assembly 
Comes with 1 body, ball retainer, 1 locking 
clip, 3 indicator balls (green, red, ½” SS).

PART DESCRIPTION PRICE (B)

20480-00 Iso Flow Assembly 19.70

Manifold Flow Indicator Assembly 
Comes with 1 body, 1 ball retainer, 2 locking 
clips, 1 O-ring, 4 indicator balls (black, 
green, red, ½” SS).

Individual Parts

PART DESCRIPTION PRICE (B)

20460-00 Mani Flow Assembly 25.10

PART DESCRIPTION PRICE (B)

20460-01 Mani Std. Flow Body 15.50
20460-02 Ball Retainer .75
20460-03 O-ring BUNA-N .35
20460-04 U Locking Clip - SS 1.95

Push-In Tube Connector Elbows 
Friction-fit style hose 90º connectors
PART DESCRIPTION PRICE (B)

20516-00 ¼” Hose x Elbow 6.05
20517-00 3/8” Hose x Elbow 6.75
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Hypro XT® Boom XTender Tips

XT Boomless Technology

The XT introduces boomless spray technology enabling spray to be targeted into 
places that conventional booms and other nozzles cannot reach. The XT delivers a 
uniform, even spray pattern over a distance of up to 21 feet. In addition, its unique 
stepped slot design reduces the number of fine droplets so that spray drift is a thing 
of the past!

Features and Benefits:

• Ideal for applications where a conventional boom cannot be used due to  
 man-made or natural obstacles; e.g., powerpoles, guardrails, fences, trees, etc. 
• Excellent for use as last boom tip to reduce spray drift. 
• Precision molded polyacetal tip and machined stainless steel body provides  
 excellent durability. 
• All stainless steel bodies have standard male pipe threads. 
• Maintains a consistent spray swath of 12-21 feet over a pressure range of  
 30-60 psi. 
• Can be used with simple or advanced manual or automatic rate controllers. 
• Large droplet size reduces spray drift and promotes crop penetration. 
• Off-center, flat fan spray pattern of 110º and over. 
• Easy to install, low maintenance.

Spray Characteristics:

• Flat fan 15º/95º off-center. 
• Medium to coarse droplet size. 
• High GPM, wide spray swath. 
• Even spray pattern.

Stainless 
steel

Polyacetal Flow rates = .9-26.3 gpm at 30-60 psi

Distances = 12-21 feet

Medium-Coarse Droplets

95º

15º

 BROADCAST AND TURF APPLICATIONS APPLICATION RATE (GPA) (Miles per hour)  GAL/1000FT Squared
 SWATH 

WIDTH (ft)

THREAD XT MODEL PRICE (B) PSI GPM 4 5 6 7 8 10 12 14 16 18 20 2 3 4 5 40 PSI

1/4” 
MNPT TPXTO10 121.00

30
40
50
60

.09
1.0
1.1
1.2

8.9
10.3
11.5
12.6

7.1
8.3
9.2
10.1

6.0
6.9
7.7
8.4

5.1
5.9
6.6
7.2

4.5
5.2
5.8
6.3

3.6
4.1
4.6
5.1

3.0
3.4
3.8
4.2

2.6
2.9
3.3
3.6

2.2
2.6
2.9
3.2

2.0
2.3
2.6
2.8

1.8
2.1
2.3
2.5

0.41
0.47
0.53
0.58

0.27
0.31
0.35
0.39

0.20
0.24
0.26
0.29

0.16
0.19
0.21
0.23

12

1/4” 
MNPT TPXTO20

TPXTO20FC
123.35
81.55

30
40
50
60

1.7
2.0
2.2
2.4

12.6
14.6
16.3
17.8

10.1
11.6
13.0
14.3

8.4
9.7

10.9
11.9

7.2
8.3
9.3

10.2

6.3
7.3
8.1
8.9

5.0
5.8
6.5
7.1

4.2
4.9
5.4
5.9

3.6
4.2
4.7
5.1

3.2
3.6
4.1
4.5

2.8
3.2
3.6
4.0

2.5
2.9
3.3
3.6

0.58
0.67
0.75
0.82

0.38
0.44
0.50
0.54

0.29
0.33
0.37
0.41

0.23
0.27
0.30
0.33

17

1/4” 
MNPT TPXTO24

TPXTO24FC
123.35
81.55

30
40
50
60

2.1
2.4
2.7
2.9

14.3
16.5
18.0
20.0

11.4
13.2
14.8
16.2

9.5
11.0
12.3
13.5

8.2
9.4

10.5
11.5

7.1
8.3
9.2

10.1

5.7
6.6
7.4
8.1

4.8
5.5
6.1
6.7

4.1
4.7
5.3
5.8

3.6
4.1
4.6
5.1

3.2
3.7
4.1
4.5

2.9
3.3
3.7
4.0

0.65
0.76
0.84
1.00

0.44
0.50
0.56
0.65

0.33
0.38
0.42
0.49

0.26
0.30
0.34
0.39

18

3/8” 
MNPT TPXTO43

TPXTO43FC
144.70
99.05

30
40
50
60

3.7
4.3
4.8
5.3

23.0
27.0
30.0
33.0

18.4
21.3
23.8
26.1

15.4
17.7
19.8
21.7

13.2
15.2
17.0
18.6

11.5
13.3
14.9
16.3

9.2
10.6
11.9
13.0

7.7
8.9
9.9

10.9

6.6
7.6
8.5
9.3

5.8
6.7
7.4
8.1

5.1
5.9
6.6
7.2

4.6
5.3
5.9
6.5

1.10
1.20
1.40
1.50

0.70
0.81
0.91
1.00

0.53
0.61
0.68
0.75

0.42
0.49
0.54
0.60

20

1/2” 
MNPT TPXTO80 144.70

30
40
50
60

6.9
8.0
8.9
9.8

41.0
47.0
53.0
58.0

33.0
38.0
42.0
46.0

27.0
31.0
35.0
38.0

23.0
27.0
30.0
33.0

20.0
24.0
26.0
29.0

16.3
19.0
21.0
23.0

13.6
15.7
17.6
19.0

11.7
13.5
15.1
16.5

10.2
11.8
13.2
14.4

9.1
10.5
11.7
12.8

8.2
9.4

10.5
11.5

1.90
2.20
2.40
2.60

1.20
1.40
1.60
1.80

0.90
1.10
1.20
1.30

0.75
0.86
1.00
1.10

21

3/4” 
MNPT TPXT167 161.30

30
40
50
60

14.5
16.7
18.7
20.5

99.0
115.0
128.0
141.0

80.0
92.0
103.0
112.0

66.0
77.0
86.0
94.0

57.0
66.0
73.0
80.0

50.0
57.0
64.0
70.0

40.0
46.0
51.0
56.0

33.0
38.0
43.0
47.0

28.0
33.0
37.0
40.0

25.0
29.0
32.0
35.0

22.1
25.5
28.5
31.2

19.9
23.0
25.7
28.1

4.60
5.30
5.90
6.40

3.00
3.50
3.90
4.30

2.30
2.60
2.90
3.20

1.80
2.10
2.40
2.60

18

3/4” 
MNPT TPXT215 172.15

30
40
50
60

18.6
21.5
24.0
26.3

115.0
133.0
149.0
163.0

92.0
106.0
119.0
130.0

77.0
89.0
99.0

109.0

66.0
76.0
85.0
93.0

58.0
67.0
74.0
81.0

46.0
53.0
59.0
65.0

38.0
44.0
50.0
54.0

33.0
38.0
42.0
47.0

28.8
33.0
37.0
41.0

25.6
30.0
33.0
36.0

23.0
26.6
30.0
33.0

5.30
6.10
6.80
7.50

3.50
4.10
4.50
5.00

2.60
3.00
3.40
3.70

2.10
2.40
2.70
3.00

20

Distance (ft)
2 9 10.5

0

50

100

150

200

Typical spray pattern produced by the XT Series
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GuardianAIR™ Spray Tips  

Enhanced Coverage Air-Inclusion Spray Tips

The Hypro® GuardianAIR™ spray tip is the first and only tip to feature technology 
developed by Hypro for the Syngenta® Amistar™ spray tip.  A unique rearward spray 
incline provides more uniform coverage with 10 GPM spray rates. Higher flow tips used 
at faster speeds have a greater spray incline.
•  Optimized for the performance and productivity of the most common lower 

application rates, around 10 GPA.

•  Produces air-induced sprays for reduced drift and environmental impact while 
increasing droplet deposition and retention on the foliage.

•  Provides better coverage with more drops per gallon compared to other common 
air-induced spray tips.

•  Spray incline is speed-optimized to allow more uniform coverage on the front and 
back of the foliage for a wide range of speeds.

•  Boosts productivity with tip sizes for speeds from 3 to over 20 MPH, including the 
only size “035” tip of its kind with a 10 – 14 MPH sweet spot.

•  Each tip is clearly marked with an arrow indicating the direction of travel.

•  Available in 7 sizes to fit either a standard QJ25611-* cap or integrated as a 
FastCap®, which includes the cap and gasket for easy installation.

•  Pressure Range – 15 to 115 PSI; Spray Angle - 110˚.

The Hypro® GuardianAIR Twin™ spray tip is the best choice for high coverage 
applications where on-target spray delivery is important. They are ideal for low 
crops with complex canopies, such as vegetables, where thorough coverage of 
the target and protection of the surroundings are of high importance.   
• Ideal for high-coverage application of post-emerge plant health protectants.

•  High-coverage 30˚ forward and 30˚ rear facing fans help penetrate complex 
canopies requiring more thorough coverage.

•  Incorporates the fundamental characteristics of uniform coverage and 
reduced drift from the world-renowned GuardianAIR tip range.

•  Easy-to-install patent-pending locking ring and o-ring seal design makes 
installation a snap and sealing a sure thing.

•  Dust is sealed out by the locking ring to reduce contamination of the nozzle 
when removing it from the sprayer.

•  Integrated strainers are matched to the nozzle size to prevent over-
straining or plugging.

•  Available in 7 sizes from “02” to “08” (including “025”) and colour coded 
to indicate the flow for the entire spray assembly.

•  Pressure Range – 30 to 115 PSI; Spray Angle - 110˚. 

PART DESCRIPTION PRICE (E)
TPFCGA110-015 FastCap® GuardianAIR Spray Tip (w/ cap & gasket) 14.30
TPFCGA110-02 FastCap® GuardianAIR Spray Tip (w/ cap & gasket) 14.30
TPFCGA110-025 FastCap® GuardianAIR Spray Tip (w/ cap & gasket) 14.30
TPFCGA110-03 FastCap® GuardianAIR Spray Tip (w/ cap & gasket) 14.30
TPFCGA110-035 FastCap® GuardianAIR Spray Tip (w/ cap & gasket) 14.30
TPFCGA110-04 FastCap® GuardianAIR Spray Tip (w/ cap & gasket) 14.30
TPFCGA110-05 FastCap® GuardianAIR Spray Tip (w/ cap & gasket) 14.30
TPGA110-015 GuardianAIR Spray Tip 11.90
TPGA110-02 GuardianAIR Spray Tip 11.90
TPGA110-025 GuardianAIR Spray Tip 11.90
TPGA110-03 GuardianAIR Spray Tip 11.90
TPGA110-035 GuardianAIR Spray Tip 11.90
TPGA110-04 GuardianAIR Spray Tip 11.90
TPGA110-05 GuardianAIR Spray Tip 11.90

PART DESCRIPTION PRICE (E)

TPGAT110-02 GuardianAIR Twin Spray Tip (w/ cap, gasket, strainer) 15.40
TPGAT110-025 GuardianAIR Twin Spray Tip (w/ cap, gasket, strainer) 15.40
TPGAT110-03 GuardianAIR Twin Spray Tip (w/ cap, gasket, strainer) 15.40
TPGAT110-035 GuardianAIR Twin Spray Tip (w/ cap, gasket, strainer) 15.40
TPGAT110-04 GuardianAIR Twin Spray Tip (w/ cap, gasket, strainer) 15.40
TPGAT110-05 GuardianAIR Twin Spray Tip (w/ cap, gasket, strainer) 15.40
TPGAT110-06 GuardianAIR Twin Spray Tip (w/ cap, gasket, strainer) 15.40
TPGAT110-08 GuardianAIR Twin Spray Tip (w/ cap, gasket, strainer) 15.40
TS02-50 50-mesh replacement strainer for all tip sizes 2.20
65-BS205 Replacement Cap Gasket for all sizes .75

Guardian Spray Tip
•  All-in-one FastCap (cap/tip/strainer/gasket) design eliminates loose parts.

•  120˚ Spray angle with 20˚ incline can be aimed forward or rearward to suit the 
desired application.

•  Available in 015, 02, 025, 03, 04, 05, 06, and 08 sizes; specify size.

PART DESCRIPTION PRICE (E)

TPGRD120-** Guardian FastCap Spray Tip (please specify size) 11.90

Hypro Ultra Low Drift™ 120º Spray Tip
• Creates air-filled droplets that significantly reduce spray drift.

• Available in 01, 015, 02, 025, 03, 04, 05, 06, and 08 sizes; specify size.

PART DESCRIPTION PRICE (E)

TPULD120-** Ultra Low Drift Spray Tip (please specify size) 13.30

Hypro TwinCap™
The Hypro TwinCap™ is a simple, compact way to use two spray tips back to back to 
create a high coverage twin spray.
• Holds & aligns standard dimension fan pattern spray tips such as GuardianAIR, 

Hypro Ultra Low Drift, and TeeJet tips that fit the standard TeeJet QJ25611 cap.

PART DESCRIPTION PRICE (E)
152607TC Hypro TwinCap 9.10

GuardianAIR™ Twin Spray Tips  

30° Opposed Twin Angle Air-Inclusion Spray Tips
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• Designed in partnership with Syngenta using wind tunnel research and more than 
10 years of agronomic field trials.

• Inclined spray is designed to be installed alternating forward and backward on 
boom to provide 3-dimensional coverage on vertical targets such as grass weeds, 
soil clods, and broad-leaved canopies. 

Even-Spray 2019 Catalogue – NEW Page A 
 

See attached mock-up of new page, assembled using the following copy, images from 
“514_3DNozzle.pdf”, and “Hypro 3D Chart.pdf”. 

 

1. Insert the following as shown on attached: 

HYPRO® 3D NOZZLE 
INCLINED ALL-PURPOSE NOZZLE FOR OPTIMUM SPRAY COVERAGE 

 

2. Insert the following as shown on attached: 
 

• Designed in partnership with Syngenta using wind tunnel research and 
more than 10 years of agronomic field trials. 

 

• Inclined spray is designed to be installed alternating forward and 
backward on boom to provide 3-dimensional coverage on vertical targets 
such as grass weeds, soil clods, and broad-leaved canopies. 

• PWM compatible; install 3-D nozzles facing the same direction when 
using with PWM systems at less than 30Hz. 

 

• FastCap version utilizes the SnapLock cap technology, reducing 
installation torque requirement by 73% (Internal testing – standard 
FastCap versus SnapLock Cap). 

 

3. Insert price chart as shown on attached: 

FASTCAP configuration includes TIP, CAP, GASKET 
PART DESCRIPTION PRICE(E) 

TPFC3D100-015 3D Nozzle 100⁰ - 015 13.25 
TPFC3D100-02 3D Nozzle 100⁰ - 02 13.25 
TPFC3D100-025 3D Nozzle 100⁰ - 025 13.25 
TPFC3D100-03 3D Nozzle 100⁰ - 03 13.25 
TPFC3D100-035 3D Nozzle 100⁰ - 035 13.25 
TPFC3D100-04 3D Nozzle 100⁰ - 04  13.25 
TPFC3D100-05 3D Nozzle 100⁰ - 05 13.25 
TPFC3D100-06 3D Nozzle 100⁰ - 06 13.25 
TPFC3D100-08 3D Nozzle 100⁰ - 08 13.25 

REPLACEMENT TIP STRAINER 
PART DESCRIPTION PRICE(E) 
TS01-100 100 mesh – 015 to 035 1.45 
TS01-50 50 mesh – 04 to 08 1.45 

 

FEATURES 
Common Use Weed Control, Plant Health 

Pattern Alternating Tapered Flat Fans 
Technology Advanced Tapered Flat Fan 

Material Polyacetal 
Spray Angle 100⁰ 

Pressure Range 10 – 90 PSI (0.7 – 6 BAR) 
Configuration SnapLock 

 

Optimum Boom Height 
15” (35 cm) Spacing 15 – 25” (35 – 60 cm) 
20” (50 cm) Spacing 20 – 30” (50 – 75 cm) 

 

• PWM compatible; install 3-D nozzles facing the same direction when using with 
PWM systems at less than 30Hz.

• FastCap version utilizes the SnapLock cap technology, reducing installation torque 
requirement by 73% (Internal testing – standard FastCap versus SnapLock Cap).

5.0 7.5 10.0 12.5 15.0 17.5 20.0 22.5 25.0 27.5 30.0
C 10* 0.08 4.5 3.0 2.2 1.8 1.5 1.3 1.1 1.0 0.9 0.8 0.7
M 15* 0.09 5.5 3.6 2.7 2.2 1.8 1.6 1.4 1.2 1.1 1.0 0.9
M 20 0.11 6.3 4.2 3.2 2.5 2.1 1.8 1.6 1.4 1.3 1.1 1.1
F 30 0.13 7.7 5.1 3.9 3.1 2.6 2.2 1.9 1.7 1.5 1.4 1.3
F 40 0.15 8.9 5.9 4.5 3.6 3.0 2.5 2.2 2.0 1.8 1.6 1.5
F 50 0.17 10.0 6.6 5.0 4.0 3.3 2.8 2.5 2.2 2.0 1.8 1.7
F 60 0.18 10.9 7.3 5.5 4.4 3.6 3.1 2.7 2.4 2.2 2.0 1.8
F 70 0.20 11.8 7.9 5.9 4.7 3.9 3.4 2.9 2.6 2.4 2.1 2.0
F 80 0.21 12.6 8.4 6.3 5.0 4.2 3.6 3.2 2.8 2.5 2.3 2.1
F 90 0.23 13.4 8.9 6.7 5.3 4.5 3.8 3.3 3.0 2.7 2.4 2.2
M 10* 0.10 5.9 4.0 3.0 2.4 2.0 1.7 1.5 1.3 1.2 1.1 1.0
M 15* 0.12 7.3 4.8 3.6 2.9 2.4 2.1 1.8 1.6 1.5 1.3 1.2
M 20 0.14 8.4 5.6 4.2 3.4 2.8 2.4 2.1 1.9 1.7 1.5 1.4
M 30 0.17 10.3 6.9 5.1 4.1 3.4 2.9 2.6 2.3 2.1 1.9 1.7
F 40 0.20 11.9 7.9 5.9 4.8 4.0 3.4 3.0 2.6 2.4 2.2 2.0
F 50 0.22 13.3 8.9 6.6 5.3 4.4 3.8 3.3 3.0 2.7 2.4 2.2
F 60 0.24 14.5 9.7 7.3 5.8 4.8 4.2 3.6 3.2 2.9 2.6 2.4
F 70 0.26 15.7 10.5 7.9 6.3 5.2 4.5 3.9 3.5 3.1 2.9 2.6
F 80 0.28 16.8 11.2 8.4 6.7 5.6 4.8 4.2 3.7 3.4 3.1 2.8
F 90 0.30 17.8 11.9 8.9 7.1 5.9 5.1 4.5 4.0 3.6 3.2 3.0
C 10* 0.13 7.4 5.0 3.7 3.0 2.5 2.1 1.9 1.7 1.5 1.4 1.2
M 15* 0.15 9.1 6.1 4.5 3.6 3.0 2.6 2.3 2.0 1.8 1.7 1.5
M 20 0.18 10.5 7.0 5.3 4.2 3.5 3.0 2.6 2.3 2.1 1.9 1.8
M 30 0.22 12.9 8.6 6.4 5.1 4.3 3.7 3.2 2.9 2.6 2.3 2.1
M 40 0.25 14.9 9.9 7.4 5.9 5.0 4.2 3.7 3.3 3.0 2.7 2.5
F 50 0.28 16.6 11.1 8.3 6.6 5.5 4.7 4.2 3.7 3.3 3.0 2.8
F 60 0.31 18.2 12.1 9.1 7.3 6.1 5.2 4.5 4.0 3.6 3.3 3.0
F 70 0.33 19.6 13.1 9.8 7.9 6.5 5.6 4.9 4.4 3.9 3.6 3.3
F 80 0.35 21.0 14.0 10.5 8.4 7.0 6.0 5.3 4.7 4.2 3.8 3.5
F 90 0.38 22.3 14.9 11.1 8.9 7.4 6.4 5.6 5.0 4.5 4.1 3.7
VC 10* 0.15 8.9 5.9 4.5 3.6 3.0 2.5 2.2 2.0 1.8 1.6 1.5
C 15* 0.18 10.9 7.3 5.5 4.4 3.6 3.1 2.7 2.4 2.2 2.0 1.8
M 20 0.21 12.6 8.4 6.3 5.0 4.2 3.6 3.2 2.8 2.5 2.3 2.1
M 30 0.26 15.4 10.3 7.7 6.2 5.1 4.4 3.9 3.4 3.1 2.8 2.6
M 40 0.30 17.8 11.9 8.9 7.1 5.9 5.1 4.5 4.0 3.6 3.2 3.0
M 50 0.34 19.9 13.3 10.0 8.0 6.6 5.7 5.0 4.4 4.0 3.6 3.3
F 60 0.37 21.8 14.5 10.9 8.7 7.3 6.2 5.5 4.8 4.4 4.0 3.6
F 70 0.40 23.6 15.7 11.8 9.4 7.9 6.7 5.9 5.2 4.7 4.3 3.9
F 80 0.42 25.2 16.8 12.6 10.1 8.4 7.2 6.3 5.6 5.0 4.6 4.2
F 90 0.45 26.7 17.8 13.4 10.7 8.9 7.6 6.7 5.9 5.3 4.9 4.5
VC 10* 0.18 10.4 6.9 5.2 4.2 3.5 3.0 2.6 2.3 2.1 1.9 1.7
C 15* 0.21 12.7 8.5 6.4 5.1 4.2 3.6 3.2 2.8 2.5 2.3 2.1
C 20 0.25 14.7 9.8 7.4 5.9 4.9 4.2 3.7 3.3 2.9 2.7 2.5
M 30 0.30 18.0 12.0 9.0 7.2 6.0 5.1 4.5 4.0 3.6 3.3 3.0
M 40 0.35 20.8 13.9 10.4 8.3 6.9 5.9 5.2 4.6 4.2 3.8 3.5
M 50 0.39 23.2 15.5 11.6 9.3 7.7 6.6 5.8 5.2 4.6 4.2 3.9
M 60 0.43 25.5 17.0 12.7 10.2 8.5 7.3 6.4 5.7 5.1 4.6 4.2
M 70 0.46 27.5 18.3 13.8 11.0 9.2 7.9 6.9 6.1 5.5 5.0 4.6
F 80 0.49 29.4 19.6 14.7 11.8 9.8 8.4 7.4 6.5 5.9 5.3 4.9
F 90 0.53 − 20.8 15.6 12.5 10.4 8.9 7.8 6.9 6.2 5.7 5.2
XC 10* 0.20 11.9 7.9 5.9 4.8 4.0 3.4 3.0 2.6 2.4 2.2 2.0
VC 15* 0.24 14.5 9.7 7.3 5.8 4.8 4.2 3.6 3.2 2.9 2.6 2.4
C 20 0.28 16.8 11.2 8.4 6.7 5.6 4.8 4.2 3.7 3.4 3.1 2.8
M 30 0.35 20.6 13.7 10.3 8.2 6.9 5.9 5.1 4.6 4.1 3.7 3.4
M 40 0.40 23.8 15.8 11.9 9.5 7.9 6.8 5.9 5.3 4.8 4.3 4.0
M 50 0.45 26.6 17.7 13.3 10.6 8.9 7.6 6.6 5.9 5.3 4.8 4.4
M 60 0.49 29.1 19.4 14.5 11.6 9.7 8.3 7.3 6.5 5.8 5.3 4.8
M 70 0.53 − 21.0 15.7 12.6 10.5 9.0 7.9 7.0 6.3 5.7 5.2
M 80 0.57 − 22.4 16.8 13.4 11.2 9.6 8.4 7.5 6.7 6.1 5.6
F 90 0.60 − 23.8 17.8 14.3 11.9 10.2 8.9 7.9 7.1 6.5 5.9
XC 10* 0.25 14.9 9.9 7.4 5.9 5.0 4.2 3.7 3.3 3.0 2.7 2.5
VC 15* 0.31 18.2 12.1 9.1 7.3 6.1 5.2 4.5 4.0 3.6 3.3 3.0
C 20 0.35 21.0 14.0 10.5 8.4 7.0 6.0 5.3 4.7 4.2 3.8 3.5
C 30 0.43 25.7 17.1 12.9 10.3 8.6 7.3 6.4 5.7 5.1 4.7 4.3
M 40 0.50 29.7 19.8 14.9 11.9 9.9 8.5 7.4 6.6 5.9 5.4 5.0
M 50 0.56 − 22.1 16.6 13.3 11.1 9.5 8.3 7.4 6.6 6.0 5.5
M 60 0.61 − 24.2 18.2 14.5 12.1 10.4 9.1 8.1 7.3 6.6 6.1
M 70 0.66 − 26.2 19.6 15.7 13.1 11.2 9.8 8.7 7.9 7.1 6.5
M 80 0.71 − 28.0 21.0 16.8 14.0 12.0 10.5 9.3 8.4 7.6 7.0
M 90 0.75 − 29.7 22.3 17.8 14.9 12.7 11.1 9.9 8.9 8.1 7.4
XC 10* 0.30 17.8 11.9 8.9 7.1 5.9 5.1 4.5 4.0 3.6 3.2 3.0
VC 15* 0.37 21.8 14.5 10.9 8.7 7.3 6.2 5.5 4.8 4.4 4.0 3.6
C 20 0.42 25.2 16.8 12.6 10.1 8.4 7.2 6.3 5.6 5.0 4.6 4.2
C 30 0.52 − 20.6 15.4 12.3 10.3 8.8 7.7 6.9 6.2 5.6 5.1
C 40 0.60 − 23.8 17.8 14.3 11.9 10.2 8.9 7.9 7.1 6.5 5.9
M 50 0.67 − 26.6 19.9 15.9 13.3 11.4 10.0 8.9 8.0 7.2 6.6
M 60 0.73 − 29.1 21.8 17.5 14.5 12.5 10.9 9.7 8.7 7.9 7.3
M 70 0.79 − − 23.6 18.9 15.7 13.5 11.8 10.5 9.4 8.6 7.9
M 80 0.85 − − 25.2 20.2 16.8 14.4 12.6 11.2 10.1 9.2 8.4
M 90 0.90 − − 26.7 21.4 17.8 15.3 13.4 11.9 10.7 9.7 8.9
XC 10* 0.40 23.8 15.8 11.9 9.5 7.9 6.8 5.9 5.3 4.8 4.3 4.0
VC 15* 0.49 29.1 19.4 14.5 11.6 9.7 8.3 7.3 6.5 5.8 5.3 4.8
VC 20 0.57 − 22.4 16.8 13.4 11.2 9.6 8.4 7.5 6.7 6.1 5.6
C 30 0.69 − 27.4 20.6 16.5 13.7 11.8 10.3 9.1 8.2 7.5 6.9
C 40 0.80 − − 23.8 19.0 15.8 13.6 11.9 10.6 9.5 8.6 7.9
M 50 0.89 − − 26.6 21.3 17.7 15.2 13.3 11.8 10.6 9.7 8.9
M 60 0.98 − − 29.1 23.3 19.4 16.6 14.5 12.9 11.6 10.6 9.7
M 70 1.06 − − − 25.1 21.0 18.0 15.7 14.0 12.6 11.4 10.5
M 80 1.13 − − − 26.9 22.4 19.2 16.8 14.9 13.4 12.2 11.2
M 90 1.20 − − − 28.5 23.8 20.4 17.8 15.8 14.3 13.0 11.9

Droplet size based on ASEBE S572.1 standard.
*For pressures lower than 15 PSI, nozzle spray angle may be reduced and will require a boom height of 30 inches to maintain spray distribution.

Speed (MPH) - 20 inch nozzle spacing
Gallons per Acre

05

06

08

Flow       
(GPM)

Pressure    
(PSI)

Droplet     
Size

Nozzle        
Size

015

02

025

03

35

04

FASTCAP configuration includes TIP, CAP, GASKET
PART DESCRIPTION PRICE(E)

TPFC3D100-015 3D Nozzle 100° - 015 14.65
TPFC3D100-02 3D Nozzle 100° - 02 14.65
TPFC3D100-025 3D Nozzle 100° - 025 14.65
TPFC3D100-03 3D Nozzle 100° - 03 14.65
TPFC3D100-035 3D Nozzle 100° - 035 14.65
TPFC3D100-04 3D Nozzle 100° - 04 14.65
TPFC3D100-05 3D Nozzle 100° - 05 14.65
TPFC3D100-06 3D Nozzle 100° - 06 14.65
TPFC3D100-08 3D Nozzle 100° - 08 14.65

REPLACEMENT TIP STRAINER
PART DESCRIPTION PRICE(E)

TS01-100 100 mesh – 015 to 035 1.60
TS01-50 50 mesh – 04 to 08 1.60

FEATURES
Common Use Weed Control, Plant Health

Pattern Alternating Tapered Flat Fans
Technology Advanced Tapered Flat Fan

Material Polyacetal
Spray Angle 100°

Pressure Range 10 – 90 PSI (0.7 – 6 BAR)
Configuration SnapLock

Optimum Boom Height
15” (35 cm) Spacing 15 – 25” (35 – 60 cm)
20” (50 cm) Spacing 20 – 30” (50 – 75 cm)
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PROFLO Hose Barb Dry Boom Nozzle Bodies w/ Diaphragm Check Valve

PROFLO Hose Barb Dry Boom Nozzle Bodies w/ Top-Mounted Diaphragm Check Valve

PROFLO Hose Barb Triple Nozzle Bodies w/ Diaphragm Check Valve

PART SIZE PRICE (E)

4221N-B123 ¾” Boom pipe 8.00
4221N-B124 1” Boom pipe 12.10

PART SIZE PRICE (E)

4222N-B323 ¾” Boom pipe body 24.60
4222N-B324 1” Boom pipe body 25.25

PROFLO Single Nozzle Body for Wet Boom
• EPDM Seal in Check Valve Assembly

PROFLO Triple Nozzle Body for Wet Boom
• EPDM Seal in Check Valve Assembly

PART DESCRIPTION PRICE (E)

4241N-B121S Single Hose Barb Dry Boom Nozzle Body – 3/8” hose barb 11.85
4241N-B122S Single Hose Barb Dry Boom Nozzle Body – ½” hose barb 11.85
4241N-B123S Single Hose Barb Dry Boom Nozzle Body – ¾” hose barb 11.85

PART DESCRIPTION PRICE (E)

4240N-B121S Single Hose Barb Dry Boom Nozzle Body – 3/8” hose barb 9.80
4240N-B122S Single Hose Barb Dry Boom Nozzle Body – ½” hose barb 9.80
4240N-B123S Single Hose Barb Dry Boom Nozzle Body – ¾” hose barb 9.80

PART DESCRIPTION PRICE (E)

4242N-B322S Single Hose Barb Triple Nozzle Body – ½” hose barb 24.90
4242N-B323S Single Hose Barb Triple Nozzle Body – ¾” hose barb 24.25

4241N-B121D Double Hose Barb Dry Boom Nozzle Body – 3/8” hose barb 11.85
4241N-B122D Double Hose Barb Dry Boom Nozzle Body – ½” hose barb 11.85
4241N-B123D Double Hose Barb Dry Boom Nozzle Body – ¾” hose barb 11.85

4240N-B121D Double Hose Barb Dry Boom Nozzle Body – 3/8” hose barb 9.80
4240N-B122D Double Hose Barb Dry Boom Nozzle Body – ½” hose barb 9.80
4240N-B123D Double Hose Barb Dry Boom Nozzle Body – ¾” hose barb 9.80

4242N-B322D Double Hose Barb Triple Nozzle Body – ½” hose barb 24.25
4242N-B323D Double Hose Barb Triple Nozzle Body – ¾” hose barb 24.25

4241N-B121T Triple Hose Barb Dry Boom Nozzle Body – 3/8” hose barb 11.85
4241N-B122T Triple Hose Barb Dry Boom Nozzle Body – ½” hose barb 11.85
4241N-B123T Triple Hose Barb Dry Boom Nozzle Body – ¾” hose barb 11.85

Hypro PROFLO Nozzle Bodies

• Designed to deliver the highest flow 
rates across the spraying pressure 
range.

• Bayonet style attachment allows for 
automatic spray alignment using flat fan 
spray tips.

• Compact design makes mounting easier 
with less potential interference with the 
spray boom structure.

• ProFlo nozzle bodies come standard with 
an 8 PSI Diaphragm Check Valve.

• EPDM Seal is standard.

• Available in wet or dry boom versions.
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Boom Pipe

Tank Agitator
PART DESCRIPTION PRICE (E)

3371-0019 3/4" Tank Agitator 9.80

PART DESCRIPTION PRICE (E)

AL34 3/4” Aluminum CALL
AL1 1" Aluminum CALL
PVC12 1/2" PVC CALL
PVC34 3/4" PVC CALL
PVC1 1" PVC CALL
CUT Labour to Cut Pipe 2.00(K)

THREAD Labour to Thread Pipe 5.00(K)

HOLE Labour to Drill Hole 1.00(K)

Hypro Strainer
• Female NPT connection 
• PVC suction strainer 
• Call for mesh sizes not shown here

PART DESCRIPTION PRICE (E)

11101 3/8" FNPT 80M 10.45
10436 3/4" FNPT 80M 13.75
10442 1" FNPT 20M 21.40

The Hypro® ProFlo™ nozzle bodies have been designed 
to deliver the highest flow rates in the industry across a 
wide spraying pressure range.

• Unique diaphragm check valve design reduces 
restrictions in the flow path, enabling 2.6 GPM with a 
5 PSI pressure drop through the nozzle.

• Positive shut-off between each spray position.

• Bayonet style attachment allows for automatic spray 
alignment using flat fan spray tips.

• Compact design makes mounting easier with less 
potential interference with the spray boom structure.

• ProFlo nozzle bodies come standard with an 8 PSI 
diaphragm check valve. 4 PSI, 12 PSI, 20 PSI, and  
25 PSI by special order.

Wet boom clamp sizes:
1/2", 3/4", 1", 20mm, 25mm

Comes standard with a 
.55 Bar (8 PSI) diaphragm 
check valve

Available with an
EPDM or Viton® Seal

Three turret styles:
Single, 3-Way, 5-Way

Highest flow rates in  
the industry:
27.5 lpm @ 2.75 bar
7 gpm @ 40 PSI

3-Way ProFlo Turret Bodies w/ Dry Boom Clamp Tab
• 8 PSI Check Valve
PART DESCRIPTION PRICE (E)

4243N-B322 3 Outlet Body for ½” Pipe 20.45
4243N-B323 3 Outlet Body for ¾” Pipe 18.70
4243N-B324 3 Outlet Body for 1” Pipe 18.70
4200-0004E EPDM Diaphragm 1.30

5-Way ProFlo Turret Bodies w/ Dry Boom Clamp Tab
• 8 PSI check valve
PART DESCRIPTION PRICE (E)

4243N-B522 5 Outlet Body for ½” Pipe 20.45
4243N-B523 5 Outlet Body for ¾” Pipe 18.70
4243N-B524 5 Outlet Body for 1” Pipe 23.60
4200-0004E EPDM Diaphragm 1.30

Dry Boom Adapters

PART DESCRIPTION PRICE (E)

4200-0112N 3/4" Hose Elbow for 3/4" Body 1.95
4200-0114N 3/4" Hose Elbow for 1" Body 1.95
4200-0113N 1" Hose Elbow for 3/4" Body 1.95
4200-0115N 1" Hose Elbow for 1" Body 1.95

Dry Boom Adapters

PART DESCRIPTION PRICE (E)

4200-0212N 3/4" Tee for 3/4" Pipe 1.95
4200-0214N 3/4" Tee for 1" Pipe 1.95
4200-0213N 1" Tee for 3/4" Pipe 1.95
4200-0215N 1" Tee for 1" Pipe 1.95

Shown with Dry Boom Adapter 
Installed. Sold Separately.
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• Same specs as above, except flanged ports.
• Special order item.
PART DESCRIPTION PRICE (E)

FMC-150F-HYD-206 Hyd. Pump 11/2" x 11/4" 1796.55

Heavy Duty Spra-Coupe Centrifugal Pump
Maximize the reliability and durability of your  
Spra-Coupe with an Ace Heavy-Duty Centrifugal Pump. 
This powerful design delivers superior performance 
with minimal maintenance, when compared to its 
closest industry competitors. Ace Pumps’ precision 
craftsmanship ensures the pump’s dependability and 
longevity.
•  Fits Spra-Coupe models 3430, 3440, 3630, 3640, 

4440, 4640.
•  Heavy duty 204 bearings – 66% more dynamic load 

capacity than original equipment.
•  Ultra-durable double bearing clutch – 93% higher 

torque rating than original equipment.
•  Optional severe duty controlled porosity silicon 

carbide seal.
•  3/4" pump shaft. 

Pump Feature Ace Replacement Original Equipment
Pump Bearings 203 Heavy Duty 202 
Pump Shaft 3/4" Diameter 5/8" Diameter 
Clutch Rating 58 ft. lbs. 30 ft. lbs. 
Clutch Bearings Two One 
Clutch Pulley Machined Steel Stamped Steel

150 Series High Performance Hydraulic Pump
• 11/2" Suction / 11/4" Discharge. 
• The high performance pump: 100 PSI at 88 GPM. 
•  Provides higher pressure and greater volume for 

applications with large tanks and longer spray 
booms.

•  The 206 motor requires 7 GPM maximum hydraulic 
fluid input and fits virtually all tractor hydraulic 
systems.

Recommended for:
• Pressure compensating closed center systems
• Load sensing closed center systems
•  Open center systems up to 16 GPM using internal 

needle valve bypass
Maximum Pressure: 120 PSI 
Maximum Flow: 120 GPM

Note: To determine the correct Performance Data for 
your application, first shut off all flow on discharge 
side of pump and determine the shut-off pressure at 
the pump. Use this shut-off pressure to determine 
which line of data applies. 

Shut-Off 40 GPM  60 GPM  80 GPM  100 GPM  120 GPM 
0 GPM 
120 PSI 116 PSI 112 PSI 110 PSI 88 PSI 53 PSI 
100 PSI 97 PSI 92 PSI 84 PSI 74 PSI 46 PSI 
80 PSI 75 PSI 70 PSI 61 PSI 52 PSI 20 PSI 
60 PSI 57 PSI 52 PSI 43 PSI 29 PSI –

Shut-Off 40 GPM  80 GPM  120 GPM  160 GPM  200 GPM 
0 GPM 
120 PSI 114 PSI 100 PSI 85 PSI 65 PSI 36 PSI 
100 PSI 92 PSI 83 PSI 68 PSI 52 PSI – 
80 PSI 76 PSI 68 PSI 57 PSI 43 PSI – 
60 PSI 57 PSI 50 PSI 40 PSI – –

200 Series High Performance Hydraulic Pump
•  2" Suction / 11/2" Discharge.
•   For high volume applications, Capacity to 200 GPM.
•  Ideal for spraying, large tank agitation, liquid 

transfer and spray – transfer combinations.
•  The 210 motor requires 10 GPM maximum 

hydraulic fluid input. 
 
Recommended for: 
•  Pressure compensating closed center systems 
•  Load sensing closed center systems 
•   Open center systems up to 17 GPM using  

internal needle valve bypass
•  The 304 motor requires 11 GPM maximum 

hydraulic fluid input.
 Recommended for: 
 •  Pressure compensating closed center systems 
 •  Load sensing closed center systems 
 •   Open center systems up to 20 GPM using 

internal needle valve bypass
• The 310 motor requires 16 GPM maximum   
 hydraulic fluid input.
 Recommended for: 
 • Large open center systems up to 24 GPM using  
    internal needle valve bypass
Maximum Pressure: 120 PSI for 304 / 80 PSI for 210 / 
60 PSI for 310 
Maximum Flow: 200 GPM

Note: To determine the correct Performance Data for 
your application, first shut off all flow on discharge 
side of pump and determine the shut-off pressue at 
the pump. Use this shut-off pressure to determine 
which line of data applies. 

PART PRICE (E)

FMC-CW-150-MAG-DX3 1585.20

PART DESCRIPTION PRICE (E)

FMC-200-HYD-210 Hydr. Pump 2” x 1½” 2014.50
FMC-200-HYD-304 Hydr. Pump 2” x 1½” 2034.35
FMC-200-HYD-310 Hydr. Pump 2” x 1½” 2155.85

PART DESCRIPTION PRICE (E)

FMC-150-HYD-206 Hyd. Pump 11/2" x 11/4" 1633.95

PART DESCRIPTION PRICE (E)

FMC150FSHYD206 Stainless HYD. Pump 3011.85

316 Stainless steel straight centrifugal pump with 
flanged ports driven by a 7 GPM new generation 
hydraulic motor with integral needle valve. 
Supplied with restrictor orifice.
• Max. pressure: 120 PSI Max. flow: 135 GPM
• Inlet port 1-1/2” NPT and 220 full port flange
• Outlet port 1-1/4” NPT and 200 standard port flange
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  5 10 15 20 30 40 50 60 70 
 SPEED PSI PSI PSI PSI PSI PSI PSI PSI PSI 
 RPM GPM GPM GPM GPM GPM GPM GPM GPM GPM
 2400 74 73 64 54 - - - - - 
 3600 108 107 106 105 102 90 69 34 - 
 4200 - 124 122 122 118 115 107 93 70

9203C Series Pump
Hypro pedestal mounted cast iron centrifugal pumps 
c/w non-corrosive plastic impeller, Viton seal, and 5/8" 
solid shaft with 3/16" keyway.

9203P Polypropylene Pump
5/8" shaft, 3/16" keyway, 11/2" inlet, 11/4" outlet.

PART DESCRIPTION PRICE (E)

9203C 11/2" x 11/4" 708.35
9203C-R 11/2" x 11/4", Reverse rotation 742.90

9203C Pump with 12V Magni-Clutch
Will transmit up to 10 HP at 4000 RPM. Energized  
by using on-off toggle switch at driver’s seat. Draws 
only 2 amps from 12 V battery during op er a tion.  
Elim i nates necessity of using PTO or hy drau lic  
sys tems. Simple installation.
PART DESCRIPTION PRICE (E)

9263C-C Pump with Clutch 1367.20
3430-0592 12 V Clutch Only 1108.35

PART DESCRIPTION PRICE (E)

9303P-HM4C 11/2" Inlet, 11/4" Outlet 1680.00

PART DESCRIPTION PRICE (E)

9006C-O 13/8" - 540 PTO 1706.20
9008C-O 13/8" - 1000 PTO 1825.70
9016C-O 1" - 540 PTO 1685.25
9018C-O 1" - 1000 PTO 1796.00

PART DESCRIPTION PRICE (E)

9006P-O 13/8" - 540 PTO 1788.75
9008P-O 13/8" - 1000 PTO 1833.10
9016P-O 13/8" - 540 PTO POLY 1781.10
9018P-O 13/8" - 1000 PTO POLY 1815.80

PART DESCRIPTION PRICE (E)

9303S-HM1C 11/2" Inlet, 11/4" Outlet 2772.35
9303S-HM2C 11/2" Inlet, 11/4" Outlet 2875.60
9303S-HM3C 11/2" Inlet, 11/4" Outlet 2987.80
9303S-HM4C 11/2" Inlet, 11/4" Outlet 2875.60
9303S-HM5C 11/2" Inlet, 11/4" Outlet 2901.70
9306S-HM1C 2" Inlet, 11/2" Outlet 3366.85
9306S-HM3C 2" Inlet, 11/2" Outlet 3470.10
9306S-HM5C 2" Inlet, 11/2" Outlet 3240.90

PART PRICE (E)

9203P-S 899.30

PART DESCRIPTION PRICE (E)

9302C-HM1C 11/4" x 1" Open 1575.30
9302C-HM2C 11/4" x 1" Closed 1575.30
9302C-HM4C 11/4" x 1" Closed 1575.30
9303C-HM1C 11/2" x 11/4" Open/Closed 1511.95
9303C-HM2C 11/2" x 11/4" Closed 1570.70
9303C-HM3C 11/2" x 11/4" Open 1670.45
9303C-HM4C 11/2" x 11/4" Open/Closed 1511.95

9300 Series Hydraulic

9300 Series Stainless Steel

9000 Series Poly Gear Drive Pumps

9000 Series Cast Iron Gear Drive Pumps

9303 Poly Pump

9303 Series

9306 Series
PART PRICE (E)

9306C-HM1C 2 x 11/2" Open/Closed* 1822.00
9306C-HM5C 2 x 11/2" Open* 1753.85
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7700 Series Roller Pumps
• 7 roller. 
• 12 GPM @ 50 PSI. 
• 540 RPM.

PART DESCRIPTION PRICE (E)

7700C Cast Iron 401.25
7700N Ni-Resist N/A
7700XL Silver Cast 1166.65

7560 Series Roller Pump
• 8 roller. 
• 50 PSI. 
• 11 GPM-540 RPM, 22 GPM-1000 RPM.

Note: For Parts, see Parts Section

PART DESCRIPTION PRICE (E)

7560C Cast Iron 394.80
7560N Ni-Resist 785.20
7560XL Silver Cast 1139.15

4101 Series Roller Pumps
• 4 roller pump. 
• 3/4" inlet/outlet. 
• 5/8" stainless steel shaft.

PART DESCRIPTION PRICE (E)

4101C Cast Iron 279.10
4101N Ni-Resist 502.05

6500 Series Roller Pumps
• 6 roller. 
• 8 GPM at 540-50 PSI, 16 GPM at 1000-50 PSI. 
• 540 or 1000 RPM.
PART DESCRIPTION PRICE (E)

6500C Cast Iron 302.25
6500N Ni-Resist 692.15
6500XL Silver Cast 955.60

1700 Series Roller Pumps
• 5 roller. 
• 50 PSI. 
• 20 GPM-540 RPM.
PART DESCRIPTION PRICE (E )

1700C Cast Iron 625.00
1700N Ni-Resist 1240.95
1700XL Silver Cast 1742.10

1502 Series Roller Pumps
• 6 roller 
• 27 GPM 50 PSI @ 540, 56 GPM 50 PSI @ 1000. 
• 540 or 1000 RPM.
PART DESCRIPTION PRICE (E)

1502C Cast Iron 1023.85
1502N Ni-Resist 1524.30
1502XL Silver Cast 2182.55

4101N-AEH Roller Pump
• 12 V DC Motor. 
• Super rollers and Viton seals. 
• 1/3 HP. 
• 50 PSI maximum. 
• 6 GPM @ 25 PSI, 17 AMP. 
• 7.5 GPM open flow.

PART DESCRIPTION PRICE (E)

4101N-AEH Ni-Resist 1101.10
4101XL-AEH XL Silver Cast 1337.05

(XL Shown)

Roller Pump Accessory Selection Guide
DESCRIPTION 1500 SERIES 1700 SERIES 6500 SERIES 7560 SERIES 7700 SERIES 4000 SERIES

540 rpm  Forged Steel PTO Adapter 1320-0076 1320-0076 1320-0077 1320-0076 1320-0076 ----
1000 rpm  Forged Steel PTO Adapter 1320-0078 1320-0078 1320-0079 1320-0078 ---- 1320-0079
1000 rpm  Forged Steel PTO Adapter 1320-0080 1320-0080 ---- 1320-0080 ---- ----
540 rpm  Forged Steel Quick Coupler 1323-0072 1323-0072 1323-0074 1323-0072 1323-0072 ----

1000 rpm  Forged Steel Quick Coupler 1323-0073 1323-0073 1323-0075 1323-0073 ---- ----
Multi-Speed  Forged Steel Quick Coupler 1323-0076 1323-0076 1323-0077 1323-0076 1323-0076 1323-0077

Steel Shaft Adapter ---- ---- 1320-0015 ---- ---- 1320-0015
Steel Shaft Adapter ---- ---- 1320-0016 ---- ---- 1320-0016

Repair Kits 3430-0387
3430-0386 3430-0437 3430-0380 3430-0381 3430-0384 3430-0390

Torque Arm Kit ---- 3430-0540 3430-0540 3430-0540 3430-0540 ----

Base Kits 3420-0004 3420-0010 3420-0023 3420-0003 3420-0010 3420-0024*
3420-0025**

Hydraulic Flange Kit ---- ---- ---- 3430-0636 ---- ----

NOTE: * For electric motor drive 3 ½" shaft centerline (4001, 4101)  ** For gas engine drive 4 3/16" shaft centerline (4101 only).

FOR A PRICE LIST OF HYPRO ROLLER PUMPS PARTS, SEE BACK OF CATALOGUE.
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9910-GS40GI Control Unit
•  One high pressure relief valve and two 1/2" HB  

outlets with individual shut-offs.
•  15 GPM max., 580 PSI max.
•  Control unit 31/2 lbs., remote mounting kit 1 lb.

9910-RM40 Control Unit
•  One high pressure relief valve and two 1/2" HB outlets 

with individual shut-offs.
•  24 GPM max., 580 PSI max.
•  31/2 lbs., remote mounting kit 2 lbs.

3300-0088

3300-0087 and 3300-0088 Control Units
•  One built-in relief valve, three 3/4", 1/2" and 3/8" HB 

outlets with individual shut-offs.
•  40 GPM  max., 290 PSI max.
•  9910-0087 7 lbs., 9910-0088 73/4 lbs.
•  3300-0087 does not have quick release lever.

9910-Kit 1994 Control Unit
•  Includes one relief valve and two 3/8" HB outlets.
•  1 lb.

9910-GS50GI Remote Control Unit
•  One high pressure relief valve and three 1/2" HB 

outlets with individual shut-offs.
•  40 GPM max., 725 PSI max.
•  Control unit 81/2 lbs., remote mounting kit 1 lb.

9910-Kit 1642 Gear Reduction Kit
•  For use with standard 8-18 HP gas engine with  

1" shaft.
•  6:1 gear box, 81/2 lbs.

9910-Kit 1640 Gear Reduction Kit
•  For use with standard 5 HP gas engine with 3/4" shaft.
•  6:1 gear box, 61/2 lbs.

13/8 - 6B Male PTO Shaft Kits
PTO(M) shaft adapter, mounting bracket and hardware.

1" Solid Shafts
PTO(M) shaft adapter, mounting bracket and necessary 
hardware.

PART DESCRIPTION PRICE (E)

9910-GS40GI For Hypro 9910-D30 and 
D50 Pumps

345.20

9910-KIT1741 Remote Mounting Kit 75.10
9910-KIT1757 Repair Kit 110.55

PART DESCRIPTION PRICE (E)

9910-RM40 For Hypro 9910-D503 Pump 424.45
9910-KIT1897 Remote Mounting Kit 189.90

PART DESCRIPTION PRICE (E)

3300-0087 For Hypro 9910-D70, D115 
and D160 Pumps

672.65

3300-0088 For Hypro 9910-D70, D115 
and D160 Pumps

991.75

PART DESCRIPTION PRICE (E)

9910-KIT1994 For Hypro 9910-D12GRGI Pump 172.10

PART DESCRIPTION PRICE (E)

9910-GS50GI For Hypro 9910-D813, D1064, 
D1516 and D1554 Pumps

672.65

9910-KIT1742 Remote Mounting Kit 130.40
9910-KIT1732 Repair Kit 164.80

PART DESCRIPTION PRICE (E)

9910-KIT1642 For Hypro 9910-D50, D503, 
D813 and D1064 Pumps

1001.10

PART DESCRIPTION PRICE (E)

9910-KIT1640 For Hypro 9910-D30 Pump 801.95

PART DESCRIPTION PRICE (E)

9910-KIT1702 For Hypro 9910-D30 
Diaphragm Pump

203.40

9910-KIT1706 For Hypro 9910-D50 
Diaphragm Pump

252.40

9910-KIT1710 For Hypro 9910-D70 and 
D115 Diaphragm Pumps 

356.65

9910-KIT2200 For Hypro 9910-D503 
Diaphragm Pump

183.55

PART DESCRIPTION PRICE (E)

9910-KIT1703 For Hypro 9910-D30 
Diaphragm Pump

203.40

9910-KIT1707 For Hypro 9910-D50 
Diaphragm Pump

252.40

9910-KIT1711 For Hypro 9910-D70 and 
D115 Diaphragm Pumps

355.60

9910-KIT2202 For Hypro 9910-D503 
Diaphragm Pump

183.55

Diaphragm Pump Repair Kits (not shown)

9910-VDR50 Control Unit
•  Fits 9910-503, D813, D1064.
•  Includes gauge, relief valve, bypass lever, two 1/2" HB 

outlets with shut-offs, and 1" HB bypass.

PART DESCRIPTION PRICE (E)

9910-VDR50 Fits 9910-503, D813 and 
D1064 Pumps

810.30

¾” Gear Reduction – NEW Style
• For D30, D303, and D403 Pumps

• New and improved bolt-through pinion gear to help  
 prevent keyway fretting and seizing. 

• Engine mounting flange designed for ease of 
   assembly with standard tools.

• Robust 6:1 gear design increases longevity

• Increased oil capacity

• Made for use on gas engines with ¾” shaft

• Available pre-assembled on HRGI models

PART DESCRIPTION PRICE (E)

8000-0056 Gear Reduction – New 
style

760.85 












































































































































































































































